DESCRIPTION

PMI MODEL FD-0518-10-48 IS A 4 TO 8 GHz FREQUENCY DISCRIMINATOR HAVING A VSWR OF
2.0:1 MAXIMUM, 1.5:1 TYPICAL, AND A FREQUENCY DISCRIMINATOR ACCURACY OF * 200 MHz.

SPECIFICATIONS
e FREQUENCY RANGE

® INPUT VSWR:

OPERATING INPUT POWER:

VIDEO IMPEDANCE:

VIDEO OUTPUT RISE TIME:

VIDEO OUTPUT SLOPE:
FREQUENCY DISCRIMINATOR ACCURACY:

RF INPUT POWER, SURVIVAL:

DC SUPPLY:

SIZE:

WEIGHT:

FINISH:

4.0TO 8.0 GHz

2.0:1 MAXIMUM

1.5:1 TYPICAL

+10 dBm NOMINAL, + 0.1 dBm
100 OHMS NOMINAL

20 ns

50 mV/GHz

+ 200 MHz

+15 dBm

+15VDC @ +75 mA

-15VDC @ -75 mA

(L) 2.00" X (W) 1.80" X (H) 0.50"
4 oz MAXIMUM

BLUE EPOXY POLIMIDE COATING IAW

T 0.150

REVISIONS

DESCRIPTION

DATE APPROVED

ORIGINAL RELEASE

12/14/15

©0.030 PIN
2 PLACES

@0.104 THRU
4 PLACES

PLANAR

MONOLITHICS N\
waoemusa |INDUSTRIES Vol
FSCM 71A34

4TO8GHz
FREQUENCY DISCRIMINATOR

MODEL NO: FD-0518-10-48
SERIAL NO: PLXXXXX/XXXX

15V +15v\G>\

GND

VIDEO
OUTPUT

7/

\\ 20.015 PIN

2 PLACES

MIL-C-22750, TYPE | OVER EPOXY
POLIMIDE PRIMER IAW MIL-P-23377,
TYPE I, CLASS 1 OR 3.

PMI CONFIDENTIAL AND PROPRIETARY

PLANAR MONOLITHICS INDUSTRIES, INC.

4921 ROBERT J MATHEWS PKWY
EL DORADO HILLS, CALIFORNIA 95762
TEL: 916-542-1401 FAX: 916-265-2597
WEBSITE: www.pmi-rf.com

ENVIRONMENTAL RATINGS

o TEMPERATURE -55°C TO +85°C (OPERATING)
-65°C TO +125°C (STORAGE) ,
E-MAIL: sal mi-rf.com
MIL-STD-202, METHOD 103B COND. B ISO 9001 CERTIFIED
MIL-STD-202, METHOD 213B COND. B
MIL-STD-202, METHOD 204D COND. B
o ALTITUDE MIL-STD-202, METHOD 105C COND. B
o TEMPERATURE CYCLE MIL-STD-202, METHOD 107D COND. A

NOTE: SPECIFICATIONS WILL VARY OVER OPERATING TEMPERATURE
NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION

e HUMIDITY
e SHOCK
e VIBRATION

PRODUCT FEATURE
FD-0518-10-48

4 TO 8 GHz FREQUENCY DISCRIMINATOR

05XQ0
scale N:S

APPROVALS DATE

12/14/15
ALL DIMENSIONS ARE IN INCHES
TOLERANCES:
XXX £0.020 A
XXXX £0.010 1SSUED

CHECKED DWG NO.

27028502




