REVISIONS

DESCRIPTION: . DESCRPTION DATE

ORIGINAL RELEASE 02/28/11
PMI MODEL NUMBER P2T-6G18G-60-T-512-SFF-1W IS A SINGLE POLE, DOUBLE THROW
NON-REFLECTIVE SWITCH DESIGNED TO OPERATE OVER THE 6.0GHZ TO 18.0GHZ
FREQUENCY RANGE. THIS MODEL HAS THE FOLLOWING SPECIFICATIONS.

SPECIFICATIONS:!

® FREQUENCY RANGE:* 6.0 GHz TO 18.0 GHz C)
® INSERTION LOSS: 3.5 dB Typical f:
o TSOLATION: 60 dB Minimum
2.0:1 Moaximum
. Je SP2T SWITCH J3
e SWITCHING SPEED- BN/0OFF - 100nsec Typical MODEL NOv
P2T-6G18G-60-T-512-SFF—-1W

PART NO:
SERIAL NO: PLXXXX/XXXX

°® POWER INPUT (OPERATING>:- - - - +30 dBm CW Maximum, HOT SWITCHING O £ §J1> > Q ’
O |
Saual 90.092 THRU
— .
=

#0.012 x 0.100”

0100 —| |—

MDA A REMOVABLE SMA (F)
FSCM 05XQ0 3 PLACES

® POWER SUPPLY: +3V @ 90mA Nominal 4 PLACES
-12V @ S0mA Nominal

e CONTROL: TTL CONTROL - SEE LOGIC TABLE (@ @}

e RF CONNECTORS: SMA FEMALE CONNECTORS VAWAWAWAY

YV Y
e DC CONNECTORS: SOLDER PINS LOGIC TABLE

J1 = J2(J1 - J3

e FINISH: GOLD PLATED

CONFIDENTIAL AND PROPRIETARY

ENVIRONMENTAL RATINGS:

o TEMPERATURE: . —40°C TO +85°C (OPERATINGS PLANAR MONOLITHICS INDUSTRIES, INC.

-355°C TO +125°C (STORAGED 7311—-F GROVE ROAD

© HUMIDITY: . MIL-STD-202F, METHOD 103B COND. B fEFE:EDg,EOFi'_C&Z“_".é&ELAP‘EXZ2},3?_46823_’*1731
e SHOCK: - MIL-STD-202F, METHOD 213B COND. C WEB www.pmi=rf.com .

SITE:
. MIl - _ —MAILsoIas_@Em.A_Lf.cgm
e VIBRATION: MIL-STD-202F, METHOD 204D COND. G ISO 9007: 2008 CERTIFIED
e SALT FOG: - MIL-STD-202F, METHOD 101D+EST COND. B

© FUNGUS:! - - - -« « « o oo MIL-STD-810F, METHOD 508.5 ™ PRODUCT FEATURE

APPROVALS DATE

DRAWN P2T-6G18G—60—-T—512—SFF—1W
DPI 2/28/11

ALL DIMENSIONS ARE IN INCHES | CHECKED FSCM NO.

DWG NO.
T 40010 Al 05XQ0 27014241
NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION XXXX £0.005 ISSUED SAE NS




