REVISIONS

DESCRIPTION . s

ORIGINAL RELEASE
THE MODEL P8T-0R3G18G—-60-T-SFF IS A HIGH SPEED,
SINGLE POLE, EIGHT THROW, ABSORPTIVE SWITCH CAPABLE
OF SWITCHING WITHIN 100nSEC. THE FREQUENCY
RANGE IS 0.5 TO 18.0 GHz AND THIS SWITCH HAS OVER
60dB OF ISOLATION.

SPECIFICATIONS
FREQUENCY RANGE: 0.5 TO 18.0 GHz
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SWITCHING SPEED- - -100 ns MAX
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7311-F GROVE ROAD
ENVIRONMENTAL RATINGS TEL: 307.062:501. FAX 301-562-1731
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o SHOCK: MIL—STD—202F, METHOD 213B COND. — —
« VIBRATION: MIL—STD—202F, METHOD 204D COND. PB8T-0R5G18G—-60—T—SFF

o ALTITUDE: MIL—STD—202F, METHOD 105C COND. N 9P 12/t 0.5 T 18.0 GHz HIGH SPEED SWITCH 8 THROW
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NOTE: SPECIFICATIONS WILL VARY OVER OPERATING TEMPERATURE X.XXX £0.010 ISSUED
NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION WEIGHT: 2.75 oz. scaE N:S




