REVISIONS
DESCRIPTION ZONE| REV. DESCRIPTION DATE APPROVED
PMI MODEL P2T—7D7G8D5G—25—T—SFF—PM—OPT15VCTL IS A SINGLE = PRELIMINARY —
POLE DOUBLE THROW ABSORPTIVE SWITCH THAT OFFERS VERY LOW
INSERTION LOSS OF 1dB AND > 25dB ISOLATION OVER THE OPERATING
FREQUENCY OF 7.7 TO 8.5GHz. THIS SWITCH IS PHASE MATCHED TO I_ 0.820 _I
WITHIN + 3 DEGREES AND AMPLITUDE MATCHED TO WITHIN 0.5dB
BETWEEN THE OUTPUT PORTS. : —10.250 |—
SPECIFICATIONS o e Sy B
€
© FREQUENCY RANGE: s 7.7 TO 8.5 GHz 3 0.38
® INSERTION LOSS: - ceieiriereiiains 1.0 dB MAX. ’_0007 S T ,—/../-. /_ggo’lpsmxao’go&czs p T\iP.
/ 1 ‘
® ISOLATION: oo, 25 dB MIN. £ I
"0 7& g [B 2 l
©® VSWR: o 1:8 MAX 0.625 | / 0.312
© IMPEDANCE: ++vovvoomemeeoieeeies 50 Q ol P Y A .t
0'48 — P2T»7D7gg_|?15é§v-éﬁ:llr-SFF-PM- —
© SWITCHING SPEED:: - 50% TTL TO 10%/90% RF ‘ = (OPTISVCTL /
1 us MAX., 100 ns TYP. — ——t E —F ‘,‘,’,‘?CD‘?,*,',V _} gEgEXCAEB;.E SMA <P @
® INPUT POWER: - oo +20 dBm CW (OPERATING) 0.95 H“\(&O.ozo PINS H H
: 5 PLACES
+23 dBm CW (SURVlVAL) T__ 0.41 | ]
— V.41 ~—0.10
© AMPLITUDE BALANCE:: 0.5dB MAX. (J1-J2 & J1-J3) | ‘ e
© PHASE BALANCE: - + 3.0° MAX. (J1—-J2 & J1—J3) 040 —
© CONTROLS «orerreremerimeiieeiineeres e 1 kHz PULSE +15V AMPLITUDE
CONTINUOUS ON/OFF OPERATION
0125 —| |—
© POWER SUPPLY: oo +15 V @ 50 mA NOMINAL 0.15 L o170
—15 V @ 50 mA NOMINAL . J : .
® RF CONNECTORS: -+ SMA FEMALE (FlELD REMOVABLE) [Mi é Em
s
© SIZE: oo (L) 0.820” X (W) 0.625” X (H) 0.4” j};/ &¥ "
© FINISH: oo BLUE EPOXY POLIMIDE COATING IAW GROUND PIN 0050——| |——0.05?) “~—GROUND PIN
MIL—C—22750, TYPE | OVER EPOXY
POLIMIDE PRIMER 1AW M|L—P—23377, PMI CONFIDENTIAL AND PROPRIETARY
TYPE I, CLASS 1 OR 3.
PLANAR MONOLITHICS INDUSTRIES, INC.
7311-F GROVE ROAD 7N 277N
ENVIRONMENTAL RATINGS FREDERICK, MARYLAND 21704 USA
o TEMPERATURE:. .. ccooviiinn —40°C TO +85°C (OPERATING) TEL: 301-662- 501'? FAX: 301-662-1731
—55C TO +125°C (STORAGE) WEBSITE: wwwpmiicom =~
o HUMIDITY: .....oooeoovivieiieeeen MIL—STD—202F, METHOD 103B COND. B ISO 9001 CERTIFIED
0 SHOCK: - vvvoveveereereercereeerer MIL—STD—202F, METHOD 213B COND. B e
o VIBRATION: -+ ovovomeemeeomeinn MIL—STD—202F, METHOD 204D COND. B R e PRODUCT FEATURE
o ALTITUDE: oo MIL—STD—202F, METHOD 105C COND. B ] P2T-7D78D56-25-T-SFF—PM-OPTISVCTL
e TEMPERATURE CYCLE: - MIL—STD—202F, METHOD 107D COND. A .
iA.(I;II:E[R)‘IAh:‘Eg‘ESSIONS ARE IN INCHES CHECKED SIZE | FSCM NO. DWG NO. REV.
NOTE: SPECIFICATIONS WILL VARY OVER OPERATING TEMPERATURE XXX~ £0.020 Al 05XQ0 PRELIMINARY —
NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION WEGEXX _x0010, ISSUED T = ToF 1




