DESCRIPTION:

PMI MODEL NO. DLVA-9G18G-35-50MV-CW IS A CW IMMUNE DLVA (DETECTOR LOG VIDEO AMPLIFIER).
THIS UNIT OPERATES FROM 9.0 TO 18.0 GHz.

SPECIFICATIONS:

® FREQUENCY:-

® FREQUENCY FLATNESS:
® SIGNAL CAPABILITY:

® TSS FROM —-20°C TO +85°C -

® LOG DYNAMIC RANGE:

® LOG SLOPE -

® LOG LINEARITY-

® QUTPUT RISE TIME -

® CW RESTORATION TIME -
® RECOVERY TIME

® MAX INPUT LEVEL

® VIDEO OUTPUT DRIVE:

® POWER SUPPLY

® SIZE

® FINISH -

® COOLING-

ENVIRONMENTAL RATINGS:

TEMPERATURE -

HUMIDITY-
SALT FOG
SHOCK:

VIBRATION
ALTITUDE:

9.0 GHz TO 18.0 GHz
£2.0dB TYP

-‘PULSE (50ns — 250us)
*—40dBm TYPICAL
—35dBm TO 0dBm
-50mV/dB NOMINAL
+1.5dB TYP

-25ns

-500us

-500ns

-+20dBm CW

‘93Q LOAD

+12VDC @ 150mA MAX

—12VDC @ 150mA MAX

L) 35" X (W 25" X (H 05"

(L) 88.9mm X (W) 63.5mm X (H) 12.7mm

‘NICKEL PLATED

‘CONDUCTION COOLING AT MOUNTING SURFACE

-—40°C TO +85'C (OPERATING)

—55°'C TO +100°C (STORAGE)
‘MIL—STD—-202G, METHOD 103B COND. A
‘MIL—STD—-810D, METHOD 509.2 PROCEDURE 1
‘MIL—STD—-202G, METHOD 213 COND. A

‘MIL—STD—202G, METHOD 214 COND. J
‘MIL—STD—-202G, METHOD 103C COND. C

NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION

REVISIONS

ZONE| REV.

DESCRIPTION

DATE

APPROVED

ORIGINAL RELFASE

3—-18—-18

REMOVABLE SMA (F)

PLANAR
MONOLITHICS
INDUSTRIES

FSCM 71A34

DETECTOR LOG VIDEO AMPLIFIER (DLVA)

MODEL NO: DLVA-9G18G-35-50MV-CW

SERIAL NO: PLXXXX/XXXX

ALL DIMENSIONS ARE IN INCHES
TOLERANCES:
XXX +0.010
X XXX £0.005
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MOUNTING SURFACE NO PAINT

PMI CONFIDENTIAL AND PROPRIETARY

PLANAR MONOLITHICS INDUSTRIES, INC.

4921 ROBERT J. MATHEWS PKWY #1 AN /77PN
EL DORADO HILLS, CA 95762 USA
TEL: 916-542-1401 FAX: 916-265-2597
WEBSITE: www.pmi-tf.com
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