DESCRIPTION

PMI MODEL NUMBER PS-1G4G-180-A-SFF IS A 1 GHz TO 4 GHz
ANALOG PHASE SHIFTER WITH CAPABILITY FOR PHASE SHIFTING

FROM 0 TO 180°.

SPECIFICATIONS

o FREQUENCY RANGE 1 TO 4 GHz

©2.0 : 1 TYPICAL

e CONNECTORS

e RF INPUT/OUTPUT:
e CONTROLS

- SMA FEMALE
MALE 15 PIN SUBMINIATURE
"MICRO D” CONNECTOR

+11V MAX*
=11V MAX*

*DO NOT EXCEED 22 V DIFFERENTIAL BETWEEN + AND — V

e VOLTAGE CONTROL

- 5.00" x 3.00” x 0.90”
PAINTED GRAY

ENVIRONMENTAL RATINGS

o TEMPERATURE —40° C TO +85° C (OPERATING)
—40° C TO +100° C (STORAGE)

o HUMIDITY .
° SHOCK

o VIBRATION -
o ALTITUDE -

o TEMPERATURE CYCLE

NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION
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REVISIONS

DESCRIPTION DATE APPROVED

ORIGINAL RELFASE 1/12/11

MOUNTING HOLES
@0.125 THRU, 4 PLACES
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ANALOG PHASE SHIFTER
MODEL NO: PS—1040-180-A—SFF
OPTION NO:

SERIAL NO: PLYOOO/XXXX
PART NG:
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ELECTRICAL CONNECTOR PIN ASSIGNMENTS

PIN NUMBER FUNCTION
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+V CONTROL

GROUND

=V CONTROL
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. MIL—STD—202F, METHOD 103B COND.
- MIL—STD—202F, METHOD 213B COND.
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N/C

- MIL—STD—202F, METHOD 204D COND.
.- MIL—STD—202F, METHOD 105C COND.

MIL—STD—-202F, METHOD 107D COND.

NOTES:
1) DIMENSIONS ARE IN INCHES

2) TOLERANCES: XXX £0.020
X.XXX £0.010

CONFIDENTIAL AND PROPRIETARY

PLANAR MONOLITHICS INDUS TRIES INC

7311-F GROVE ROAD
FREDERICK, MARYLAND 21704 USA
TEL: 301-662-5019 FAX: 301-662-1731

WEBSITE: www.pmi-rf.com
E-MAIL: sales@pmi-rf.com
ISO 9001:2000 CERTIFIED

e PRODUCT FEATURE

o PS—1G4G—180—A—SFF

1/12/11 1—4GHz, 0—180° PHASE SHIFTER
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