DESCRIPTION

THE PMI MODEL PS—90-1020 OPTION 03, 06 & 07 IS A O TO 180 DEGREE
BI-PHASE MODULATOR/PHASE SHIFTER OPERATING OVER A FREQUENCY

RANGE OF 1-2 GHz WITH SMA FEMALE CTRL AND +12 VOLT POWER SUPPLY.

SPECIFICATIONS

© FREQUENCY RANGE:

INSERTION

® VSWR:-

SWITCHING

AMPLITUDE BALANCE: -
PHASE BALANCE:-

CARRIER SUPPRESSION: -

RF INPUT POWER: -
RF INPUT POWER (SURVIVAL):-

LOSS:

SPEED:-

1 GHz TO 2 GHz

3.0 dB TYP, 6.0 dB MAX

-1 dB TYP, 1.3 dB MAX
-5° MAX

-+20 dBm OPERATING
-0.5 WATT,

1 us PULSE WIDTH

REVISIONS

ZONE| REV. DESCRIPTION DATE APPROVED
A ORIGINAL RELEASE 1/14/11
1.00 i 0.50
0.91 i/—¢0.104 THRU 2 PLACES 015

1.00 0.91 m

PLANAR
MONOLITHICS
INDUSTRIES

PHASE SHIFTER

MODEL NO: PS-90-1020
OPTION NO: 03, 06 & 07
SERIAL NO:  PLXXXX/XXXX

MADE IN USA
FSCM 05XQ0
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REMOVABLE SMA FEMALE
4 HOLE FLANGE _ /

0.375 SQUARE

1 PLACE

© CONTROL: - « - v v v e e e e TTL

e DC POWER (NO LOAD)
FVo .+12V @ 75mA MAX
P —12V @ 20mA MAX

® SIZE: - - - - 1.00” (L) X 1.00” (W) X 0.50" (H)

© WEIGHT: -+ - v e oo e < 2.0 0z 050

@ FINISH: - - -« v v e oo e .PAINTED GRAY

OPTIONS:

eHS- o “HIGH SPEED AND HIGH MODULATION RATES

O0L - SMC MALE CONTROL CONNECTOR

002 . . SMB MALE CONTROL CONNECTOR

°03 SMA FEMALE CONTROL CONNECTOR

004 - TWO SMA MALE RF CONNECTORS

005 - ONE SMA MALE AND ONE SMA FEMALE RF CONNECTOR

o006 - - - - +12 VDC POWER SUPPLY

007 - —12 VDC POWER SUPPLY

08 - - - +15 VDC POWER SUPPLY

e 09 - - —15 VDC POWER SUPPLY

ENVIRONMENTAL RATINGS:

°* TEMPERATURE: - - - - - - - - - . —55°C TO +85°C (OPERATING)
—65C TO +125°C (STORAGE)

° HUMIDITY:

¢ SHOCK: - -

° VIBRATION:

° ALTITUDE:

° TEMPERATURE CYCLE: - -

-MIL—STD—-202F,
MIL—STD—202F, METHOD 213B COND.
-MIL—STD—-202F, METHOD 204D COND.
-MIL—STD-202F,
-MIL—STD—202F,

METHOD 103B COND.

METHOD 105C COND.
METHOD 107D COND.

NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION
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