REVISIONS

DESCRIPTION DATE APPROVED

DESCRIPTION | ORIGINAL RELEASE 1/29/24

PMI MODEL NO: ATN-30M6G-128DB-8X1-SFF-UPLINK IS AN INTEGRATED AMPLIFIED
ATTENUATOR ASSEMBLY THAT PROVIDES 8 INPUTS WITH EACH HAVING AN ATTENUATION
RANGE OF 128 dB.

SPECIFICATIONS

e FREQUENCY RANGE: 30 MHz TO 6.0 GHz
INPUT ISOLATION PORT TO PORT (J1-J8): 29 dB MINIMUM
36 dB NOMINAL
REVERSE ISOLATION J10 TO J1-J8: 100 dB MINIMUM
104 dB NOMINAL
GAIN INPUTS J1-J8 TO OUTPUT J10: —— 4 dB MINIMUM o
10 dB NOMINAL [psenver]
12 dB MAXIMUM
e ATTENUATION RANGE: 127.5 dB TYPICAL PER CHANNEL g g
e ATTENUATION CONTROL: ————— 8.BIT TTL PER ATTENUATOR
e ATTENUATION FLATNESS: ——— 0.5 dB TYP, +1.0 dB MAX @ 10 dB
+0.75 dB TYP, 1.5 dB MAX @ 20 dB

1.0 dB TYP, £3.0 dB MAX @ 40 dB —
+1.5dB TYP, 5.0 dB MAX @ 60 dB E

e INPUT TRACKING: MONOTONIC Fixed

o SWITCHING SPEED: 10 ps TYPICAL
50 ps MAXIMUM

e VSWR (IN/OUT): 2.0:1 MAXIMUM S;XLZK:I—<]—
e POWER RATING: 0 dBm OPERATIONAL :
+20 dBm MAXIMUM SURVIVAL o]

e CONNECTORS IN/OUT: SMA FEMALE CONNECTORS | ar - <
e DC VOLTAGE: +12 TO +15 VDC @ TBD mA NOMINAL

ider
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e HUMIDITY: MIL-STD-202F, METHOD 103B COND. B —
¢ SHOCK: MIL-STD-202F, METHOD 213B COND. B PRODUCT FEATURE

* VIBRATION: MIL-STD-202F, METHOD 204D COND. B i i oy QEE.
o ALTITUDE: MIL-STD-202F, METHOD 105C COND. B~ Aomensons are nincres | ™™ g0 /080 ATN-30M6G-128DB-8X1-SFF-UPLINK

TOLERANCES:

» TEMPERATURE CYCLE: MIL-STD-202F, METHOD 107D COND. A xx 20020 owero

X XXX +0.010

NOTE: SPECIFICATIONS WILL VARY OVER OPERATING TEMPERATURE A| 05XQ0 PRELIMINARY

NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION ISSUED NS
scALE N:

e TEMPERATURE: — 0 °C TO +75 °C (OPERATING)
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MECHANICAL OUTLINE

ATTENUATOR CONTROL TABLE

POWER CONNECTOR | [CONTROL CONNECTOR
PIN OUT TABLE (x1) PIN OUT TABLE (x16)

PINNUMBER|  FUNCTION PIN NUMBER|  FUNCTION

1 +12V 1 InBit7
GND InBit6
+12V InBit5
GND InBit4
+12V InBit3
GND InBit2
+12V InBit1
GND InBit0
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