DESCRIPTION
THE PMI MODEL SDLVA-65M75M—-80-C

D—1 IS AN SDLVA WHICH OPERATES

FROM 65 TO 75 MHZ AND HAS A TYPICAL DYNAMIC RANGE OF 80

DB.

SPECIFICATIONS

® FREQUENCY RANGE:- - -« vvvveeiaaaaa..
© INPUT POWER - RANGE: -« -« - vveeenveenn
© RISE TIME « - v
© FALL TIME « «cvvnttiiininiinnnnniinnnnnes
® QUTPUT FOR O DBM INPUT -+« «vvonvnnnn

OUTPUT FOR-O- DBM -INPUT------ -
VARIATION OVER TEMP

® VIDEO OUTPUT IMPEDANCE. --------. ...

® VIDEO LOAD IMPEDANCE ... ........
© VSWR INPUT: -+ :

LOG SLOPE: -« v v v veeeeeaeeaen
SLOPE VS. TEMPERATURE: - - -« vonvoe

LINEARITY ERROR T
POWER SUPPLY

B PP

ENVIRONMENTAL RATINGS
o TEMPERATURE: - - - 0'C TO +60°C

.65 TO 75 MHZ (MIN)

—80 TO O DBM TYPICAL

.45 NSEC (MAX)

120 NSEC (MAX)
-2 VOLTS NOMINAL
~+/— 12 MV MAX

-50 OHMS
-1 MEG OHMS

1.5:1 TYPICAL

25 mV/dB NOMINAL
+/— 2.5% MAX

“+/— 0.5 DB (MAX) @ 70 MHZ

+15V @ 60mA MAXIMUM
—-15V @ 100mA MAXIMUM
2.50” x 1.00" x 0.40"

(OPERATING)

—65'C TO +125°C (STORAGE)

e HUMIDITY:................. MIL—STD—202F,
e SHOCK: - - - - - - - oo MIL—STD—202F,
o VIBRATION: - - oo MIL—STD—202F,
¢ ALTITUDE: - - - o onoo o MIL—STD—202F,

o TEMPERATURE CYCLE: - -- - MIL—STD—-202F,

NOTE: SPECIFICATIONS WILL VARY OVER OPERATING TEMPERATURE

METHOD 103B COND.
METHOD 213B COND.
METHOD 204D COND.
METHOD 105C COND.
METHOD 107D COND.
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