DESCRIPTION

MODEL NO: SDLVA—-0120-70-051-0HM50—
IS A SUCCESSIVE DETECTION LOG VIDEO Al

5V
MPLIFIER (SDLVA)

OPERATES OVER THE 0.5 TO 1.0 GHz RANGE (USEFUL RANGE IS 0.2 TO 2.0 GHz)

SPECIFICATIONS

FREQUENCY RANGE:-
DYNAMIC RANGE.
LOG LINEARITY

MINIMUM LOGGING RANGE. .. ............
MAXIMUM LOGGING RANGE - - ... .........
VSWR INPUT
TANGENTIAL SENSITIVITY-
LIMITED IF OUTPUT - -« v veei i
MAXIMUM RF INPUT POWER. ........... .
LOG VIDEO OUTPUT:
OUTPUT COUPLING -
MAXIMUM OUTPUT VOLTAGE
RISE TIME
FALL TIME
SETTLING TIME-

DC OFFSET-

LOG SLOPE VARIATION WITH FREQUENCY-
LOG SLOPE VARIATION WITH TEMPERATURE-
PROPAGATION DELAY -
VIDEO LOAD

® DC POWER SUPPLY (OPTION 5V)

-500 MHz TO 1000 MHz

-DC
2.7 VOLTS

- 40 nsec Max
-0.1 V NOMINAL (IF POSITIVE AND NEGATIVE SUPPLIES

-+0.5 mV/dB (OVER 80 MHz RF BANDWIDTH)

-1 mV MAXIMUM
-7 nsec Typ

REVISIONS
DESCRIPTION

ORIGINAL RELFASE

SLOPE ADJUSTMENT

SOLDER _TYPE FEEDTHRU
2 PLACES

025
7 PLACES

+0.8 dB Typ. +1.2 dB Max @ (-60 dBm TO O dBm)
+1.2 dB Typ. £1.5 dB Max @ (—65 dBm TO +5 dBm)
—60 dBm Min, —65 dBm Typ

+5 dBm Min, +8 dBm Typ

1.5:1 Typ, 1.8:1 Max

—65 dBm Min, —70 dBm Typ

0 dBm Nominal, £2 dBm Typ

0zxz8
SUCCESSIVE DETECTION LOG VIDEO AMPUFIER (SDLVA)
MODEL No: SOLVA=0120-70 PART NO:
OPTION N0:051. OHM 50, 5V FSOM No:
SERIAL NO-

R'r IN

+10 dBm

15 nsec Typ, 25 nsec Max

AL

4—40 UNC—-2 THRU
PLACES

4 FEMALE CONNECTORS O.375|TYP

20 nsec Typ, 30 nsec Max

c@9eEo b

ARE WELL REGULATED AND BALANCED)

25 mV/dB NOMINAL (ADJUSTABLE TO 30mV,/dB) 0.453—

, 10 nsec Max
1008 £10% OR 50 OHM (OPTION: OHM 50)

-REGULATED +5 VOLTS @ 100mA MAX

(120 mA FOR EXTENDED DYNAMIC RANGE)

-REGULATED —5 VOLTS ® 190mA MAX
- 3.75" x 1.50" x 0.50"

ENVIRONMENTAL RATINGS

o TEMPERATURE: ---- - - - - -- —55'C TO +85°C (OPERATING)

—-65°C TO +
e HUMIDITY:

MIL—STD—-202F,

125°C (STORAGE)
METHOD 1038 COND.

MIL—STD-202F, METHOD 213B COND.

o VIBRATION
o ALTITUDE:
o TEMPERATURE CYCLE: - --

NOTE: SPECIFICATIONS WILL VARY OVER OPERATING TEMPERATURE
NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR

MIL-STD—202F,
MIL-STD—-202F,
-MIL-STD—-202F,

COND.
COND.

COND.

METHOD 204D
METHOD 105C
NOTES:
METHOD 107D 1) DIMENSIONS ARE IN INCHES

2) TOLERANCES: X.XX +0.020
X.XXX +0.010

2.75 0Z

REVISION
3) WEIGHT:

AVAILABLE OPTIONS

EXTENDED DYNAMIC RANGE —80dBm TO +5dBm
HIGHER LIMITED IF OUTPUT

ALTERNATE LOG SLOPES

EXTERNAL ADJUST FOR LOG SLOPE

EXTERNAL ADJUST FOR OFFSET

HIGH POWER RF CW/PEAK PROTECTION

OTHER VIDEO LOADS

SCREENED TO MIL—STD—-883

7311-F GROVE ROAD
FREDERICK, MARYLAND 21704 USA
TEL: 301-662- 5019 FAX: 301-662-1731

WEBSITE: www.pmi-rf.com
E-MAIL: sales@pmi-rf.com
ISO 9001:2008 CERTIFIED

e PRODUCT FEATURE
SDLVA-0120-70-051-0HM50-5V

0.5 TO 1.0 GHz, DC—COUPLED, SUCCESSIVE DETECTION LOG VIDEO AMPLIFIER
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REVISIONS
DESCRIPTION :

DESCRIPTION
ORIGINAL REIFASE

THE MODEL SDLVA-0120-70-051-0HM 50-5V

IS A SUCCESSIVE DETECTION LOG VIDEO AMPLIFIER (SDLVA)

OPERATES OVER THE 0.5 TO 1.0 GHz RANGE (USEFUL RANGE IS 0.2 TO 2.0 GHz)

MECHANICAL OUTLINE

3.75 SLOPE ADJUSTMENT
SOLDER TYPE FEEDTHRU
3.563 2 PLACES 0.25
=0

7 PLACES

fan)
U

PLANAR
MONOLITHICS
INDUSTRIES

OFFSET
ADJUST

FCM OZX8
SUCCESSIVE DETECTION LOG VIDEO AMPLIFIER (SDLVA)
MODEL NO: SDLVA—0120-70

l
0.984 |

PART NO:
OPTION NO:. 051, OHM 50, 5V FSCM NO:.

SERIAL NO:

(a5 RL IN VIDEg out

I_II'_‘;I_:I_I [ — [

— p:
— — b:

44—40 UNC—2 THRU |

|
SMA FEMALE CONNECTORS 0.375 TYP
 PLACES S PLACES

@ -V +v GND

0@o e@oe@o =

PLANAR MONOLITHICS INDUSTRIES, INC.

7311-F GROVE ROAD
FREDERICK, MARYLAND 21704 USA

TEL: 301-662-5019 FAX: 301-662-1731
WEBSITE: www.pmi-rf.com FM’

E-MAIL: sales@pmi-rf.com W\
ISO 9001:2008 CERTIFIED L4

e MECHANICAL OUTLINE
SDLVA-0120—-70—-051-0HM50-5V
NOTES: 11/02/01

0.5 TO 1.0 GHz, DC—COUPLED, SUCCESSIVE DETECTION LOG VIDEO AMPLIFIER
1) DIMENSIONS ARE IN INCHES szt TFsov o, Y .
2) TOLERANCES: XXX 0.020 §:%) 8/17/04

+0.010 Al 05XQ0 27011001 A
3) WEIGHT: 2.75 0Z ot NS

DATE




REVISIONS

DESCRIPTION . DESCRIPTION

ORIGINAL REIFASE
THE MODEL SDLVA-0120-70-051-0HM 50-5V
IS A SUCCESSIVE DETECTION LOG VIDEO AMPLIFIER (SDLVA)
OPERATES OVER THE 0.5 TO 1.0 GHz RANGE (USEFUL RANGE IS 0.2 TO 2.0 GHz)

FUNCTIONAL BLOCK DIAGRAM

+5 VOLTS (REGULATED AND BALANCED WITH —5 VOLTS)

-
RF AMPLIFIER IF AMPLIFIER
(OPTIONAL) (OPTIONAL)

IF OUTPUT

DC—COUPLED
VIDEO AMPLIFIER

—5 VOLTS (REGULATED AND BALANCED WITH +5 VOLTS)

PLANAR MONOLITHICS INDUS TRIES INC.

7311-F GROVE ROAD
FREDERICK, MARYLAND 21704 USA
TEL: 301-662-5019 FAX: 301-662-1731
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E-MAIL: sales@pmi-rf.com

ISO 9001:2008 CERTIFIED

™ FUNCTIONAL BLOCK DIAGRAM
SDLVA-0120-70—-051—-0HM50-3V

11/02/01| 05 T0 1.0 GHz, DC—COUPLED, SUCCESSIVE DETECTION LOG VIDEO AMPLIFIER
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