TR Summary Daa

For
%’J Mi /'I EWDM-2G6G-65-70MV-1

Customer: _ Tested By: Joshua Monley
_ SO No: Temperature: 0°C TO +85°C
Model No: EWDM-2G6G-65-70MV-1 Date 1/26/2023
Serial No: PL35305/2305 Drawing No: 27637945 Rev: A1
WO PARAMETERS SPECIFIED VALUE TEST RESULTS QA QC
ITEM NO
o
1 Frequency Range: 2to 6 GHz 2to 6 GHz @p&
1.25:1 @ 50 Q (RF IN) J
1.43:1 @ 50 Q (BIT IN)
; .0: Q
2 VEWIR 2Bl MAN@0 1.33:1 @ 50 Q (RF OUT)
1.35:1 @ 50 Q (SW OUT)
3 Noise Figure: 6 dB MAX 4.8 dB
(1) 1 W CW, Max.
4 Input Power: (2) 100 W Peak @ PW =1 us & PASS
Duty Cycle = 1%, Max.
5 TTL Control See Logic Table PASS
6 SP3T Switch Isolation 60 dB MIN (All Ports) 61 dB
7 SP3T Switching Speed: 100 ns MAX 50 ns
8 RF OUT Linear Gain +33 dB MIN, 39 dB MAX 35.477 dB
9 R DT +2.0 dB MAX 1.1dB
Flatness:
10 RE OU.T : dB. +3 dBm MIN 10.64 dBm
Compression Point:
B ST T -9 dBe MIN -29 dBe \
Harmonic:
12 e S -12 dBc MIN -46 dBc !
Harmonic:
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Time:

baseline

13 SW Linear Gain +7 dB MIN, 15 dB MAX 13.234 dB QZA;I
[

14 SW Frequency Flatness: +1.2 dB MAX 0.6 dB
15 SV 1l Samresiion +3 dBm MIN 3.56 dBm

Point:
16 SW Second Harmonic: -9 dBc MIN -34 dBc
17 SW Third Harmonic: -12 dBc MIN -38 dBc¢
18 VIDEO OUT TSS: -71 dBm MAX -71.5 dBm
19 RERAN ey -65to 0 dBm -65 to 0 dBm

Range:
5. | P PROEERegSinge 70 = 3mV/dB 71.1 mV/dB

Fixed:
21 VIO OUT Lag +0.75 dB MAX @ 4 GHZ 0.42 dB

Linearity:
22 VIDESFOUT Lag +1.25 dB MAX 1.03 dB
Accuracy:
23 VIDEO OUT Absolute +1.5 dB MAX 1.43 dB
Log Accuracy:
0+70 mV (RF Input Terminated
2 : &
24 VIDEO OUT DC Offset: & DC Power On) 61 mV
VIDEO OUT Rise Time
25 (10% to 90%): 25ns TYP 28 ns MAX 15.8 ns
VIDEO OUT Fall Time
3 :

26 (90% to 10%): 00 ns MAX 15.5 ns
27 VIDEO OUT Settling 50 ns With in £70 mV of final 45 ns

Time: value, MAX
)8 VIDEO OUT Recovery | 0.5 us MAX to within 1 dB of 0.234 us J
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29 ADEGHL Yiko +1.0 dB MAX 0.84 dB PMI
Frequency Flatness: QA3
A. CW Immune Power TSS to -40
dBm Baseline Shift: 200 mV 142 mV
MAX
B. Pulse Peak Amplitude Loss; 2
dB MAX 1508
30 VIDEO OUT CW
’ Immunity:
CW Immunity Time at CW = -40 2.94 ms
dBm, <4 ms
CW Recovery Time at CW = -4(0 poye
dBm, <50 us
31 T CE Wit 100 ns to 300 us 100 ns to 300 us
Response, input Signal:
1 VIDEO OUT load 75410 750
Impedance:
33 VIDEO OUT Video | 154 4 RG11 into 75 ohm load PASS
Output driver capability
10% duty cycle 100ns; 70% duty
. ... | cycle300us at peak power -10
I Pulss demsiry capriniliny: dBm with 1 dB variable for pulse PASS
amplitude and baseline
35 WS G 150 mV TYP 97 mv
Level (Vp-p):
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Droop of the Output
36 Video Pulse @ 300us & - 70mV (1 dB) MAX 10 mV ws
65 dBm Cﬁ‘x
37 VIDE.O LT 50 ns MAX Excluding cable 40 ns
Propagation Delay:
+15V @ 1000 mA MAX +15V @ 640 mA
" Fower Supply -15V @ 500 mA MAX -15 V @ 140 mA
Power Supply Ripple
¥ From DC to 10 MHz Iy NEARS PASS
QA/QC Approval: /4 h//ﬁ——) Date: l' 3&2‘5
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Model: EWDM-2G6G-65-70MV-1
Serial No: PL35305

Date:: 04/11/22
Tested By: J. Monley

Test Temp: +25°C

Input Port: RF Port DC Offset: -61mV
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Model: EWDM-2G6G-65-70MV-1

Serial No: PL35305

Date:: 04/11/22

Tested By: J. Monley

Test Temp: +25°C

Input Port: BIT Port DC Offset: -6t mV

Frequency

AVG. SLOPE: 70.2 mV/dB
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Model: EWDM-2G6G-65-70MV-1

Serial No: PL35305

Date:: 10/17/22

Tested By: J. Monley

Test Temp: 0°C

Input Port: BIT Port DC Offset: 14 mV

Frequency

Flatness dB: £0.79 dB
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Model: EWDM-2G6G-65-70MV-1

Serial No: PL35305

Date:: 10/17/22

Tested By: J. Monley

Test Temp: +85°C

Input Port: BIT Port DC Offset: 4 mV

Frequency -65 -60

[AVG. SLOPE: 69.6 mV/dB]
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Rise Time
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Settling Time

DS0-X 30244, MY5A490365: Fri Jan 20 11:01:45 2023
2 7609/ 3 29508 50.00% : 207V
' | ‘ | ' KEYSIGHT

TECHNOLOGIES

Averaging: 4
4.00GSals

+45.000ns

1/AX:
+22.222MHz

AY[2):
+70.00mY

11:00 AM
Jan 20, 2023

Recovery Time

DSO-X 30244, MY54490363: Mon Jan 23 13:19:31 2023
- 4 100.7% ©  500.0%/ 207V
| | ' KEYSIGHT |

TECHNOLOGIES

Aecquisition
g:

4.006Sa/s
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 4234.000ns
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e ==—=H|li<; -70.00m¥

Help Menu
Getting Abaut 2 language Training Signals
Started Dscilloscope English ~P-
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