
Customer:  

SO No:  

Model No: EWDM-2G6G-65-70MV-1 

Serial No: PL35814/2213 

TEST 
PARAMETERS 

ITEM NO 

I Frequency Range: 

2 VSWR: 

3 Noise Figure: 

Summary Data 

For 

EWDM-2G6G-65-70MV-1 

Tested By: Melvin Ayala 

Temperature: 0°C TO +85°C 

Date 3/4/2022 

Drawing No: 27637945 Rev: A1 

SPECIFIED VALUE TEST RESULTS 

2 to 6 GHz 2 to 6 GHz 

1.43: I@ 50 Q (RF IN) 

2.0:1 MAX@50Q 
1.35 :I @50 Q (BIT lN) 

1.31 :I @50 Q (RF OUT) 

1.46: I @ 50 Q (SW OUT) 

6 dB MAX 4.9 dB 

(I) I W CW, Max.

4 Input Power: (2) I 00 W Peak @ PW = I us &
PASS 

5 

6 

7 

8 

9 

IO 

II 

12 

Duty Cycle = I%, Max.

TTL Control See Logic Table Pass 

SP3T Switch Isolation 60 dB MfN (All Ports) > 60 dB

SP3T Switching Speed: I 00nsMAX 50 ns 

RF OUT Linear Gain +33 dB MIN, 39 dB MAX 33.94 dB 

RF OUT Frequency 
±2.0 dB MAX 0.83 dB 

Flatness: 

RF OUT I dB 
+3 dBm MfN 10.4 dBm 

Compression Point: 

RF OUT Second 
-9 dBc MfN -2l.5dBc

Harmonic: 

RF OUT Third 
-12 dBc MIN -28.2 dBc

Harmonic: 
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