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SUMMARY TEST DATA 

ON 

DLVA-8G1 0G-75-50-SFF 

Tested By: J. Emperador
Temperature: +25°C

PL39299/2308 

SO No: 
Model No: DLVA-8G10G-75-50-SFF 
Serial No: PL39299/2308 
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Date: 02/22/23 

Drawing No: 27631110 Rev: A1 
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TEST QA 
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PARAMETERS SPECIFIED VALUE 
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Frequency Range 8 GHz-10 GHz 

Flatness ± 1.2 dB Typ. 

TSS 
-78dBm

Log Dynamic Range -75 to 0dBm

Log Slope 50mV/dB ± 4mV/dB 

Log Linearity ± 1.8 dB Max. 

DC Offset 50mV ± 50mV 

Rise Time 30 ns Max. 

Fall Time 150ns 

Recovery Time 500 ns for 10.0 us PW 

DC Supply 
+15VDC @ 350 mA
-15VDC@ 100 mA

QA/QC Approval:/{,� Date: J,•Z,'-f., 2- 3 

8 GHz to 10 GHz 

1.0 dB 
(See Plot) 

-78 dBm

-75 to 0dBm
(See Plot)

52.7 mV/dB 
(See Plot) 

-0.92 dB
(See Plot)

36 mV 

17.5 ns 

63.3 ns 

< 250 ns 

170 mA 
70 mA 
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