
Summary Data 

For 

ERDL V A-2G 18G-65-70MV-85C 

Tested By: Joshua Monley 

Temperature: -10°C TO +85°C 

Date 3/23/2023 

Drawing No: 27642020 

Customer: 

SO No: 

Model No: ERDLVA-2G18G-65-70MV-85C 

Serial No: PL39776/2313 Rev: B1 
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PARAMETERS SPECIFIED VALUE TEST RES UL TS 

Frequency Range: 2 tol8GHz 2 to 18 GHz 

VSWR: 2.2:1 MAX@ 50 Q 2.02:1 MAX 

(1) I W CW, Max.

Input Power: (2) I 00 W Peak @ PW = I us & Pass 

Duty Cycle = I%, Max.

VIDEO OUT TSS: -71 dBm MAX -71 dBm

VIDEO OUT Dynamic 
-65 to O dBm -65 to 0 dBm

Range: 

VIDEO OUT Log Slope 
70 ± 3mV/dB 71.23 mV/dB 

Fixed: 

VIDEO OUT Log 
±1.0 dB MAX @25C ±0.61 dB MAX@25C 

Linearity: 

VIDEO OUT Log 
±2.3 dB MAX @25C ±1.19 dB MAX @25C 

Accuracy: 

VIDEO OUT Absolute 
±2.6 dB MAX Over Freq & temp 

±1.27 dB MAX Over Freq & 

Log Accuracy: temp 

VIDEO OUT DC Offset: 
0 ±70 mV (RF Input Terminated & 

-31 mV
DC Power On) @25C 

VIDEO OUT Rise Time 
28 ns MAX 25.3 ns 

(10% to 90%): 

VIDEO OUT Fall Time 
300 ns MAX 117 ns 

(90% to 10%): 

VIDEO OUT Settling 50 ns With in ±70 mV of final value 
< sons 

Time: @-10 dBm 
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