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Customer: _ Tested By: M. Ayala
SO No: > Temperature: _+25°C
Model No: SDLVA-0R5G18G-50R-30dBm Date: 03/30/2023
Serial No: PL39967/2313 Drawing No: 27329390 Rev: A2
TEST. PASS QA
ITEM NO PARAMETERS SPECIFIED VALUE Qc
1 Frequency Range: 500MHz to 18 GHz SOBNIALIRIE GHg 2
: See Plot QA3
. ; -73dB
2 TSS: -71 dB Min See Plot
: . 2.21:1
3 VSWR: 2.5:1 Max See Plot
4 Video Output 0-2.2VDC .318 to 2.094 VDC
Range: Into a 50 Q Load See Plot
Max Video
5 Output: 24V Pass
6 Input Power: +30dBm CW Max Pass /
. 25mV/dB (x10%) 24.58 mV/dB Avg
. Lagi@tape: @ 50Q Load See Plot |
8 Log Range: ~70 to 0 dBm -70 to 0 dBm

At -70 dBm RF Input

Log Slope ; s
9 3 Video Out = 350 mV (Nom) 379 mV typ
Intercept Point @ 25°C
10 Pulse Range: 50ns to CW Rass
Pulse Rise Time: 7.0 ns
1 (10% to 90%) 20ns Max
y <1dB
12 Pulse Overshoot: 1dB Max with 50 Q Load
Pulse Fall Time: 225 ns
13 (90% to 10%) 60ns Max
. +12 to +15 VDC @ 400 mA VDC @ 250 mA
14 Power Supply: | 45 45 .15vDC @ 150 mA VDC @ 90 mA
\

QA/QC Approval: e ﬁ/ Date: 2 {22
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LOG LINEARITY

LOG TRANSFER WITH FREQUENCY @ +25°C
MODEL: SDLVA-0R5G18G-50R-30dBm
TESTED BY: M. Ayala

TEST DATE: 03/30/2023

SERIAL NO: PL39967

TEST TEMP: +25C

Frequency

PLANAR MONOLITHICS INDUSTRIES
4921 ROBERT J. MATHEWS PARKWAY
ELDORADO HILLS, CA 95762
PH: 916-542-1401 FAX:916-265-2597

= i 1 T Sy

05GHz |INTERCEPT (mV) | 2054 2
SLOPE (mV/dB) | 24.85 6 d

EMAIL: SALES@PMI-RF.COM
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FMI_H SDLVA ORSG?SNG 50R-30dB
\@m#‘@/ - -50R- m

INPUT VSWR

File Trace/Chan Response Marker/Analysis Stimulus Utility Help

Channel 1 Power Level | -20.00 dBm = -
Macro
il s11 swRr 0.200u/ 2.00U

260 >1: 7.850 GHz 2.21 Macro
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Favorites
1 >Ch1: Start 500.000 MHz — Stop 18.0000 GHz
Cont.  CH1: S11 C 2-Port Avg=3 Smooth=3.48% LCL
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\@m 7 SDLVA-0R5G18G-50R-30dBm

RISE TIME AND FALL TIME

DS0-X 30248, MY54430363: Wed Mar 23 17:20.01 2023
1 2 3008 3 e 3.040% 100.0s/ Auto E 2.04Y

L

Acquisition

Averaging: 2
4.00GSals

Channels

DC 1.00:1
0C 1.00:1
0c 1.00:1
0C 1.00:1

i Measurements

Fall(2):
22.5ns

Rise(2):

7.0ns

Measurement Menu

Source O Type: Add Settings Clear Meas Statistics
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PMI J SDLVA ORSG?glG 50R-30dB
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DS0-X 30244, MY54430363; Thu Mar 30 11:05:38 2023

1 2 98w 3 4 3.040¢ 5.000&/ Auto & E 2.54Y
¢ Acquisition
Averaging: 2
4 00GSa/ls
Channels
AC 10.0:1
DC 1.00:1
DC 1.00:1
I "Jioc 1.00:1
q T
Measurement Menu
Source < Type: Add Settings ' Statistics
Stk psakahise _Measurement ~P- " i
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