
Summary Data 

For 

ERDLVA-ORSG2G-CW-75MV-93 

Customer:  Tested By: Jim Hopson 
Temperature: -25C, 25C, 85C 

Date 7/31/2023 
Drawing No: 27643280 

------------

so No: 
Model No: ERDLVA-0R5G2G-CW-75MV-93 
Serial No: PL41376/2331 

TEST 
PARAMETERS SPECIFIED VALUE 

ITEM NO 

1 Frequency Range: 0.5 to 2.0 GHz 

2 VSWR: 2.5:1 MAX@-20 dBm 

3 Input Power: 23 dBm Max. 

4 VIDEO OUT TSS: -42 dBm MAX

5 
VIDEO OUT Dynamic 

-40 to +20 dBm
Range: 

6 
VIDEO OUT Log Slope 

75 ± \0mV/dB 
Fixed: 

7 
VIDEO OUT Log ±1.0 dB MAX@25C ±1.5 dB MAX 

Linearity: @ Over Temperature 

8 VIDEO OUT DC Offset: 0 to 125 mV @25C 

9 
VIDEO OUT Rise Time 

25 ns MAX 
(10% to 90%): 

10 
VIDEO OUT Settling 

±0.5dB within 25ns from 90% 
Time: 

11 
VIDEO OUT Recovery 

500ns MAX 
Time: 

12 
VIDEO OUT Video 

3.0 dB p-p MAX@ -20dBm 
Frequency Flatness: 

Rev: A1 

TEST RESULTS 

0.5 to 2.0 GHz 

1.20:1 Max 

Pass 

-43

-40 to +20 dBm

75 mv typ 

See attached Graphs 

20 mv 

15.5 ns 

<25 us 

<500 ns 

1.0 db p-p 
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