
Customer: 
SO No: 

Model No: SDLVA-2020-OPT112 
Serial No: PL41790/2335 

TEST. 
PARAMETERS 

ITEM NO 

1 Frequency Ranqe 
2 Frequency Flatness 
3 Tss 
4 VSWR 

5 Logging Range 

6 Log Linearity 

7 Loq Slope 
8 Rise Time ( 10% to 90%) 
9 Recovery Time 

10 Output Power 

11 Power Supply 

12 ADC Clock Rate 
13 Digital Log Video Output 
14 L VTTL Loqic Output 
15 L VTTL Comparator Delay 

16 L VTTL Threshold Level 

SUMMARY TEST DATA 

ON 

SDLVA-2020-OPT112 

PL4 l 790/23 3 5 

Tested By: EV 
---------------

Temper at u re: +25°C 
---------------

Date: 08/29/23 
Drawing No: _2_7 _6 _23_4_2_3 ____ Rev: _8_1 ___ _ 

SPECIFIED VALUE 
TEST QA 

RESULTS QC 

1-12GHz 1 -12 GHz J)A ... 

±2.0 dB Typical, ±2.5 dB Max 1.6 dB �,4 �· 

-65 dBm Max <-72 dBm -

3.0:1 Max (@-20 dBm Input) 1.57:1 

-65 to -35 dBm
-65 to -35 dBm

(See Plot)
±1.75 dB Max 0.68 dB 

(-65 to -35 dBm) (See Plot) 
5 LSB / dB 5.60 LSB / dB 
20 ns Max <20ns 

200 ns Max <200ns 
+10 dBm ±2.5 dB Typ 14.2 dBm 
+12V@ 700 mA Max +12V@615mA
-12V ® 200 mA Max -12V @48mA

100 MHz 100 MHz
8-bit LVTTL Pass 

3.3 V Typical Pass 
50 ns Typical Pass 

Adjustable (Analog) 
-60 dBm ±3 dB Typical -65 dBm

Lowest Level I 

QA/QC Approval: / {, � Date: 

7311-F Grove Road Frederick, MD 21704 USA Phone: (301)662-5019 Fax: (301)662-1731 
Email: sales@pmi-rf.com 












