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SUMMARY TEST DATA 

ON 

SDLVA-6G 18G-CD-1-0PT93 

TESTED BY: Jim Hopson 

TEMPERATURE: +25°C 
--------------

CUSTOMER: 

SO:  

MODEL NO: SDLVA-6G18G-CD-1-0PT93 

SERIAL NO: PL43161/2349 

TEST ITEM 

NO: 
PARAMETERS SPECIFIED VALUE 

DATE: 12/6/2023 

DRAWING NO: 27629233 REV: Al 

MEASURED REMARKS 

VALUE r-0.A/QC 
.. ,, 

1 Frequency Range 6.0 GHz - 18.0 GHz GHz - GHz Q.c\3 
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Flatness ± 2.0 dB Maximum 
± 1.4dB 25°C 

See Plots 

TSS -70 dBm Minimum -72dBm

VSWR 
2.0:1 

1.76:1 
(Input) 

Input Power +17 dBm CW Maximum Pass 

RF Out No RF Output 

Log Slope 25 mV/dB (±10%) 930 
25.0 mV/dB 

See Plot 

Log Range -70 to +5 dBm
See Plots 

Log Linearity ±2.5 dB (-40°C - +85°C) 
1.57/-1.14dB 

See Plots 

Pulse Range 30 ns to CW Pass 

Rise Time 10 ns (5 ns Typical) 6.3 ns 

Recovery Time 60 ns (40ns Typ) < 60 ns 

DC Supply 
+15V or +12V@ 350 mA 230 mA 

-15V or -12V@ 180 mA 100 mA 

QA/QC Apprn,al, [(\ � Date: 
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