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SUMMARY TEST DATA 

ON 

SDLVA-18G40G-65-CD-292FF 

Tested By: DA 

Temperature: +25°C

SDLVA-18G40G-65-CD-292FF-OPTHS Date: 12/21/23 

PL43169/2351 Drawing No: 27637200 

PARAMETERS SPECIFIED VALUE 

Frequency Range: 18.0 to 40.0GHz 

TSS -65 dBm @25
°

C 

Input Power Handling +10dBm Max.

Video Log Range: -63dBm to +2dBm

Video Log Linearity: 
± 2.0 dB @25

°

C 
±3.0 dB over temp. 

Video Log Slope: 25 mV/dB Norn. 

At 2 dBm 1940 mV Max. 
Video Log Intercepts: 1476 mV Min. 

Video Output: At -63 dBm 280 mV Max. 
65 mV Min. 

Video Frequency Flatness: ±2.5dB Max. @ 25
° 

Pulse Width Range: 25 ns to CW 

Video Rise Time: 
11 ns 

(8 ns Typ.) 

Recovery Time: 
60ns 

(40 ns Typ.) 

Delay Time: 
15 ns (5 ns Typ.) 

7 ns over temp. Typ. 

Video Output Impedance: 50 0 

Input VSWR (500): 2.5:1 

DC Power Supply: 
+12V @ 400mA
-12V@200mA

PL43169/2351 

TEST QA 

RESULTS QC 

18.0 to 40.0GHz _,0'111 
-69 dBm �-1,1 

Pass 

-63dBm to +2dBm

+1.41 dB
-1.19 dB

25.0 mV/dB 

1804 mV 
1714 mV 
209 mV 
151 mV 

2.0 dB 

Pass 

6.5ns 

29.8ns 

<15ns by design 

50 0 

2.18:1 

+12V@ 352mA

-12V@ 157mA

QA/QC Approval: /4, � Date: 
--- ---- --
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