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PMI Model No: 7HP-800-600-3A-SMF is a broadband High Pass
Filter used to reject video transient. It will be machined and
silver plated to provide the highest possible Q.
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TOME| REY. DESCRIPTION DATE APPROVED
A ORIGINAL RELEASE 2/12/18
DESCRIPTION:
Model No: 7HP-800-600-3A-SMF is a broadband High Pass Filter used to reject
video transient. It will be machined and silver plated to provide the highest
possible Q.
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® 3dB CUTOFF1- v vvvrrrrrasrassrrnnaines 780MHz
® VSWR IN THE PASSBAND: -« «ovvovvnnon - 2,0:1 MAX T 1.00 |IA _
1
® INSERTION LOSS (PASSBAND): -« -« -vo:- < —1dB MAX I = 1
® REJECTION @ 500MHz: « - ««vovvvvveens s ~40dB \\\\ 019 0.3
® CONNECTOR — INPUT: -+ -voovvinininnens SMA MALE L 1 o = g _
® CONNECTOR — OQUTPUT: -+ ovvvvvvvenns SMA FEMALE N
TP 0 550 50, 0 e 0 PO A A T (L)1.50" X (W)0.31" X (H)0.31 0-80 TAPPED HOLE
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PMI CONFIDENTIAL AND PROPRIETARY
PLANAR MONOLITHICS .iucmda_mm EO
ENVIRONMENTAL RATINGS: 7311-F GROVE ROAD :
Temperature: 55°C to + 85°C (OPERATING) FREDERICK, MARYLAND 21704 USA
-85°C to +125°C (STORAGE) TEL: 301-662:5019 FAX: 301-662-1731
Humidity: MIL-STD-202F, METHOD 1038 COND B. Mm:?mﬁm%
Shack: MIL-STD-202F, METHOD 2138 COND B. 1S0 9001:2000 CERTIFIED
Vibration: MIL-STD-202F, METHOD 204D COND B. TE
Altitude: MIL-STD-202F, METHOD 105C COND B. i PRODUCT FEATURE
T MIL-STD-202F, METHOD 107D COND A A
i womemassmees fmm——— 1 7HP—800—600-3A-SMF
Note: The above specifications are subject to change or revision. ﬁ%%_:mu I seom o [ e 1Y —
— A| 05XQ0 _ 27018451 A
wur NS | [sar 1 OF 1

7311-F Grove Road, Frederick, MD 21704 USA Phone: (301)662-5019 Fax: (301)662-1731

email: sales@pmi-rf.com




FMI

Typical Characteristics

H on
TR
7H P_SOO_GOO_BA_SM F PL12974/1315
TES,ICI)TEM PARAMETERS SPECIFIED VALUE MEASURED VALUE QA/QC
1 Passband: 0.8 GHz to 10 GHz 0.8 GHz to 10 GHz
See Plot
. Pass
2 3dB Cutoff: 780 MHz See Plot
Input 1.36:1
3 Pass band VSWR: 2.0:1 Max Output 1.36:1
See plots
4 Passband Insertion Loss: < -1dB Max 0.81dB
See Plot
iecti . -41.57
5 Rejection @ 500MHz: -40 dB See plot
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Insertion Loss, Return Loss, and Rejection

File  Trace/Chan Response Marker/Analysis  Stimulus — Utility  Help

Tr 1 S21LogM 10.00dB/ 0.00dB Tr 2 S11LogM 5.000dB/ 0.00dB
Bl s22 LogM 5.000dB/ 0.00dB

25.00 1: 500.000 MHz -41.57 dB
2: 780.000 MHz -0.81dB
20.00 I 866-000-Hz =G 78dB
4: 10.00D GHz -0.68 dB
15.00 1: 839.200 MH= -16.34 dB
=1 4.778 GHz -16.32 dB
4
10.00

ﬁ
-
|
|

-10.00

-15.00

;\V e
ol ||} NIV

)

1 >Ch1: Start 200.000 MHz — — — Stop 10.0000 GHz
Cont  CH1: [S22 C 2-Port LCL

7311-F Grove Road, Frederick, MD 21704 USA Phone: (301)662-5019 Fax: (301)662-1731
email: sales@pmi-rf.com




Typical Characteristics

PMI:)

on

o

7H P'800'600'3A'SM F PL12974/1315

Group Delay
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Broadband from 50MHz To 40GHz

PL12974/1315
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*Ch1: Start 500000 MHz ———

Stop 40.0000 GHz

Cont. CH1: E21 C 2-Part

LCL
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