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FREQUENCY RANGE
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FOR

TYPICAL CHARACTERISTICS

DD-1G18G-ZBS-SFF

REMISIONS
20ME| REV. DEBCRIFTIN DAIE NPPRCVED
DESCRIPTION: 1 PRELIMINARY 12/28/15
PMI MODEL NUMBER DD-1G18G-ZBS-SFF IS A ZERC-BIAS SCHOTTKY DETECTOR THAT Al ECN # 16-0191 12/07716
OPERATES QVER THE 1.0 TO 18.0 GHz FREQUENCY RANGE.
. $0.080 THRU

SPECIFICATIONS: i 2 PLACES
® FREQUENGY: - « « « « « « + « « - 1.0 GHz TO 18.0 GHz — ‘;‘ﬂf SR
SNBWR « ® w0 e wt e B s 8.0:1 TYPICAL 0.22 /
® FLATNESS: - -+« « + + « o - +/-1.0dB TYPICAL o; 0.28 —
® QUTPUT POLARITY: - - - - - - - - POSITIVE [ 0.09 I / I

E moaae tn wow W AR e, o f
® INPUT POWER: 100mW, DERATED TQ ZERQ AT +150°C I T ro ® 1 E - © o
® INPUT CONNECTOR: - - - + - - SMA FEMALE M\\\\\\ dny s L ol E E\\\\\\\\I | 674
& QUTPUT CONNECTOR: « - - - « + - SMA FEMALE l / o

—1 o 1 [
®GIZE - - s PE2 HOSUING N [
SENISH: - - - - =« v v oo GOLD PLATED — 0,28 |— A| L -
SMA FEMALE REMOVABLE o mm e SMA FEMALE REMOVABLE
& DETECTED OUTPUT: - - - - - - SEE BELOW (TYPICAL) 0.88
#0.012 RF PIN
. Detected Output vs. RF Input Power 2 PLACES.

" WHiohy M Lowy

=%

f= 10 GHz
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9 /
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P, @Bm

ENVIRONMENTAL RATINGS:

PMI CONFIDENTIAL AND PROPRIETARY

PLANAR MONOLITHICS INDUSTRIES, INC.

7311-F GROVE RCAD
FREDERICK, MARYLAND 21704 USA
TEL: 301-662-5019 FAX: 301-662-1731
WEBSITE: www.pmi-ri.com

®» TEMPERATURE: - - - . - - -45°C TO +B5°C (OPERATING) E-MAIL: gales@omi-rf.com
-65°C TO +125°C (STORAGE) 1SO 9001 CERTIFIED
& HUMIDITY: . . . . - . . - MIL-STD-202F, METHOD 103B COND. B ™E
#SHOCK:: - .« « .« . . . . - MIL-STD-202F, METHOD 2136 COND. B J— o PRODUCT FEATURE
® VIBRATION: - - - + - + - - MIL-STD-202F, METHOD 204D COND. B w_ DD—-1G18G—ZBS—SFF
® ALTITUDE: -+« . . . . . MIL-STD-202F, METHOD 105C COND. B 8. Thoman _[1/20/1
* TEMPERATURE CYCLE: - - - MIL-STD-202F, METHOD 107 Temme o [ :l%gxoo |'"° * 27029071 A
00 10,
NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION RI00% L0 i we NS | [ser 1 OF 1
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TYPICAL CHARACTERISTICS
FOR
DD-1G18G-ZBS-SFF

TEST. TEST QA
ITEM NO PARAMETERS SPECIFIED VALUE RESULTS QcC
1 Frequency Range: 1.0 GHz TO 18.0 GHz 1.0TO 18.0 GHz
6.0:1
2 VSWR: 8.0:1 Typ. (See Plot)
+1.4dB
3 Flatness: + 1.0dB Typ. -2.1dB
(See Plots)
4 Propagation Delay: 40ns Typ. (Seioglsc) ts)
5 Output Polarity: Positive Pass
) 100mwW
6 Input Power : (Derated to 0 at +150°C) Pass
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Return Loss
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PMIE:

\t :,] E :‘pff !’/I DD-1G18G-ZBS-SFF
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Propagation Delay

ON Delay

Agilent Technologies Th tior 26 01:30:42 2012
Z 1.04Y

Agilent

B Limit Invert

Thu Apr 2601:30:54 2012
1.04Y
Agilent

1.00:1
DC a0t 100

Imped
50 Ohm
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