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LOW NOISE AMPLIFIER DESIGNED FOR MILITARY AND INDUSTRIAL
APPLICATIONS. THIS AMPLIFIER IS SUPPLIED IN OUR STANDARD PE2
HOUSING CAN BE USED AS A SMA CONNECTORIZED OR A SURFACE MOUNT
COMPONENT. OTHER PACKAGES AND CONNECTOR TYPES ARE AVAILABLE.

INDUS TRIES FSCM 0SX00
LOW NOISE AMPLIFIER

PED- 30 SROTVSRO- 3RS 22.12.8FF
PL23630/1840

October, 2 2018
Designed By: PMI Engineering

Tested By: Kevin Mansfield
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REVESIORY
el VAT i APPROMD
Description: Al ORIGINAL,_RELEASE o001
Low Noise Amplifier designed for Military and Industrial applications. This
amplifier Is supplied In our standard PE2 housing that can be used as an SMA
connectorized or a surface mount mmponanl. Other packages and connector
types are avallable. )
This model provides the following performance. Dala is available upon request. - Faa
— / 80.025 DC P
Specifications: I’ A‘ l; / :l =Y
Frequency Range: 6.010 18.0 GHz S a2
Gain: 30dB Typ. (]
Galn Flatness: +/-1.6dB Max.
Nolse Figure: 3.5d8 Typ. : B
OP1dB: +18.5dBm Min.
VSWR Input/Output: 2.0:1 Max. I‘
DC Voltage Supply: +12 1o +15VDC -
DC Current Draw: 325Max. SUA (1) o, DA RS
Finish: Gold Piated e TON
' e ™
Features:
Intemal Voltage Regulation
Unconditional Stability
Avallable Options:
Various Package types
Various Connector types
Temperature Compensation
Galn and Phase Matching
MIL-STD-883 Screening Available

ETARY

PLANAR MONOLITHICS INDUS TRJES, INC.
7311-F GROVE ROAD

Environmental Ratings:

Temperature: -55°Cto + 85°C (Opersting) FREDERICK.
_55°C to +125°C (Storage) '5% B%?TE& 301-802-1731
Humidity: MIL-STD-202F, METHOD 1038 COND B. E-MAIL:
Shoclc MIL-STD-202F, METHOD 2138 COND B. 1SO 8001 CERTIFIED
Altituda: MIL-STD-202F, METHOD 105C COND B. 3
Temperature Cycls: MIL-STD-202F, METHOD 107D COND A == PRODUCT FEATURE
ALTRRECU MR e [ PE2-30-6R018R0-3RS5-22-12-SFF
VARY m:ﬂ e m w' L) 1Y [
HoTE: THE ASOHR Yo FPU s | ™ 05%q0 27035260 Al
it o 1S | Tosr 1 0F 1
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TEST TEST
ITEM NO. PARAMETERS SPECIFIED VALUE RESULTS
1 Frequency Range: 6.0 to 18.0 GHz 6.0 to 18.0 GHz
34.4 dB Typ.
2 Gain: +30 dB Typ. 33.7 dB Min.
See Plot
: _ +0.7 dB
3 Gain Flatness: +1.5 dB Max. See Plot
4 Noise Figure: 3.5dB Typ. Sse': gzt
) A +18.6 dBm
5 OP1dB: +18.5 dBm Min. See Plot
. 1.7:11In
6 VAR 2.0:1 Max. 1.7:1 Out
(Input/Output) See Plot
: +12 to +15 VDC
7 DC Supply: @ 65 mA Max, 275 mA
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