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LOW NOISE AMPLIFIER DESIGNED FOR MILITARY AND INDUSTRIAL
APPLICATIONS. THIS AMPLIFIER IS SUPPLIED IN OUR STANDARD PE2
HOUSING THAT CAN BE USED AS AN 2.92mm CONNECTORIZED OR A

SURFACE MOUNT COMPONENT. OTHER PACKAGES AND CONNECTOR TYPES
ARE AVAILABLE UPON REQUEST.
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PE2-28-1R026R5-5R5-18-12-SFF

DESCRIPTION

LOW NOISE AMPLIFIER DESIGNED FOR MILITARY AND INDUSTRIAL APPLICATIONS.
AMPLIFIER IS SUPPLIED IN QUR STANDARD PE2
2.92mm CONNECTORIZED OR A SURFACE MOUNT COMPOMENT.

CONMECTOR TYPES ARE AVAILABLE.
PERFORMANCE. DATA IS AVAILABLE

SPECIFICATIONS
® FREQUENCY RANGE:

REVSIONS
e wate erRaaT
GRIEG T
THIS - TG
HOUSING THAT CAN BE USED AS AN ECN ¥ 18-0038 v

OTHER PACKAGES AND
THIS MODEL PROVIDES THE FOLLOWING
UPON REQUEST.

1.0 to 28.5 GHZ

28 dB TYPICAL

| Hl

£1.75 dB TYPICAL
+3.0 dB MAXIMUM

5.5 dB TYPICAL

® GAIN:
® GAIN FLATWNESS:
® NOISE FIGURE:

MECHANICAL OUTLINE

® OP1dB: 18 dBm MINIMUM
® YSWR (IN): 2.0:1 MAXIMUM
® VSWR (OUT): 1.70 & GHZ 2.5:1 TYPICAL e
6 TO 26.5 GHZ 2.0:1 MAXIMUM o /
rD.m i
® CONNECTORS: 2.92mm (F) REMOVABLE |
@ DC SUPPLY:- - +12 TO +15 VDC @ 510 mA MAXIMUM T
| 0 i O g
® SiZE (L) 1.08" X (W) 071" X (H) ©.28" 2N iSRS
Mo,
*EXCLUDING CONNECTORS*
o FINISH GOLD PLATED | o340 l: [
: v TR 0.864
FEATURES AVAILABLE OPTIONS
® [NTERNAL VOLTAGE REGULATION ® VARIOUS PACKAGE TYPES
® UNCONDITIONAL STABILITY ® VARIOUS CONMECTOR TYPES TP O
& STANDARD OPERATING TEMPERATURE e TEMPERATURE COMPENSATION "2 PLACES.
—20 TO +70 DEG. € ® HERMETIC SEALING PMI CONFIDENTIAL AND PROPRIETARY
® CAIN AND PHASE MATCHING
# WIS SID-B83 -SOREENING AVMLABLE PLANAR MONOLITHICS INDUSTRIES, INC.
b A
ENVIRONMENTAL RATINGS 7311F GROVE ROAD e oy
A AT
® TEMPERATURE: 40 °C TO + 85 'C (OPERATING) FREDERICK, MARYLAND 21704 USA WANZAN
: > Tonm Lhek Bl TEL: 301-662:5019 FAX: 301-662-1731 :
40 *C TO +100 *C (STORAGE) WEBSITE:
® HUMIDITY: MIL—STD—202F, METHOD 1038 COND. B EMNL%PNHED"
® SHOCK: MIL—STD—202F, METHOD 2138 COND. B 1SO 9001 _‘r_fmFlm
® VIBRATION: MIL—STD—202F, METHOD 204D COND. B ) PRODUCT FEATURE
® ALTITUDE: MIL-5TD—202F, METHOD 105C COND. B i bt opucC -l
® TEMPERATURE CYCLE:—— MIL—STD—202F, METHOD 107D COND. A e Ay wren| PE2—28—1R026R5-5R5—18—12—SFF
NOTE: SPECIFICATIONS WILL VARY OVER OPERATING TEMPERATURE TOLERANCES: O il ! Bakec T T s o
NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHAMGE OR REVISION X £0.020 LA SOE | FA0M WO, WG NG, REV,
Ko 0010 FPU_ |ovew| | psX00 27007700 B1
) sour NiS | ez 1 OF 1
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TEST. TEST QA
ITEM NO PARAMETERS SPECIFIED VALUE RESULTS QC
1 Frequency Range 1.0to 26.5 GHz 1.0to 26.5 GHz
28.3 dB Min.
2 Gain: 28 dB Typ. 30.5 dB Max.
See Graph
. . +1.1dB
3 Gain Flatness: +1.75 dB Max. See Graph
4.7 dB Average
4 Noise Figure: 5.5 dB Typ. 7.1 dB Max.
See Graph
25 dBm Average
5 OP1dB: 18 dBm Min. 18 dBm @ 26.5 GHz
See Graph
. 2.0:1 Input
6 | V?/\(/)VRt t 2.0:1 Max. 2.0:1 Output
(Input/Output) See Ghaph
. 50 dB Typ. 50 dB
7 Reverse Isolation: (Not Specified) See Graph
8 DC Supply: +12 to +15 VDC @ 480 mA Max. 440 mA
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