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PMI MODEL NUMBER PS204-1G2G-8B-SFF IS A 1.0 TO 2.0 GHz 8 BIT DIGITALLY 
CONTROLLED PHASE SHIFTER WITH CAPABILITY FOR PHASE SHIFTING FROM 0° TO 
204°, WITH RESOLUTION AS FINE AS 0.8°. 
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Summary Data 
 
 
 
 

TEST. 
ITEM NO 

PARAMETERS SPECIFIED VALUE 
TEST 

RESULTS 
QA 
QC 

1 Frequency Range: 1.0 to 2.0 GHz 1.0 to 2.0GHz  

2 RF Input Power 10 dBm 10 dBm  

3 Phase Control Range 204° TYP 203.6°  

4 LSB 0.8° 0.75°  

5 Switching Speed 1  µs MAX, 500 ns TYP < 300 ns  

6 Insertion Loss 6.0 dB TYP 4.9 dB  

7 Amplitude Error ±1.0 dB MAX 
 

±0.3 dB 
 

8 Phase Flatness ±10.0° MAX ±6.7°  

9 Impedance: 50Ω Pass  

10 VSWR 2.5:1 TYP 1.9:1  

11 DC Voltage +12V to +15V @ 50mA TYP +12V to +15V @ 39mA  
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Insertion Loss and Return Loss 
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Switching Speed 

 

Delay On  

 

200ns per Div. 

 
 

 
 
 
 
 
 

Channel 1 (Yellow): RF Signal 

 

Channel 2 (Green): TTL Input from Signal Generator 

 
 

mailto:sales@pmi-rf.com


 

Typical Characteristics 

 For 

PS-204-1G2G-8B-SFF 
 

 

 

Page 20 of 20 

 7311-F Grove Road Frederick, MD 21704 USA  Phone: (301)662-5019  Fax: (301)662-1731 
email: sales@pmi-rf.com 

 
 
 
 

Switching Speed 

 

Delay Off  

 

200ns per Div. 

 

 
 
 

 
 

Channel 1 (Yellow): RF Signal 

 

Channel 2 (Green): TTL Input from Signal Generator 
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