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TEST. 
ITEM NO PARAMETERS SPECIFIED VALUE TEST 

RESULTS 
QA 
QC 

1 Frequency Range: 9.5 GHz TO 10.7 GHz 9.5 TO 10.7 GHz  

2 
 

Gain: 
 

40 dB Typ 
( at full gain setting) 

 
Pass 

See Plot  
 

3 Gain Control Range: 
 

20 dB Typ 
 

 
Pass 

See Plot 
 

4 Gain Control: 0 To +5VDC ( Non-Linear) 
 

Pass 
 

 

5 Noise Figure: 

 
4dB Typ 

( at full gain setting) 
 

Pass 
See Plot  

6 OP1dB: +12dBm Min  
 

Pass 
 

 

 
7 
 

VSWR: 2.0:1 Max Input VSWR 1.2:1 
Output VSWR 1.8:1  

 
8 
 

DC POWER: +12V TO +15V +12V TO +15V  
170mA   
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VNA Plot 
At full gain setting  
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Gain Control +0v 
 

 
 

Gain Control +3.5v 
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Gain Control +5v 
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0V TTL Noise Figure 
 

 
 

2V TTL Noise Figure 
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5V TTL Noise Figure 
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Gain & Phase vs. Input Power @ 9900MHz 
 

-60dBm 
 

 
 

-50dBm 
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-40dBm  
 

 
 

-30dBm  
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-20dBm  
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Gain & Phase vs. TTL supply @ 9900MHz 
-60dBm Input Power 

 
0V TTL 

 

 
 

1V TTL 
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 2V TTL 
 

 
 

 3V TTL 
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4V TTL 
 

 
  

5V TTL 
 

 


