
 

Typical Characteristics  
for  

HP-800-600-S-S-3A 

 

 7311-F Grove Road, Frederick, MD 21704 USA Phone: (301)662-5019 Fax: (301)662-1731 
Email: sales@pmi-rf.com 

 
 
 
 

 
 
 

 
 
 
 
 
 
 

TESTED & REPORTED BY: SEBASTIAN PALACIO 
 

February, 27 2012 
 
 
 
 



 

Typical Characteristics  
for  

HP-800-600-S-S-3A 

 

 7311-F Grove Road, Frederick, MD 21704 USA Phone: (301)662-5019 Fax: (301)662-1731 
Email: sales@pmi-rf.com 

 
 
 
 
 

 
 
 

TEST. 
ITEM NO PARAMETERS SPECIFIED VALUE TEST 

RESULTS 
QA 
QC 

1 Passband: 800-5000 MHz Pass 
800-5000 MHz  

2 
 

3dB Point: 
 

600 MHz Pass 
600MHz  

3 VSWR in the 
Passband: 

 
1.5:1 Max. 

 

 
Pass 
1.43:1 

(See Plot) 
 

 

4 Insertion Loss 
(Passband): 0.5dB Max. 

 
Pass 

 0.5dB 
 

 

5 Rejection from DC to 
500MHz: 

 
 

-30dB Min. 
 

Pass 
-34.0dB  
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