TYPICAL CHARACTERISTICS
ON
HP10G-9D7-CD-292FF
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PMI MODEL NUMBER HP10G9D7-CD-292FF IS A SUSPENDED SUBSTRATE
FILTER WITH 2.92 mm FEMALE CONNECTORS IN AND OUT. ALL FILTERS
WILL BE MACHINED AND SILVER PLATED TO PROVIDE THE HIGHEST
POSSIBLE Q.
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OUTLINE DRAWING

REVISIONS
PMI model number HP10G-8D7-CD-292FF is a suspended substrate filter with 2.92 mm female 1 ORIGINAL RELEASE 8/8/18
connectors in and out, Al filters will be machined and silver plated to provide the highest ible Q.
b e Al ECN # 16-0185 12/08/18
SPECIFICATIONS:
& PASSBAND: - - 10 GHz TO 27 GHz
® 3dB CUTOFF: - 9700 MHz
® VSWR IN THE PASS BAND:- - 2,041 MAX.
e INSERTION LOSS (PASSBAND): - - 1.5dBMAX. - 0.850 - . - 0.500
® REJECTION @ 7 GHz: - . 40dB f
PLANAR MONOLITHICS () )
0.660 INDUSTRIES, INC.
FREDERICH, MARYLAND
‘ H§1N D%BD?—CD—ES?FF 0.250
 PLOOIXXXX | D T O,
® CONNECTORS: - - 2,92 mm FEMALE CONNECTORS f
0.250 —e=
® SIZE. - 0.65" (L) x 0.65" (W) x 0.65" (H)
® WEIGHT - . 10Z. TYP. 0.200 — 0-80 TAPPED
0,060 0.150 DEEP
® FINISH: - . BLUE EPOXY POLIMIDE
COATING IAW MIL-C-22750, r J._ 4 PLACES
TYPE | OVER EPOXY
POLIMIDE PRIMER IAW o o
MIL-P-23377, TYPE,
CLASS 1 OR 3. *
o] 0
ENVIRONMENTAL RATINGS:
& TEMPERATURE: - . -55°C TO +85°C (OPERATING)
-65°C TO +125°C (STORAGE)
® HUMIDITY: . . MIL-STD-202F, METHOD 1038 COND. B
& SHOCK: - - MIL-STD-202F, METHOD 213B COND. B e 0. m PLANAR MONOLITHICS INDUSTRIES
e VIBRATION: - . MIL-STD-202F, METHOD 204D COND. B S e 1
e ALTITUDE: - . MIL-STD-202F, METHOD 105C COND. B ALL DMENSIONS ARE ININGHES o ME
® SALTFOG: - - MIL-STD-202F, METHOD 107D COND. A Ry N SPU /8716 OUTLINE DRAWING
* FUNGUS: - . . MIL-STD-810C, METHOD 508.2 00X 20008 S HP10G—-9D7—-CD—292FF
® TEMPERATURE CYCLE: - - MIL-STD-202F, METHOD 107 T — -
Al 1Quwo 27030701 Al
NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION sz N/A | |sexr 1 OF 1
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TEST DATA SUMMARY

TEST. TEST QA
ITEM NO PARAMETERS SPECIFIED VALUE RESULTS QcC
1 Pass band - 10 GHz — 27 GHz 10GHz to 27GHz
Frequency Range:
Pass band
2 3dB Cutoff: 9.7 GHz 9.7 GHz
3 Passband 1.5 dB Max 0.7 dB Max
Insertion Loss:
o 74dB dB
4 Rejection: 40dB @ 7 GHz (See Plot)
5 Pass band VSWR: 2.0:1 Max 1.94:1 Max
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S-Parameters

File TracefChan Response MarkerfAnalysis Stimulus Utility Help
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Favorites
1 >Ch1: Start 10.0000 MHz — — — Stop 30.0000 GHz

Cont. CH1: S21 CA 2-Port LCL
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