Typical Characteristics
PMI on

7\ PFA-DC18G-20-2W-SMF

PMI MODEL: PFA-DC18G-20-2W-SMF IS A FIXED, BIDIRECTIONAL ATTENUATOR
OPERATING OVER THE DC TO 18.0 GHz FREQUENCY RANGE. THIS MODEL OFFERS
20 £ 0.5dB OF ATTENUATION WITH AN INPUT POWER OF 2 WATTS MAXIMUM.
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Product Feature & Mechanical Drawing

REVISIONS
ZOME REV. DESCRPTION DATE APPROVED

w Al ORIGINAL RELEASE 10/8/18
PMI MODEL: PFA-DC18G-20-2W-SMF IS A FIXED, BIDIRECTIONAL ATTENUATOR OPERATING OVER THE DC TO

18.0 GHz FREQUENCY RANGE. THIS MODEL OFFERS 20 £ 0.5 dB OF ATTENUATION WITH AN INPUT POWER OF B1 ECN # 16-0200 /18718
2 WATTS MAXIMUM.

MECHANICAL QUTLINE

SPECIFICATIONS :

» FREQUENCY RANGE: DC TO 18.0 GHz [25 - 1 5]

» IMPEDANCE: ————————— 50 () Py

o ATTENUATION VALUE: 20dB

o ATTENUATION ACCURACY: ———— 105dB ¥

e VSWR: 1.35:1 MAXIMUM =

& INPUT POWER: ~—————————— 2 WATTS MAXIMUM — -

o CONNECTORS: mrmmrmemreeeeee @M FEMALE/SMA MALE 5/16" HEX

e SIZE: (L) 0.99" x @0.312 Q0312

(L) 25.15 mm x B7.92 mm

ENVIRONMENTAL RATINGS

[7.92]

LABEL

PART NO:
PFA-DC18-20-2W-SMF

7311-F GROVE ROAD
FREDERICK, MARYLAND 21704 USA

PLANAR MONOLITH!CS !NDUSTRIES INC.

« TEMPERATURE: -20 °C TO +85 °C (OPERATING) TEL: (301)-662-5019, FAX: (301)-862-1731

o HUMIDITY: MIL-STD-202, METHOD 1038 COND. B WEB: www.pmi-rf.com, EMAIL: sales@pmi-rf.com \

o SHOCK: MIL-STD-202, METHOD 2138 COND. B 1SO 9001 CERTIFIED

« VIBRATION: MIL-STD-202, METHOD 204D COND. B e

| prr = PRODUCT FEATURE

e ALTITUDE: MIL-STD-202, METHOD 105G COND. B " L B A DB BT

 TEMPERATURE CYCLE: MIL-STD-202, METHOD 107D COND. A AENNGES ) | B Thomas | 10418
NOTE: SPECIFICATIONS WILL VARTY OVER OPERATING TEMPERATURE CLERMCES: o 3 =TT ELT V.
NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION XK 0010 A| 05XQ0 | 27030961 B1

PMI CONFIDENTIAL AND PROPRIETARY [=5s ] e
—
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Tabulated Data

TI'IE%\TI PARAMETERS SPECIFIED VALUE RE-I-SEUSI:I-TS gé

1 Frequency Range DC TO 18.0 GHz DC TO 18.0 GHz

2 Impedance 50 Q 50 Q

3 Attenuation Value 20 dB 20.34 dB

4 Attenuation Accuracy +0.5dB +0.18 dB

5 VSWR 1.35:1 MAX 1.13:1

6 Input Power 2 W MAX Pass
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Attenuation, Flatness, and VSWR
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