
 

Typical Characteristics 
 on 

PMSN-4DT-05-DEC-MP-OPT600M6G 

 

Page 1 of 9 

 7311-F Grove Road Frederick, MD 21704 USA  Phone: (301)662-5019  Fax: (301)662-1731 
email: sales@pmi-rf.com 

PMI MODEL PMSN-4DT-05-DEC-MP-OPT600M6G IS AN ABSORPTIVE, SINGLE 
POLE, FOUR THROW PIN DIODE SWITCH THAT OPERATES OVER THE 0.6 GHz TO 
6.0 GHz FREQUENCY RANGE, THIS MODEL INCORPERATES A TTL COMPATIBLE 

DRIVER FOR EASY SYSTEM INTEGRATION. 
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TEST. 
ITEM NO 

PARAMETERS SPECIFIED VALUE 
TEST 

RESULTS 
QA 
QC 

1 Frequency Range 0.6 TO 6.0 GHz 0.6 TO 6.0 GHz  

2 Insertion Loss 3.5 dB Typ; 2.75 dB Max. 
2.1 dB 

(See Plot) 
 

3 VSWR  2.0:1 (In/Out) 
1.4:1 

(See Plot) 
 

4 Isolation 60 dB Min 
91 dB 

(See Plot) 
 

5 Switching Speed 

             Rise:  10 ns Typ; 15 ns Max. 
   Fall:  10 ns Typ; 15 ns Max.  

Delay ON:  75 ns Typ; 100 ns Max 
 Delay OFF:  75 ns Typ; 100 ns Max 

 

5 ns 
4 ns 
33 ns 
27 ns 

(See Plot) 

 

6 Input Power +20 dBm CW Operating Pass / Fail  

7 Survival Power 1 W CW, 10 W Peak 1msec Pass by Design   

8 Power Supply 
+5 VDC @ 200 mA Nominal 
-5 VDC @ 100 mA Nominal 

              84 mA 
              26 mA 

 

9 Control Signal 

LOGIC TABLE 
TTL - 2 BIT DECODER 

       E1       E2         FUNCTION 
 0  0 J1 – J2 “LOW LOSS” 
 0  1 J1 – J3 “LOW LOSS” 
 1  0 J1 – J4 “LOW LOSS” 

        1           1          J1 – J5 “LOW LOSS” 

Pass   
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(J1 – J2) Insertion Loss and Return Loss 
 

 
 

 

(J1 – J2) Isolation and Termination Return Loss 
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(J1 – J3) Insertion Loss and Return Loss 
 

 
 

 

(J1 – J3) Isolation and Termination Return Loss 
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(J1 – J4) Insertion Loss and Return Loss 
 

 
 

 

(J1 – J4) Isolation and Termination Return Loss 
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(J1 – J5) Insertion Loss and Return Loss 
 

 
 

 

(J1 – J5) Isolation and Termination Return Loss 
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Switching Speed (Off) 
 

 
Yellow Trace = TTL Control   Green Trace = RF Response From Crystal Detector 

 

Switching Speed (On) 
 

 
Yellow Trace = TTL Control   Green Trace = RF Response From Crystal Detector 

 

mailto:sales@pmi-rf.com

