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FiMI

A

TYPICAL CHARACTERISTICS

ON

P4T-4G12G-35-R-SFF-PM

TEST.
ITEM PARAMETERS SPECIFIED VALUE PASS QA
FAIL QC
NO
1 Frequency Range: 4 GHz — 12 GHz 4 GHz - 12 GHz
. . 1.0dB Typ.
2 Insertion Loss: 1.5dB Max. 1.38dB
3 Isolation: 35dB Min. 70dB Min.
VSWR: . .
4 (In/out) 2.0:1 Typ. 1.54:1
o . 20ns Typ. 18ns - Off Delay
5 Total Switching Speed: 30ns Max 30ns - On Delay
6 Minimum Switching Rate: 50ns Typ. Pass
7 Operating Input Power: 0dBm CW Max Pass
8 Survival Power: +10dBm CW Max Pass
. +7.5° @ 12GHz Max R
9 Phase Matching (Arm to Arm within Same Unit) 7.3
Pass
10 DC Supply: +12VDC +62mA
-22mA
LOGIC TABLE
2 BIT DECODER
El E2 FUNCTION
11 Control Signal 0 0 J1-J2 “Low Loss” Pass
0 1 J1—J3 “Low Loss”
1 0 J1 —J4 “Low Loss”
1 1 J1 —J5"“Low Loss”
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ON

N PAT-4G12G-35-R-SFF-PM

(J1-J2) Insertion Loss and Return Loss

TYPICAL CHARACTERISTICS
FiMI
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(J1-J3) Insertion Loss and Return Loss

File ‘“iew Channel Sweep Calibration Trace Scale Marker System ‘Window Help

Stimulus Start [ 4000000000GHz (5] Stet | Step | | Center | = Span |

Sa0000 4695 dB

5.000dB!
0.004E  Lagh

1

1. 11860000 GHz  -].3152 4B
2 4000000 GHz  0[FEEE4 4B
1

1

2

(20.00

12000000 GHz  -)4.435 B
11960000 GHz £.51027
4 920000 GH 527 m*

0.500dB/
0.00dE  Legh| 15.00

522
5.000dE!
D.004E  Loghl

5.000°%
0.00° Phasel

L~
m\ %\“\—\f" fmnt]

=Ch1: Stan 400000 GHz ——— — Stop 12,0000 GHz

Cant, CH1: 521/M | ¢ 2-Port LCL

7311-F Grove Road Frederick, MD 21704 USA Phone: (301)662-5019 Fax: (301)662-1731
Email: sales@pmi-rf.com




TYPICAL CHARACTERISTICS
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(J1-J4) Insertion Loss and Return Loss
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(J1-J5) Insertion Loss and Return Loss — 0 Deqg. Phase Reference
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TYPICAL CHARACTERISTICS
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Typical Isolation
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3 TYPICAL CHARACTERISTICS
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AN PAT-4G12G-35-R-SFF-PM

Switching Speed

ON Delay — 10ns per Div.

- Agilent Technologies Wed Jun 27 05.05: 11 2012
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Yellow Trace: RF signal
Purple Trace: TTL Signal
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