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PMI model number 4BP160-20-2A-PP is a LC Bandpass filter
with PC Pins in and out.
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f‘% TYPICAL CHARACTERISTICS

F M ’ 4B Pl60(-)2|\(|)-2A-PP
TGV

REVISIONS
DESCRIPTION: el ":; CERRPTION L] L]
ORIGINAL Rl E 8/1/09
PMI model number 4BP160-20-2A-PP Is a LC Bandpass filter with PC Pins in and out. AZ ECN 13-0200 /A543
A3 ECN # 17-0220 09,/26/17]
SPECIFICATIONS:
® CENTER FREQUENCY: -« -ccccvvvnnns - 160 MHz
® 3dB BANDWIDTH: - -+« -+« ««- -« - 20 MHz, £ 5%
® VSWR IN THE PASS BAND:: - -« vocvveee 1.5:1 MAX,
© INSERTION LOSS (PASSBAND) - « <« -« - -+ - - 5dB, NOMINAL - 0.100 ] 0.100
® REJECTION - --vvvvvvrraecunnanaaa... . 4 Saction Response i
L Planar Manolithics Industries _]
] e 4BP160-20-2A-PP —_ ]
0.100 [ SN: PLOCOOIXXXX |[7]
0.31
1.00
® CONNECTORS: - - -+-ccvvevernsnenae.. PCPINS INOUT
® SIPE. ..oheireiiiraiiiiaiseiesienas - 120" (L) x 0.31" (W) x 0.31" (H)
® WEIGHT -+« tovvnvvnaionionivnaunnasnes 10z TYP.
B BINEBH - o e o v s svemy. v vems) v S 51 SILVER PLATED.
f\\-—i—
PIN DIA. 0.015 0.025 J
ENVIRONMENTAL RATINGS:
© TEMPERATURE: - ----..... . -55°C TO +85°C (OPERATING) EBAT CONFIDERTIAL AND EROPRIETARY
-65°C TO +125°C (STORAGE)
® HUMIDITY: . ...onvenneen. . MIL-STD-202F, METHOD 103B COND. B e “m.m%.% A
W EHIOBIEE ¢ oo tis oo8Ds a s 5S MIL-STD-202F, METHOD 2138 COND. B @?ﬂ D P 301
® VIBRATION: - +ovvcnvvnonns s MIL-STD-202F, METHOD 204D COND. B m.{m#
® ALTITUDE: - -« - vcvvennnne - MIL-STD-202F, METHOD 105C COND. B ALDMENsioNs AREINmCHEs | T il L5
® SALTFOG: - ++::vvvvvos « MIL-STD-202F, METHOD 107D COND. A oL a0 oD S 8/8/09 OUTLINE DRAWING
© FUNGUS: . <+ eevenveenenss MIL-STD-810C, METHOD 508.2 o0 s 2t ALACIO 4BP160—-20-2A—PP
© TEMPERATURE CYCLE: - - -+ - MIL-STD-202F, METHOD 107 .
SEUED SIT | F30M WO DWG NO. LY.
A | 05XQ0 | 27008483 A3
NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION sus N/A | s 1 OF 1
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m;f 17 4BP160-20-2A-PP

TEST. TEST QA
ITEM NO PARAMETERS SPECIFIED VALUE RESULTS oC
Center 159.97 MHz
! Frequency: 160 MHz See Plot
2 3 dB Bandwidth: 20 MHz + 5% 20.05MHz
See Plot
Insertion Loss: , 2 53dB
3 (Passband) 5 dB Nominal See Plot
4 Rejection 4 Section Response 4 Section Response
See Plot
; . . 151
5 VSWR in The Passband: 1.5:1 Max
See Plot
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\E f“ Eﬁf EA !5’ 4BP160-20-2A-PP

File Trace/Chan Response Markerf&nalysis  Stimulus Uty Help

Channel 1 Span Frequency [150.000000 MHz [ Freq
Tr 1 511 LogM 5.000dB/ 0.00dB I s21 LogM 10.00dB/ 0.00dB
Tr 3 S22 LogM 5.000dB/ 0.00dB
10.00 >Mir 4] 159.96p MHz 253 dB Start
BW: 20052 MHz
1 enter: 159.97 MHz
0.00 Q: 79777 Sto
(ﬂ Loss: 25311 dB P
-10.00 =
Center
-20.00
* Span

30,00 /
-40.00 7\ cw
50,00 M

j:: nnﬂlhﬁ] Lol d | W
UL AN,

—

iL\E

-80.00 i wl hl I 7 W

-90.00 Favorites
1 >Ch1: Start 85.0000 MHz — — — Stop 235.000 MHz

Cont.  CH1: S21 C¥ 2-Port LCL
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