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OUTLINE DRAWING

REVISIONS

DESCRIPTION = ]

1 ORIGINAL RELEASE 12/8/15
PMI MODEL: APD-4-26D5G40G-20W-292FF IS A 4 WAY DIVIDER

DPERATING BETWEEN 26,5 TO 40 GHz.

MECHANICAL OUTLINE

2,060 0.500

[52.31 = oA
SPECIFICATIONS —
e FREQUENCY RANGE: 26,5 TO 40 GHz [44.71
o INSERTION LOSS: —————
(ABOVE 6.0 dB) s2.4 dB
® ISOLATION: ——————— 318 oB
e VSWRi — <1611 K]
e AMPLITUDE BALANCE: < 404 dB | PLANAR
¢ PHASE BALANCE: S 15° 0850 MONOLITHICS #0.094
e POWER HANDLING: INPUT <20 Watt (2161 INDUSTRIES [92.4]
OUTPUT <05 Watt 1500 2 PLCS
e IMPEDANCE: ———— 50 @ £38.11 i 4 WAY DIVIDER &
. -0 MODEL NO: @
e PORT CONNECTORS: 2.92mm FEMALE APD-4-26D5G40G-20W-292FF
e FINISH: ———— PAINTED BLUE SERIAL NO:
PLXXXXX/XXXX
J2

“ 0,512
(1301
1512
[38.4]

gggg g

PMI CONFIDENTIAL AND PROPRIETARY

ENVIRONMENTAL RATINGS

PLANAR MONOLITHICS INDUS TRIES INC.
7311-F GROVE ROAD ’

TEMPERATURE: 55 °C TO +105S °C (OPERATING FREDERICK, MARYLAND 21704 USA
NOTE: SPECIFICATIONS WILL VARY OVER OPERATING TEL: (301)-662-5019, FAX: (301)-662-1731
TEMPERATURE WEB: www.pmi-rf.com, EMAIL: sales@pmi-rf.com \
NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE 1SO 9001 CERTIFIED
OR REVISION e
ArPacviLs ouTE PRODUCT FEATURE
— PP P APD-4-26D5G40G-20W-292FF
XXX 40020 CHECKED szE |Fscumo. DWG NO. REV.
W R A| 05XQ0 27028661 1
s NS [oer  10F1
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TYPICAL CHARACTERISTICS
ON

APD-4-26D5G40G-20W-292FF

TEST DATA SUMMARY

TEST. TEST QA
ITEM NO PARAMETERS SPECIFIED VALUE RESULTS Qc
1 Frequency Range 26.5TO 40 GHz 26.5TO 40 GHz
Insertion Loss 1.52 dB
2 (Above 6.0 dB) 2.4 d8B (See Plot)
1.46 :1 (INPUT)
3 VSWR <1.6:1 1.5:1 (OUTPUT)
(See Plot)
. 31.4dB
4 Isolation =218 dB (See Plot)
. + 0.09dB
5 Amplitude Balance <+0.4 dB (See Plot)
6 Phase Balance <#5° +0.27 °
. Input <20 W Input <20 W
/ Power Handling Output <0.5 W Output 0.5 W
8 Impedance 50 Q 50 Q
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Insertion Loss and Amplitude Balance
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APD-4-26D5G40G-20W-292FF
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TYPICAL CHARACTERISTICS
ON
APD-4-26D5G40G-20W-292FF
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