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PMI MODEL P2T-70M330M-80-T-55-SFF IS AN ABSORPTIVE, SINGLE POLE, TWO THROW
PIN DIODE SWITCH THAT OPERATES OVER THE 70 MHz TO 330 MHz FREQUENCY
RANGE. THIS MODEL INCORPORATES A TTL COMPATIBLE DRIVER FOR EASY SYSTEM
INTEGRATION.
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PART NO
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Designed by: PMI Engineering

Tested By: Kevin Mansfield
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DESCRIPTION - g - _—

02/20/18
PMI MODEL P2T—70M330M—80—T—55-SFF IS AN ABSORPTIVE, SINGLE POLE, TWO AL ——RIGINAL RELEASE 7 f

THROW PIN DIODE SWITCH THAT OPERATES OVER THE 70 MHz TOOJSO MHz FREQUENCY
RANGE. THIS MODEL INCORPORATES A TTL COMPATIBLE DRIVER FOR EASY SYSTEM
RANGE, THS MECHANICAL OUTLINE

SPECIFICATIONS
© FREQUENCY RAN!
© ISOLATION: -
© INSERTION LOSS:
® VSWR IN / OU
® INPUT POWER:-
® SURVIVAL POWER:
® RF SWITCHING SPEED:
® DC VOLTAGE:

+20 dBm CW MAX (OPERATING) LOGIC TABLE
W PEAK 1 us
00ns MAX. e u-2|n-8
+5V (+/— 5%) @ 200 mA MAX
-5V (+/- 5%) © 100 mA MAX

® CONTROL SIGNAL: < ovcvreimssmssiarmarmsnsssmsssssssssassons TTL LOGIC 9 L or
SEE LOGIC TABLE
® CONNECTORS IN/OUT: - -.-SMA FEMALE CONNECTORS " o (P
® CONTROL CONNECTORS: -- ..-SOLDER PINS
® SIZE: (L) 1.0" X (W) 1.0" X (H) 0.5" I | | |
© FINISH: MIL-SPEC EPOXY PAINT — BLUE g § g E g 8§
o
ENVIRONMENTAL RATINGS PLANAR MONOLITHICS INDUSTRIES, INC.
© TEMPERATURE: -+--vcvvvneveee. —40°C TO +85°C (OPERATING) F GROVE RO,

7311 AD
—55C TO +1257C (STORAGE) FREDERICK, MARYLAND 21704 USA
MIL-STD-202F, METHOD 1038 COND. B 301-662-5019 FAX: 301-662-1731
IL-STD—202F, METHOD 2138 COND. B

IL-STD—202F, METHOD 204D COND. B

-MAIL: i
1SO 8001:2000 CERTIFIED
e

IL-STD—202F, METHOD 105C COND. B
IL-STD-202F, METHOD 107 r—— i PRODUCT FEATURE
JOTE, TiE ABOVE. SPECIFICATIONG ARE SUBLECT T CHANGE OR REVISION & oces [T gy y P2T-70M330M—80—T—55—SFF
X0 £0.008 GHEQKED E A | DWG NO. Y.
__NIA 1Rl A ] esxa0 I_ 27034221 Al
soux N:S [ Jser 1 OF 1
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TEST. TEST QA
ITEM NO PARAMETERS SPECIFIED VALUE RESULTS QC
1 Frequency Range: 70 MHz to 330 MHz 70 MHz to 330 MHz
. ) 1.02dB
2 Insertion Loss: 1.5 dB Max. See Plot
. . 83 dB
3 Isolation: 80 dB Min. See Plot
. 1.2:11n
4 \I/r?/\(/)\lti 2.0:1 Max. 1.6:1 Out
See Plots
oo . 96 ns
5 Switching Speed: 100 ns Max. See Plots
6 Inbut Power: +20 dBm CW Max. +20 dBm CW
P ' (Operating) See Plot
7 Survival Power: 1W Peak 1 pus Pass by Design
8 DC Supplv: +5 VDC (£5%) @ 200 mA Max. +5 VDC @ 18 mA
PRIy: 5 VDC (+5%) @ 100 mA Max. -5VDC @ 27 mA
CTL J1-J2 J1-33
9 Control Signal: 0 ON OFF Pass
1 OFF ON
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Switching Speed On

D30 30344, MY52103182: Thu May 31 03:12:40 2018
120 2 -4.848% 50.00%¢ Buto

———————————————————————————————————————————————————————————————————————————————————————— DL 500 1.00.1
1.00:1

Switching Speed Off
WMY52103182: Thu May 31 02:08:25 2013

43,008 50.00%/ 1 1.9BY
KEYSIGHT
TECH

Clear Meas

Yellow Trace: Waveform Generator TTL Levels
Green Trace: RF Output through Diode Detector
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