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PMI MODEL: P6T-7G18G-45-T-SFF IS AN ABSORPTIVE SINGLE POLE, SIX
THROW SWITCH THAT OPERATES OVER THE 7.0 TO 18.0 GHz
FREQUENCY RANGE. THIS MODEL OFFERS A MINIMUM OF 40 dB
ISOLATION AND A MAXIMUM INSERTION LOSS OF 3.5 dB. THE COMPACT
3.50" x 1.50"x 0.60" HOUSING IS OUTFITTED WITH FIELD REPLACEABLE
SMA FEMALE CONNECTORS.
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Typical Characteristics

P6T-7G18G-45-T-SFF

DESCRIPTION

PMI MODEL:! PET-7G18G-45-T-SFF |S AN ABSORPTIVE SINGLE POLE, SIX THROW SWITCH THAT
OPERATES OVER THE 7.0 TO 18,0 GHz FREQUENCY RAMNGE, THIS MODEL OFFERS A MINIMUNM
OF 40 dB ISOLATION AND A MAXIMUNM INSERTION LOSS OF 3.5 dB. THE COMPACT 3.50" x 1.50"
¥ 0,60" HOUSING |S OUTFITTED WITH FIELD REPLACEABLE SMA FEMALE CONNECTORS,

SPECIFICATIONS

s FREQUENCY RANGE:
e [NSERTION LOSS:

e [SOLATION:

e VSWR (ON/OFF):

e OPERATIONAL POWER HANDLING®: —
SURVIVAL POWER HANDLING*: ——

70TO18,0 GHz

2.0 dB MAXIMUM (7.0 - 8,0 GHz)
3.0 dB MAXIMUM (8,0 -12.4 GHz)
3.5 dB MAXIMUM (12.4 - 18.0 GHz)
45 dB MINIMUM (7.0 - 8,0 GHz)

45 dB MINIMUM (8,0 - 12,4 GHz)
40 dB MINIMUM (12.4 - 18.0 GHz)
1.8:1 MAXIMUM (7.0 - 8.0 GHz)
1.9:1 MAXIMUM (8.0 - 12.4 GHz)
2,001 MAXIMUM (12,4 - 18.0 GHz)
0,7 W CW MAXIMUM (HOT SWITCHING, TG ANY PORT)

1.0 W CW MAXIMUM
10 W PULSED MAXIMUM (1 ps PW, 0,01 DUTY GYCLE)

® ON TIME (50% TTL TO 80% RF); 80 ns MAXIMUM
e OFF TIME (50% TTL TO 10% RF): —— 80 ns MAXIMUM
e RISE TIME (10% RF TQ 90% RF): —— 30 ns MAXIMUM
& FALL TIME (90% RF TO 10% RF) —— 30 ns MAXIMUM
e CONTROL INPUT: TTL LOW = LOW LOSS (ON)

s POWER SUPPLY:

e COMNMNECTORS:

e WEIGHT:

s S|ZE:

e FINISH:

= LOAD VEWR 2.5 MAXIMUM

TTL HIGH = HIGH LOSS (OFF)

PER LOGIC TABLE

+5W + 5% @ 200 mA MAXIMUM

-12 TO -15V £ 5% @ @ 100 mA MAXIMUM

RF: SMA FEMALE (7 PLACES)

LOGIC/POWER: SOLDER PIN (8 PLACES)

110g [3.88 0z] MAXIMUM

88,9 mm x 38,1 mm x 15,2 mm [3,50" x 1,50 x 0,60"]
EXCLUDING CONNECTORS

PAINTED BLUE

ENVIRONMENTAL RATINGS

¢ TEMPERATURE:

-25 "C TO +85 "C (OPERATING)
=30 °C TO +125 °C (STORAGE)

REVISICNS

zonE | mew, nESCRETION aaTE APPROVED

A2 ORIGINAL RELEASE 6/8/18

LOGIC TABLE

LOWLOSS| TTL INPUT LEVEL (L=LOW, H=HIGH)
ONPORT ["E1 [ E2 [ E3 | E4 | E5 | E6
J1 L | H|H]|[H]H]|H

72 H|L|H]|H]|H]|H

J3 H|H]L[H|[H]H

Ja H|H]|H|L]|H]|H

J5 H|H | H|H]L]H

J6 H|H]H|[H|[H]L
ALLOFF | H | H | H | H | H | H

PLANAR MONOLITHICS INDUSTRIES, INC.
7311-F GROVE ROAD =
FREDERICK, MARYLAND 21704 USA
TEL: (301)}-662-5019, FAX: (301)-862-1731
WEB! www,pml-rf,com, EMAIL! sales@pm|-+f.com
SO 9001 CERTIFIED

e HUMIDITY: 100% RELATIVE HUMIDITY . PRODUCT FEATURE
= VIBRATION; 2 TO 16 Hz, 20 mm DOUBLE AMPLITUDE e e P6T-7G18G-45-T-SFF

16 TO 2000 Hz, 10 G S B 18 7.0 to 18.0 GHz Single Pole Slx Throw Absorptlve Switch
« SHOCK: 15 G, 1121 ms, 6 DIRECTIONS REDIRATN — SEE | FecM MO, DWG N, =
NOTE: SPECIFICATIONS WILL VARY OVER OPERATING TEMPERATURE FPU 0a/28/18 A 05XQ0 27034201 AZ
HETE; THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVIZION PM| CONFIDENTIAL AND PROPRIETARY | 1ssuee F—T — 10F 2
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Technical Specifications

TEST. TEST QA
PARAMETER PECIFIED VALUE
ITEM NO S SPEC U RESULTS QC
1 Frequency Range: 7.0 TO 18.0 GHz 7.0 GHz to 18.0 GHz
2dB Min @ 7.0-8.0 GHz Max. 21'2653 ddBB @?8760_'182'(2%:22
2 Insertion Loss 3dB Min @ 8.0-12.4 GHz Max. 31608 @ 12.4-16.0 GHz
3.5dB Min @ 12.4-18.0 GHz Max. % see Plots)
. 69.49 dB Min. @ 7.0-8.0 GHz
. 45dB Min. @ 7.0-8.0 GHz 61.24 dB Min. @ 8.0-12.4 GHz
3 Isolation 45dB Min. @ 8.0-12.4 GHz 52.63 dB Min. @ 12.4-18.0 GHz
40dB Min. @ 12.4-18.0 GHz ' (See Plots)
1.8:1 @ 7.0-8.0 GHz Max. 11'72311 @?876({'182'04%'1;
4 VSWR (ON/OFF) 1.9:1 @ 8.0-12.4 GHz Max. 1791 @ 19.4-16.0 GHz
2.0:1 @ 12.4-18.0 GHz Max. 7 See Plots)
Operation Power 0.7 W CW Maximum (Hot Switching , to any
5 . Pass
Handling port)
. 1.0 W CW Maximum
6 Survival PO\_Ner 10 W Pulsed Maximum (1 us PW, 0.01 Duty Pass
Handling: (See Graphs)
Cycle)
On Time (50% TTL TO 90% RF):
80 ns Max PR
Off Time (50% TTL TO 10% RF): o?fnTTir'nr?ﬁlgss
- 80 ns Max . L o
7 Switching Speed Rise Time (10% RF TO 90% RF): R'Fsae”TT'iTnz.zl%ﬁgs
30 ns Max )
Fall Time (90% RF TO 10% RF): (See Plots)
30 ns Max
"+5V +5% @ 200mA Max 87 mA @ +5V
8 Power Supply -12V To -15V 5% @ 100mA Max 67 MA @ -12V -15V
TTL Low = Low Loss (ON) ' -
9 Control Logic TTL High = High Loss (OFF) TTL Low = Low Loss (ON)

ALL OFF, IF ALL TTL INPUTS HIGH

TTL High = High Loss (OFF)

7311-F Grove Road, Frederick, MD 21704 USA
Phone: (301) 662-5019 Fax: (301) 662-1731

Email: sales@pmi-rf.com
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(J10—J1) Insertion Loss and Return Loss

File Trace/Chan Response MarkerfAnalysis  Stimulus  Utility  Help
Tr 1 S11 LogM 5.000dB/ 0.00dB Tr 2 521 LogM 10.00dB/ 0.00dB
B 522 LogM 5.000dB/ 0.00dB
25.00 1: 8.72F GHz -20.93dB
2: 12.14fl GHz -14.79 dB
20.00 3 14074 GH =12:35dB
4: 16.95]1 GHz -10.93dB
1: 7.000 GHz -1.37dB
15.00 2 8.000 GHz -1.63dB
3: 12.40p GHz -2.25dB
10.00 4 18000 GHz =316 dB
1: 8.620 GHz -15.77 dB
5.00 2: 12.201 GHz -14.48 dB
3 14.17p GHz -12.56 dB
> 4: 16.58(1 GHz -12.98 dB|
0.00 N
4 T —
2 3
-5.00
3
-10.00 /i
-15.00 fiixy /@\
/’71_\7\ 2 V /
-20.00 U
-25.00 1 \ MY \ \f \
1 >Ch1: Start 7.00000 GHz — — — Stop 18.0000 GHz
Cont CH 1. [S22 |C 2-Port LCL
(JO=J2) Insertion Loss and Return Loss
% File Trace/Chan Response MarkerfAnalysis  Stimulus — Utility  Help ﬂﬂ
Tr 1 511 LogM 5.000dB/ 0.00dB Tr 2 S21 LogM 10.00dB/ 0.00dB
522 LogM 5.000dB/ 0.00dB
25.00 1: 8.727 GHz -26.07 dB
2 13.036 GHz -12.33dB
20.00 3 HH07GHz =+5:86dB
4: 17.615 GHz -11.34 dB
1: 7.000 GHz -1.16 dB
15.00 2: 8.000 GHz -1.35dB
3 12.400 GHz -1.97dB
10.00 4 +5-600-GHz =2-66-dB
1: 9.133 GHz -20.27 dB
500 2: 11.234 GHz -17.35dB
) >3 17.742 GHz -17.54 dB
4: 13.710 GHz -14.40 dB
0.00 X
AR A
2 3
-5.00
-10.00 2
- 5
-15.00 3
3
-20.00 2 e
-25.00 ! / \\\,\ Jﬁ
1 >Chi: Start 7.00000 GHz — — — Stop 18.0000 GHz
Cont.  CH1T: [522 C 2-Port LCL

7311-F Grove Road, Frederick, MD 21704 USA
Phone: (301) 662-5019 Fax: (301) 662-1731
Email: sales@pmi-rf.com
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(JO —J3) Insertion Loss and Return Loss

% File  TracefChan Response MarkerfAnalysis  Stimulus  Utility  Help Jﬂlj
Bl s11Logv 5.000dB/ 0.00dB Tr 2 $21LogM 10.00dB/ 0.00dB
Tr 3 $22LogM 5.000dB/ 0.00dB
25.00 1: 9588 GHz  [-20.63dB
> 2 15792 GHz  |-16.38 dB
20.00 3: 18:000-GHz—=16:66-dB
4: 12995 GHz  |-13.62dB
1: 7.000 GHz -1.09 dB
15.00 2: 8.000 GHz -1.29 dB
3: 12.400 GHz -1.78 dB
10.00 4 18.000-GHz -2.37-dB
1 9133 GHz  |-28.62dB
500 2: 10486 GHz  |-21.82dB
. a: 13206 GHz  [-14.92dB
4: 16205GHz  |-13.08 dB)
0.00
A il
2 3
-5.00
-10.00
3
B J‘/:m
15.00 7
* h
-20.00
-25.00 1 W /
1 >Chi: Start 7.00000GHz — — — Stop 18.0000 GHz
Cont. CH1. S11 C 2-Part LCL
(JO =J4) Insertion Loss and Return Loss
% File  Trace/Chan Response Marker/Analysis  Stimulus  Utility  Help Jﬂﬂ
Tr 1 S11LogM 5.000dB/ 0.00dB Tr 2 $21 LogM 10.00dB/ 0.00dB
B8 s22LogM 5.000dB/ 0.00dB
25.00 1: 7.000GHz  [-20.17 dB
2: 15792 GHz  [-19.35dB
20.00 3- +5-800-GHz—=14-64-dB
4: 12610GHz  [-11.63dB
1: 7.000 GHz -1.11 dB
15.00 2: 8.000 GHz -1.30dB
3 12.400 GHz -1.90 dB
10.00 4 +8-000-GHz 224
1: 7.000GHz  |-19.40dB
5.00 2: 10.486 GHz  |-30.67 dB
: >3 15911 GHz  [-16.98 dB
4: 13.050GHz  |-1251 dBj
0.00
i A
2 3
-5.00
-10.00
-15.00 4 o \\V 3
-20.00 W\/J y\\)
-25.00 \ / jf/ I
1 >Chi: Start 7.00000 GHz — — £ Stop 18.0000 GHz
Cont.  CH1: [S22 |C 2-Port LCL

7311-F Grove Road, Frederick, MD 21704 USA
Phone: (301) 662-5019 Fax: (301) 662-1731
Email: sales@pmi-rf.com
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(JO —J5) Insertion Loss and Return Loss

% File  Trace/Chan Response MarkerfAnalysis  Stimulus — Utility  Help Jﬂﬂ
Tr 1 S11 LogM 5.000dB/ 0.00dB Tr 2 521 LogM 10.00dB/ 0.00dB
S22 LogM 5.000dB/ 0.00dB
25.00 1: 7.000 GHz -20.56 dB
2 15.792 GHz -27.09 dB
20.00 I HFAEGHz =t2:67dB
4: 13.106 GHz -11.85dB
1: 7.000 GHz -1.16 dB
15.00 2 8.000 GHz -1.35dB
3 12.400 GHz -1.98 dB
10.00 4 +5-060-GHz =2 F2b
1: 9.308 GHz -19.79 dB
5.00 =2 11.1803 GHz -21.34 dB
’ 3: 18.000 GHz -17.19dB
4: 13.326 GHz -13.75dB
0.00 %
Fi A
2 3
-5.00
-10.00 3
A f’v’”\
-15.00 =4
4 / \
2
-20.00Z 1 k\ I B
-25.00
1 >Ch1: Start 7.00000 GHz — — — — Stop 18.0000 GHz
Cont.  CH 1. [S22 | 2-Port LCL
(JO —J6) Insertion Loss and Return Loss
File Trace/Chan Response Marker/Analysis  Stimulus — Utility  Help
Il <11 LogM 5.000¢B/ 0.00dB Tr 2 521 LogM 10.00dB/ 0.00dB
Tr 3 $22LogM 5.000dB/ 0.00dB
25.00 >1: 10.291 GHz -19.68 dB
2: 16.962 GHz -11.38 dB
20.00 3 +8-000GHz =H462dB
4: 13.985 GHz -10.96 dB
1 7.000 GHz -1.28 dB
15.00 2 8.000 GHz -1.58 dB
3: 12.400 GHz -218 dB
10.00 4 18-000GH =3715dB
1: 8.926 GHz -17.10dB
5.00 2 14.23P GHz -12.98 dB
3: 16.53F GHz -1212dB
4: 12.170 GHz -11.74 dB)
0.00
—_
2 3
-5.00
-10.00 fm\\ 3
-15.00 e \ /‘r?\ \ /7%2\\
-20.00 1
ARV NI i
1 >Ch1: Start 7.00000 GHz — — — Stop 18.0000 GHz
Cont.  CH1: S11 C 2-Port LCL

7311-F Grove Road, Frederick, MD 21704 USA
Phone: (301) 662-5019 Fax: (301) 662-1731
Email: sales@pmi-rf.com
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(JO —J1) Isolation and Termination Return Loss

LF\Ie Trace/Chan Response MarkeriAnalysis  Stimulus  Utility  Help
=

B S21 LogM 20.00dB/ -55.0dB Tr 3 522 LogM 5.000dB/ 0.00dB

45.00 1 7.000GHz  |-72.69 dB
2 8000 GHz  |-73.07dB
25.00 3. 12400 GHz—-6241-dB
>4 17.835GHz  |-52.63dB
5.00 1 13435GHz  |-10.19dB
-15.00
-35.00
4
-55.00
r\/\._./\/‘-’\-’
R e A M Y
-75.00 / 3
2 1
-95.00 /\
115.00 / \ /
135.00
155.00 \ / / \/

1 >Ch1: Start 7.00000 GHz — — Stop 18.0000 GHz

Cont.  CH1. 521 C 2-Port LCL

(JO = J2) Isolation and Termination Return Loss

File Trace/Chan Response Markerfdnalysis  Stimulus Uity Help
B s21 LogM 20.00dB/ -55.0dB Tr 3 S22 LogM 5.000dB/ 0.00¢B
45.00 1: 7000 GHz  [-71.62dB
2: 8.000 GHz  |-69.49 dB
25.00 3: 12,400 GHz 62.76-0B
>4 17.23pGHz  |-53.25 dB
5,00 1 16.075GHz  |-10.17 dB
-15.00
-35.00
4
-55.00 P
3
-75.00
2
1
-95.00 //
L115.00 \\x\m
135,00 /
L155.00
1 >Chi: Start 7.00000 GHz — — Stop 18.0000 GHz
Cont, CH1. 521 C 2-Port LCL

7311-F Grove Road, Frederick, MD 21704 USA
Phone: (301) 662-5019 Fax: (301) 662-1731
Email: sales@pmi-rf.com
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(J1 —J3) Isolation and Termination Return Loss

File  Trace/Chan Response Marker/Analysis  Stimulus — Utility  Help
B s21 LogM 20.00dB/ -55.0dB Tr 3 S22 LogM 5.000dB/ 0.00dB
45.00 1: 700pDGHz  [-73.13dB
2: 800pGHz  |-71.52dB
25.00 3: 12.400-GHz 62.59
>4 17560 GHz  |-54.38 dB
5 00 1: 16.625GHz  |-10.22dB
-15.00
-35.00
4
-55.00 V\JV\WMMWW
-75.00 :
2
1
-95.00
]
1115.00
1135.00 M
1155.00 /
1 >Chi: Start 7.00000 GHz — — Stop 18.0000 GHz
Cont CH1: 521 C 2-Port LCL
(J1 =J4) Isolation and Termination Return Loss
L File Trace/Chan Response MarkerfAnalysis  Stimulus  Utility Help
[ B s21LogM 20.00dB/ -55.0dB Tr 3 S22 LogM 5.000dB/ 0.00dB
45.00 1: 700DGHz  [-71.42dB
2 8000 GHz  |-74.79 dB
25.00 3: 12400 GHz £5:37-¢B
>4 18.000GHz  |-54.22 dB
500 1 16.625 GHz -9.69 dB
-15.00
-35.00
4
-55.00 s e
R e L e
Lt Y]
-75.00 /] i 3
2 1
-95.00
115.00
135.00 —
vv—"/
155.00
1 >Ch1:Start 7.00000 GHz — — Stop 18.0000 GHz
Cont.  CH1. 521 C 2-Port LCL

7311-F Grove Road, Frederick, MD 21704 USA
Phone: (301) 662-5019 Fax: (301) 662-1731
Email: sales@pmi-rf.com
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(J1 —J5) Isolation and Termination Return Loss

LF\Ie Trace/Chan Response MarkerfAnalysis  Stimulus — Utility  Help
=

BB s21 LogM 20.00dB/ -55.0dB Tr 3 S22 LogM 5.000dB/ 0.00dB
45.00 1 700pGHz  |-7352dB
2 800D GHz  |-71.31dB
25.00 3: 12400 GH= 6424
>4 17616 GHz  |-55.76 dB
5.00 1: 15.9656 GHz  |-10.69 B
-15.00
-35.00
4
-55.00 o
| 3
-75.00
2
1
-95.00
115.00
| /,./fAAN"\
135.00
155.00 \\M
1 >Chi: Start 7.00000 GHz — — Stop 18.0000 GHz
Cont.  CH 1. 521 C 2-Port LCL
(J1 -J6) Isolation and Termination Return Loss
File  Trace/Chan Response Marker/Analysis  Stimulus  Utility  Help
B s211LogM 20.00dB/ -55.0dB Tr 3 S22 LogM 5.000dB/ 0.00dB
45.00 1; 7000GHz  [-74.72dB
2: 8000 GHz  |-72.39.dB
25.00 3: 12.400-GHz—-66.55-dB
>4 17.726 GHz  |-55.52 dB
500 1 16.075 GHz -9.76 dB
-15.00
-35.00
4
-55.00

o)
.y

7500 kit 4 W\FNWW ha M

-85.00

+115.00 /

\/

1135.00
1165.00 \ / /

1 >Ch1: Start 7.00000 GHz — — Stop 18.0000 GHz

Cont.  CH1: 521 C 2-Port

LCL

7311-F Grove Road, Frederick, MD 21704 USA
Phone: (301) 662-5019 Fax: (301) 662-1731
Email: sales@pmi-rf.com
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P6T-7G18G-45-T-SFF

High Power Test.

+25°C
30.00
25.00 '/,./’/
= 20100 /"/"
5 -
a /"'
il
5 1500 Z
5 e, T G HE
a /
5 1000 10 GHe
&2
2 |
2 /,."' 1B GHz
5.00 7
0.00 7/
-5.00
0 5 10 15 0 25 20
Power Input [dBm)
25
T GHz 10 GH= 18 GHz
POWER POWER POWER | POWER POWER | POWER
INPUT OUTPUT | LOSS | INPUT |OUTPUT | LOSS | INPUT |OUTPUT | LOSS
[dBm] [dBm] [dBm] [dBm] [dBm] [dBm]
0 -2 210 0 -2.d5 245 D -2 G0 2 G0
5 2.90 210 5 2.53 247 5 2.33 26T
10 T.91 2.03 10 T.47 253 10 T 286
15 12,33 702 15 12.49 Z 51 15 1207 Z.43
20 153.03 En 20 17.50 750 20 17.03 ER=)
75 25,08 19z 5 22 54 2 d5 5 2 05 295
76 24.09 1.91 76 23,55 e 76 23.04 295
77 75.09 191 77 2457 743 77 74.02 295
78 ZE.10 140 78 2555 74z 78 74 95 302
79 2712 158 79 26,60 7.d0 79 7597 308
30 2813 187 30 2761 233 30 26.51 313

7311-F Grove Road, Frederick, MD 21704 USA
Phone: (301) 662-5019 Fax: (301) 662-1731
Email: sales@pmi-rf.com
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High Power Test.

-25°C

=0.00

25.00 -"//
20.00 "//

7
S 1500 i
E r"" . § GHZ
o ",/""
g 10.00 f"_. 10 GHz
& /" 18 GHz
S.00 ._,I’F’ -
0.00 7/
-5.00 |
[u] 5 10 15 20 25 30
Power Input [dBm)
-25°C
T GHz 10 GHz 18 GHz
POWER POWER POWER | POVWER POWER | POWER
INPUT OuUTPUT LOSS INPUT OuUTPUT | LOSS INPUT OuUTPUT | LOSS
[dBm] [dBm] [dBm] [dBm]) [dEm] [dBm]
L] -2.03 2.09 1] -2.6 Z2E0 1] -2.80 2.80
o 29 2.09 o 2.60 2.40 5 214 .06
10 015 1.82 10 T.6Z2 233 10 G.66 334
15 13.29 17 15 12 66 234 15 &z S48
20 15.33 1.67 20 17.63 2.3 20 155 3,50
25 2337 163 25 2292 228 25 2147 353
26 24,37 163 26 2372 2.28 26 2245 355
27 25,38 1.62 27 2473 22T 27 2342 3.598
28 ZE.33 161 28 25.7d 226 28 2d.3d 3.6E
23 27.40 1.60 23 26.74 226 23 25,24 376
30 Z8.33 161 30 2771 223 30 2616 .84

7311-F Grove Road, Frederick, MD 21704 USA
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Typical Characteristics
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FMI

T~
~1_

7 P6T-7G18G-45-T-SFF

High Power Test.

+85 *C

30,00

oo 2

/’/ 7 GHZ
10D

= 10 GHz

'/ 18 GHz
500

Power Output {dBm)

0D '/""

-5.00
0 3 10 15 20 23 30
Power Input [dEm)
+85°C
T GH=z 10 GH=z 18 GH=
POWER POWER POWER | POWER POWER | POWER
INPUT OuUTPUT LOSS INPUT | OUTPUT | LOSS INPUT | OUTPUT | LOSS
[dBm] [dBm]) [dBm] [dBm] [dBm] [dBm]
0 -2.10 210 1] -2.3 2.50 1] -3.00 3.00
5 258 212 5 2.51 243 5 203 237
10 813 1.87 10 T.53 247 10 6.52 3.45
15 13.24 176 15 12,56 2.44 15 1.33 .51
20 15.23 171 20 17.55 Z41 20 16.3535 3.65
25 23.33 167 25 22 61 2.33 25 2133 3.67
26 2d.32 1.65 26 23.62 2,35 26 z2.31 3.63
27 25,35 167 27 24 62 238 27 32T 373
28 26.34 1.66 28 25,62 2,35 28 24,2 3.50
23 27.34 1.66 23 26.62 2,35 23 | 3.30
30 258.33 167 30 2760 240 30 Z6.03 3.37
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FMI

Typical Characteristics
ON

~1_

|
# 1/ P6T-7G18G-45-T-SFF

Pulsed Peak Power

Pulsed 1us / 100Hz f0.01%

40.00
35.00 //—’
_._-'
30.00 7 -
E
g 2500 HJ;’H
g e
2 2000 _f
g . 7 GHz
W 15.00 ol
g 10 €Hz
=
£ 1000 1E GHz
5.00
0.00 |—
-5.00 l
o = 10 15 20 25 30 35 40
Powrer Input (dBm)
Pulsed 1us - 100Hz - 0.01%
7 GHz 10 GHz 18 GHz
POWER | FPOWER FOWER | POWER FOWER | POWER
INPUT | OUTPUT | LOSS | INPUT |OUTPUT | LOSS | INPUT |OUTPUT | LOSS
[dBm]) [dBm]) [dBm]) [dBm]) [dBm]) [dBm])
0 -z.74 774 0 -z.d z.40 0 -2.70 z.70
5 7 Bd 736 5 z.50 z.50 5 230 z.70
10 760 z.40 10 7.50 z.50 10 710 z.90
15 12,60 z.40 15 1z.45 755 15 1210 z.90
20 17.60 z.40 20 17.45 755 20 17.00 5.00
25 72 il z.40 25 72 il z.40 25 72,00 5.00
30 Z7.500 z.50 30 ZTE z.40 30 26,90 510
35 52.500 z.50 35 325 z.50 35 138 512
36 33,400 Z 50 36 336 z.40 36 5260 5.40
37 54500 z.50 37 346 z.40 37 33.70 530
38 35,400 Z 50 38 35.55 745 38 54,70 530
33 36400 Z 50 33 36.55 745 33 35.75 577
40 5740 Z 60 40 37T z.30 40 56,80 520
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Typical Characteristics
ON

\QQ AN # 17 P6T-7G18G-45-T-SFF

Switching Speed ON

1614:04132018

~1_

KEYSIGHT
T 3

1

AV
+80.000mb

Switching Speed OFF

D504 30344, MY52103317: Tue Oct 16 14:03:43 2018

I/ 500.0%

AY[1):

+80.125mi

Recall

~-

Green = Signal TTL
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Typical Characteristics
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Rise Time

~1_

DE0-1 30344, WYE2103317: Tue Oct 16 14:26:40 2018

T 10% N L R 11 T 1= 2 Auto J.88Y

KEYSIGHT

“HM

D504 30348, MYE2103317: Tue Det 16143221 2018
. I

2.000%

Green = Signal TTL
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Typical Characteristics

\Q Ff/\ ! ME ,,i zfl I’l/ P6T-7GlE?G'\-I45-T-SFF

Full Pulse

~1_

DS0-¥ 30348, MYE2103317: Tue Oct 16 14:10:40 2018

T o1ows 20 200/ 134.0 3.80Y
KEYSIGHT

ES

g ENEE :
oc ; 1.00:1
oc a0 1.00:1

Cursors

17AX.
+23.474MHz
AY[1)

+80.128mY

sane to file =[scope 272

Save Recall Default/Erase

~P- ~P- ~P-
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