
 

 
PLANAR MONOLITHICS INDUSTRIES, INC. 

7311-F GROVE ROAD FREDERICK, MD 21704 
TEL: 301-682-5019   FAX: 301-662-1731 

Email: sales@pmi-rf.com 

Typical Characteristics 
On 

BRF1370-50-CD-TNCFF 
 
 

  

 
 
 
 
 

Tested & Reported By: 
 

Sebastian Palacio 
 
 

October 25, 2012 
 
 
 
 
 
 



 

 
PLANAR MONOLITHICS INDUSTRIES, INC. 

7311-F GROVE ROAD FREDERICK, MD 21704 
TEL: 301-682-5019   FAX: 301-662-1731 

Email: sales@pmi-rf.com 

 
 
 
 

 
 
TEST ITEM 

 NO. 
PARAMETERS SPECIFIED VALUE MEASURED VALUE QA/QC

1 Center 
Frequency: 1370 MHz 1360 MHz 

See plots 
 
 
 

2 
 

Notch Bandwidth: 
 

60 MHz  103.67 MHz 
See plots  

 
3 
 

Notch Depth: 50dB Pass 
See plots  

4 
 

Insertion Loss: 
 

Less than 2.5dB 2.2dB 
See plots  

5 
Passband 
- Lower : 

 
- Upper: 

 
 

- 800-1200 MHz 
 

- 1450-1900 MHz 
 

Pass 
See plot 

 
 

6 Max. RF Power: 10W Pass  
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