y TYPICAL CHARACTERISTICS
Quantic PMI o

BPF-5G70R8G30R-SFF

PMI MODEL NUMBER BPF-5G70R8G30R-SFF IS A BANDPASS FILTER WITH A CENTER
FREQUENCY OF 7 GHz. IT HAS A MAXIMUM INSERTION LOSS OF 2.0 dB AND A
MAXIMUM VSWR OF 1.8:1. THIS MODEL IS OUTFITTED WITH SMA FEMALE
CONNECTORS.
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TYPICAL CHARACTERISTICS
ON
BPF-5G70R8G30R-SFF
PRODUCT FEATURE

DESCRIPTION: s CESCAPTICH DATE _jrPRovED

PMI MODEL NUMBER BPF-5G70RBG30R-SFF IS A BANDPASS FILTER WITH A CENTER FREQUENCY OF = e

TGHz_ IT HAS A MAXIMUM INSERTION LOSS OF 2.0 dB AND A MAXIMUM VSWR OF 1.8:1. THIS MODEL

IS OUTFITTED WITH SMA FEMALE CONNECTORS.

SPECIFICATIONS:
« BAND PASS FREQUENCY:

e BT TO 8.3 GHz
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o INSERTION LOSS:. 2.0 dB MAX 451
o VSWR:.... 181 MAX [89.2]
o CENTER FREQUENCY:..coovoveoveerereeere s seeserreeene 7.0 GHZ
« REJECTION @ 0.5 TO 5 GHz AND 8 TO 20 GHz:.......50 dB MIN 5 $0.09[2.2] THRU
o INPUT POWER:....... 10 WATTS TYP
o PASSBAND RIPPL 1 dB MAX
o IMPEDANCE:..... _50 OHMS 041 079 095
« INPUT/IOUTPUT CONNECTOR: _SMA FEMALE [104] [201] [241]
S .. PANTEDBLUE T
[71] 0.18 V’ _
[4g] ™ . :
I [53.1] ™ [z2a5]
0.39
020 T [0.9]
[5]
ENVIRONMENTAL RATINGS:
o TEMPERATURE: . 45°C TO +85°C (OPERATING)
« HUMDITY=......... ... MIL-STD-202, METHOD 1038 COND. B
... MIL-STD-202, METHOD 2138 COND. B
.MIL-STD-202, METHOD 204D COND. B quwmmﬂ@mm cww_gm [0.508]
MIL-STD-202, METHOD 105C COND. B A CONEIDEMT AL AND PAOPRIETARY
.....MIL-STD-202, METHOD 107D COND. A Quantic PMI
AP FROVALS DATE ..:._._5 ol vl v H
i__m.wswva e OUTLINE
BPF-5GTORBGIADR-SFF
NOTE: SPECIFICATIONS WILL VARY OVER TEMPERATURE a o n-— W“.u“”_.n. - 27045720 u.“
NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION m—h e facaLs —_._ — sueer 1 OF 1
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Quantic PMI

TYPICAL CHARACTERISTICS

ON

BPF-5G70R8G30R-SFF

TEST DATA
'IF1I_EIES|\'/IF PARAMETERS SPECIFIED VALUE 5550 TEST_4R5E°iULTS 85°C
1 Freqltjaésnsct;aginge 57 GHz t0 8.3 GHz 5.7 GGH|$O 8.3]15.7 GGHliZto 8.3|5.7 GGHliZto 8.3
2 Insertion Loss 2 dB Max. 0.9dB 0.83dB 0.96 dB
3 VSWR 1.8 dB Max. 1.65:1 1.65:1 1.65:1
4 Center Frequency 7 GHz 7 GHz 7 GHz 7 GHz
5 Rejection e oo | 65dBc 65.1 dBc 64.4 dBc
6 Input Power 10 Watts Typ Fl?esssi any FI)Daesssi any FI?;; any
7 Passband Ripple +1 dB Max. +0.25 dB +0.25dB +0.25 dB
8 Impedance 50 Q 50 Q 50 Q 50 Q
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TYPICAL CHARACTERISTICS

Quantic PMI on

BPF-5G70R8G30R-SFF
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TYPICAL CHARACTERISTICS

Quantic PMI on

BPF-5G70R8G30R-SFF
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