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PMI MODEL NUMBER DTA-2G18G-64-10B-SFF IS A 10 BIT 
PROGRAMMABLE 64 dB PIN DIODE ATTENUATOR WITH STEP 

RESOLUTION AS LOW AS 0.06 dB OVER THE FREQUENCY RANGE OF 
2.0 GHz TO 18.0 GHz. 
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Insertion and Return Loss 
 

 
 

 
0.06dB Attenuation and Return Loss 
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0.13dB Attenuation and Return Loss 
 

 
 
 

0.25dB Attenuation and Return Loss 
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0.5dB Attenuation and Return Loss 
 

 
 
 

1dB Attenuation and Return Loss 
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2dB Attenuation and Return Loss 
 

 
 
 

4dB Attenuation and Return Loss 
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5dB Attenuation and Return Loss 
 

 
 
 

8dB Attenuation and Return Loss 
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10dB Attenuation and Return Loss 
 

 
 
 

15dB Attenuation and Return Loss 
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16dB Attenuation and Return Loss 
 

 
 
 

20dB Attenuation and Return Loss 
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25dB Attenuation and Return Loss 
 

 
 
 

30dB Attenuation and Return Loss 
 

 
 



 

Typical Characteristics 
 on 

DTA-2G18G-64-10B-SFF 
 

Page 13 of 19 

 7311-F Grove Road Frederick, MD 21704 USA  Phone: (301)662-5019  Fax: (301)662-1731 
email: sales@pmi-rf.com 

32dB Attenuation and Return Loss 
 

 
 
 

35dB Attenuation and Return Loss 
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40dB Attenuation and Return Loss 
 

 
 
 

45dB Attenuation and Return Loss 
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50dB Attenuation and Return Loss 
 

 
 
 

55dB Attenuation and Return Loss 
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60dB Attenuation and Return Loss 
 

 
 
 

64dB Attenuation and Return Loss 
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Switching Speed 

 
(60 to 0 dB) 

 

 

 
 

Channel 3 (Violet Trace): RF Output 60 to 0 dB 
 
Channel 2 (Green Trace):  TTL Input 
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Switching Speed 
 

(0 to 60 dB) 
 
 
 

 
 

Channel 3 (Violet Trace): RF Output 0 to 60 dB 
 
Channel 2 (Green Trace):  TTL Input 
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Switching Speed 
 
 
 
 
 

 
 

Channel 3 (Violet Trace): RF Output 0 and 60 dB 
 
Channel 2 (Green Trace):  TTL Input 

 
 


