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PMI model number PE2-15-8G20G-4R0-20-SFF is a low noise amplifier
capable of operating between the frequency range of 8.0 to 20.0 GHz. This
amplifier is supplied in our standard PE2 housing that can be used as a
SMA connectorized or a surface mount component.
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Description:

PMI model number PE2-15-8G20G-4R0-20-SFF is a low noise amplifier
capable of operating between the frequency range of 8.0 to 20.0 GHz. This
amplifier is supplied in our standard PE2 housing that can be used as a SMA

connectorized or a surface mount component.

Specifications:
Frequency Range: ----------- -8.0t0 20.0 GHz
Gain: -« cr e e 12dB Min.
15dB Nominal
Gain Flatness: - -+~ ---oooovn v +-1.25dB Typ.
+/- 1.5dB Max.
Nolse Flgure:. - - -« -ceneencn 4.0dB Typ.
5.0dB Max.
OPAAB: v v vt v iaineia +20dBm Typ.
+17dBm Min.
VSWR Input/Qutput: -......... 2.0:1 Max.
InputPower: .................. +17dBm CW Max.
DC Supply: <+ ovveienaeann +11 to +15VDC @ 225mA Nominal
Connectors InfOut: -+ ovevveee SMA (F)
ﬂ:._mwju ........................ n.U.D_Q V_m..n&

ENVIRONMENTAL RATINGS
TEMPERATURE:—— -55¢C TO + 85T {OPERATING)
-85C T0 +125C (STORAGE)
MIL-STD—202F, METHOD 1038
MIL-STD-202F, METHOD 2138
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TEST. TEST QA
ITEM NO PARAMETERS SPECIFIED VALUE RESULTS QcC
) 8.0-20.0 GHz
1 Frequency Range: 8.0-20.0 GHz See Plot
. 14.31dB Min.
2 Gain: 12dB Min. 16.05dB Max.
15dB Nominal
See Plot
. , +1.25dB Typ. +0.87dB
3 Gain Flatness: +1.5dB Max. See Plot
Input :2.0:1 Input  1.28:1
4 VSWR: Output: 2.0:1 Output 1.39:1
(Max.) See Plot
o 4.0dB Typ. 4.98dB @ 20GHz
5 Noise Figure: 5.0dB Max. See NF Plot
6 Input Power: +17 dBm CW Max. >17dBm
. +17 dBm Min.
7 OP1dB: +20 dBm Typ. >17 dBm
. 225mA@ +11V to +15V
8 DC Supply: (Nominal) 270mA@ +11V to +15V
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Gain & Return Loss Plot
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Noise Fiqure Plot
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OIP3 @ 8 GHz
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