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PMI MODEL NUMBER EQL-26D5G40G-1D5DB-292MF IS A PASSIVE 

AMPLITUDE EQUALIZER PROVIDING THE FOLLOWING SPECIFICATIONS. 
THIS EQUALIZER HAS A NEGATIVE SLOPE. 
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Outline Drawing 
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Technical Specifications 
 
 

 
 
 
 
 
 

TEST. 
ITEM 
NO 

PARAMETERS SPECIFIED 
VALUE 

 
TEST RESULTS QA 

QC  
-40°C 

 
+25°C 

 
+85°C 

1 FREQUENCY: 26.5 GHz TO 40 
GHz 

 
26.5 GHz TO 40 

GHz 
(See Graphs) 

 
26.5 GHz TO 40 

GHz 
(See Graphs) 

26.5 GHz TO 40 
GHz 

(See Graphs) 
 

2 MAXIMUM INPUT 
POWER: 0.5 WATTS CW Pass 

 By Design 

 
 

Pass 
 By Design 

Pass 
 By Design  

3 VSWR: 2.0 :1 MAX 
Input:  1.86:1  
Output: 1.83:1 
(See Graphs) 

 
Input:  1.77:1  
Output: 1.77:1 
(See Graphs) 

Input:  1.81:1  
Output: 1.79:1 
(See Graphs) 

 

4 INSERTION LOSS @ 
26.5 GHz: 1.5 dB MAX 

1.328 dB 
(See Graphs And 

Data) 

 
 

1.464 dB 
(See Graphs And 

Data) 

1.483 dB 
(See Graphs 

And Data) 
 

5 SLOPE: 0.41 ±0.06 dB/GHz 
0.37 dB/GHz 

(See Graphs And 
Data) 

 
 

0.38 dB/GHz 
(See Graphs And 

Data) 

0.37 dB/GHz 
(See Graphs 

And Data) 
 

6 AMPLITUDE 
ACCURACY: 

±0.5 dB 
(COMPARED TO 

BEST FIT 
STRAIGHT LINE) 

0.42 dB 
(See Graphs And 

Data) 

 
0.50 dB 

(See Graphs And 
Data) 

0.50 dB 
(See Graphs 

And Data) 
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Data Insertion Loss, Linearity and VSWR 
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Addendum Data on 100MHz to 40GHz Insertion Loss, Input & Output VSWR   
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Addendum Data Power Input/output Plot at 18GHz 
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