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PMI MODEL: LM-2G18G-RAD-3W-19DBM-SMF IS A LOW LEAKAGE LIMITER OPERATING OVER THE
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TYPICAL CHARACTERISTICS
ON
LM-2G18G-RAD-3W-19DBM-SMF

Quantic PMI

Outline Drawing

DESCRIPTION: o= seseneron o ey
PMI MODEL: LM-2G18G-RAD-3W-19DBM-SMF IS A LOW LEAKAGE LIMITER OPERATING OVER THE 2 = Eorrmen =
TO 18 GHz FREQUENCY RANGE. THIS MODEL OFFERS EXCELLENT TEMPERATURE STABILITY AND
VERY LOW LOSS.
SPECIFICATIONS:
2070 18 GHz
__25dB MAX
.. 200 ns MAX
.2.0:1 MAX
o POWER HANDLING: __PEAK POWER - 1 kW MAX (0.1% DUTY CYCLE/ 1us PULSE WIDTH)
AVERAGE POWER - 3W CW MAX ‘ |
o LEAKAGE POWER:. __BOmW (+19dBm) TYP 1314
_2.92mm MALE IN / 2 92mm FEMALE OUT
100% COMPATIBLE WITH SMA
OWEIGHT oo 20z MAX
OFINISH: . NICKEL PLATED
RO.188
ENVIRONMENTAL RATINGS:
© TEMPERATURE: ..o 40°C TO +95°C (OPERATING)
40°C TO +125°C (STORAGE)
@ HUMIDITY: .o 95% RH @ +45°C - NOT CONDENSATING
: .20G @ 11ms NON-OPERATING
Nsmm p_p @ 2_5 HZ _ PMI CONFIDENTIAL AND PROPRIETARY
1.5mm p-p @ 5-10 Hz Quantic PMI
3mm p-p @ 10- 25 Hz - XYZ AXES o | o R B
| TMLAULIS | s [T QUTLINE
e LM-2G18G-RAD-3W-10DBM-SMF
NOTE: SPECIFICATIONS WILL VARY OVER TEMPERATURE = !g‘l e |wn ™ rnasssn 2|
NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION [EcacE 3:1 ‘ Tﬂ“lf? 10F 1
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Quqntlcm PMI TYPICAL CH%](NACTERISTICS
LM-2G18G-RAD-3W-19DBM-SMF

TEST Test Results QA
PARAMETERS SPECIFIED VALUE
ITEM NO. +25°C +95°C -40°C Qc
. 2 GHzto 18 2 GHzto 18 2 GHzto 18
1 Frequency Range: 2 GHz to 18 GHz GHz GHz GHz
) . 217 dB 242 dB 1.95dB
2 Insertion Loss: 2.5 dB Max. See Graph See Graph See Graph
X . 1.77:1 1.8:1 1.69:1
3 VSWR: 2.0:1 Max. See Graph See Graph See Graph
3 W CW MAX
4 RF Power Handling: 1kW PEAK MAX 3wWCcw 3wWcCcw 3wWcCcw
(1 us PW /0.1% Duty Cycle)
5 Leakage Power: 80 mW (+19 dBm) TYP 13.478 dBm 14.138 dBm 13.115 dBm
6 Recovery Time (3dB) : 200 ns MAX 24.8 ns
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TYPICAL CHARACTERISTICS
ON
LM-2G18G-RAD-3W-19DBM-SMF

Quantic PMI
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Quantic PMI
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TYPICAL CHARACTERISTICS
ON
LM-2G18G-RAD-3W-19DBM-SMF
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Output Power (dBm)

Quantic PMI TYPICAL CHARACTERISTICS
PLANAR MONOLITHICS ON
LM-2G18G-RAD-3W-19DBM-SMF
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Output Power (dBm)

Quqnhc” PMI TYPICAL CHARACTERISTICS
ON
LM-2G18G-RAD-3W-19DBM-SMF
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Power Output (dBm)

Quqnhc“ PMI TYPICAL CHARACTERISTICS

Power Output (dBm)
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