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PMI MODEL NUMBER LP625-600-3A-SFF IS A LC LOWPASS FILTER WITH
SMA FEMALE CONNECTORS IN AND OUT.
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Quantic PMI

Typical Characteristics
ON
LP625-600-3A-SFF

Product Feature

DESCRIPTION:
IN AND OUT.
SPECIFICATIONS
© PASSBAND:
* INSERTION LOSS (PASSBAND):

e REJECTION AT 6 GHz
© CONNECTORS:...

 WEIGHT:
© FINISH:

ENVIRONMENTAL RATINGS:
e TEMPERATURE:..

© HUMIDITY: ...
© VIBRATION:
e TEMPERATURE CYCLE:

NOTE: SPECIFICATIONS WILL VARY OVER TEMPERATURE

e 3 dB BANDWIDTH:
* VSWR IN THE PASSBAND..............
® REJECTION AT 1000 MHZ: .. oo sussmssmsnnstissesmns

@ SHOCK:.. -1t

PMI MODEL NUMBER LP625-600-3A-SFF IS A LC LOWPASS FILTER WITH SMA FEMALE CONNECTORS

... DC TO 600 MHz
625 MHz
1.5:1 MAX
-1dB TYP, -1.5 dB MAX
-60 dB MIN
-60 dB MIN
SMA FEMALE CONNECTORS
1.50" X0.31" X0.31"
10ZTYP
PAINTED BLUE

... -55°C TO +85°C (OPERATING)
-65°C TO +125°C (STORAGE)
.....MIL-STD-202, METHOD 103B COND. B
...MIL-STD-202, METHOD 213B COND. B
MIL-STD-202, METHOD 204D COND. B
MIL-STD-202, METHOD 107D

NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION
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Quantic PM

R MONODLI

Typical Characteristics

ON

LP625-600-3A-SFF

TEST DATA @ 25 °C

Frequency (GHz)

TEST PARAMETERS SPECIFIED VALUE TEST RESULTS
ITEM NO.
1 PassBand: DC to 600 MHz DC to 600 MHz
2 3 dB Bandwidth 625 MHz 709 MHz
VSWR: . 1.39:1
3 (In PassBand) 1.5 MAX (See Plot)
Insertion Loss: 1.27 dB
4 (PassBand) 1dB Typ. 1.5 dB Max (See Plot)
— 62.6 dBc
5 Rejection @ 1 GHz -60 dB MIN (See Plot)
- 104.1 dBc
6 Rejection @ 6 GHz -60 dB MIN (See Plot)
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PLANAR MONOLITHICS
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Quanlic PMI

Typical Characteristics

ON
LP625-600-3A-SFF

TEST DATA @ 85 °C

TEST PARAMETERS SPECIFIED VALUE TEST RESULTS
ITEM NO.
1 PassBand: DC to 600 MHz DC to 600 MHz
2 3 dB Bandwidth 625 MHz 709 MHz
VSWR: _ 1.5:1

3 (In PassBand) 1.5 MAX (See Plot)
Insertion Loss: 1.24 dB

4 (PassBand) 1dB Typ. 1.5 dB Max (See Plot)
- 62.6 dBc

5 Rejection @ 1 GHz -60 dB MIN (See Plot)
- 112.2 dBc

6 Rejection @ 6 GHz -60 dB MIN (See Plot)
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IC Typical Characteristi
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PLANAR MONOLITHICS

LP625-600-3A-SFF

85°C

PassBand Insertion Loss
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Quanlic PMI

Typical Characteristics

ON
LP625-600-3A-SFF

TEST DATA @ -55 °C

TEST PARAMETERS SPECIFIED VALUE TEST RESULTS
ITEM NO.
1 PassBand: DC to 600 MHz DC to 600 MHz
2 3 dB Bandwidth 625 MHz 709 MHz
VSWR: _ 1.41:1

3 (In PassBand) 1.5 MAX (See Plot)
Insertion Loss: 1.25dB

4 (PassBand) 1dB Typ. 1.5 dB Max (See Plot)
- 62.7 dBc

5 Rejection @ 1 GHz -60 dB MIN (See Plot)
o 108.5 dBc

6 Rejection @ 6 GHz -60 dB MIN (See Plot)
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-55 °C
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