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PMI MODEL: 5SFB-DC26G-CD-SFF IS A FIVE CHANNEL SWITCH FILTER BANK (SFB)
THAT OPERATES OVER THE 100 MHz TO 26.0 GHz FREQUENCY RANGE. THIS MODEL
OFFERS FAST SWITCHING SPEEDS OF LESS THAN 500 ns WHILE MAINTAINING A
MAXIMUM INSERTION LOSS OF 10 dB.
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100 MHz - 26 GHz 5 CHANNEL
SWITCH FILTER BANK
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PL22114/1805
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DESCR'PTION A1 ORIGINAL RELEASE 2B
A ( GIMAL . [N
PMI MODEL: 55FB-DC26G-CD-SFF 1S A FIVE CHANNEL SWITCH FILTER BANK (SFB) THAT OPERATES OVER - -
THE 100 MHz TO 26.0 GHz FREQUENCY RANGE. THIS MODEL OFFERS FAST SWITCHING SPEEDS OF LESS A2 ECN# 18-0118 0528718
THAN 500 ns WHILE MAINTAINING A MAXIMUM INSERTION LOSS OF 10 dB. ——
B1 ECN# 23-0010 o106, 2089
MECHANICAL OUTLINE
SPECIFICATIONS @ 25°C E . =
« FREQUENCY RANGE: 100 MHz TO 26.0 GHz | —1 e I—
» INSERTION LOSS: 10 dB MAXIMUM B
o ISOLATION: — 50 dB MINIMUM
» VSWR: 2.0:1 MAXIMUM UP TO 18 GHz
2.5:1 MAXIMUM FROM 18 TO 26 GHz
o IMPEDANCE: —— 550 J3 PIN QUT
« SWITCHING SPEED: 500 ns MAXIMUM Hall) e [FoneTion
(FROM 50% TTL TO 90%/10% RF) s e _ —
» POWER HANDLING: +20 dBm MAXIMUM o Sroe =
s LOGICINPUT:————___ TTL COMPATIBLE, 5 BITS DECODED e I e
TTL HIGH = 2 MINIMUM - =
TTLLOW = 0.6 V MAXIMUM | ——
» POWER SUPPLY: +5VDC @ 150 mA MAXIMUM = ——
15 VDC @ 100 mA MAXIMUM BELC
+ CONNECTORS: RF: SMA FEMALE (REMOVABLE) B L 2 _t:
CONTROL: 8-PIN MICRO-D FEMALE (SOCKETIACK)
« SIZE: 270" x 3.00" x 0.75" MAXIMUM
68.58 mm x 76.20 mm x 19.05 mm MAXIMUM
- 0GIC
o FINISH: PAINTED BLUE LOGIC TABLE
CTRL TTLA|TTLZ [TTL23| TTL4 |TTLS
— — PIN s e |7 [ =& g
FILTER CHARACTERISTICS T R i B S B
PARAMETER FILTER A FILTER B FILTER C FILTER D FILTERE -
PASSEAND, — - ——— — I Furere| 1 [ o [ 1 [ 1 [0
MINIMUM 100 MHz - 10 GHz 10 - 14 GHz 4-18 GHz 18- 22 GHz 20 - 28 GHz . FILTER C 1 1 o 1 1
FILTER _ — — — — T e FILTERD| 1 | 1 [ 1 | o [ 1
NSERTION 0dBTYP 5dBTYP 15d8 TYP 4B TYP 1048 TYP o ot AzREl T L 1 1 1 o
REJECTION, 1 50dB @ 6.1 GHz 5008 @P3AGHz |[30d8 @ 16.0GHz 30 6B @ 12.0 GH= oo _l_
MINIMUM 60 dB @ 20.0 GHz 50d8 @189 GHz | 50dB @ 23.0GHz |30 dB @ 24.0 GHz it 11.78)

ENVIRONMENTAL RATINGS

-40 °C TO +55 °C (OPERATING)
-65°C TO +125 °C (STORAGE)

* TEMPERATURE:

731

PLANAR MONOLITHICS INDUSTRIES, INC.
-F GROVE ROAD o
FREDERICK, MARYLAND 21704 USA
TEL: (301)-662-5019, FAX: (301)-662-1731

¢ HUMIDITY: MIL-STD-202, METHOD 1038 COND. B WEB: www_pmi-rf_com, EMAIL: sales@pmi-rf.com
* SHOCK:- MIL-STD-202, METHOD 2138 COND. B IS0 9001 CERTIFIED
* VIBRATION.— MIL-STD-202, METHOD 204D COND. B e PRODUCT FEATURE
* ALTITUDE: MIL-5TD-202, METHOD 105C COND. B APPROALS oare 58FB-DC26G-CD-SFF
* TEMPERATURE CYCLE: MIL-STD-202, METHOD 107D COND. A e ™ sasespr| 100 MHz to 26 GHz 5 Channel Switch Filter Bank
MOTE 1: THE 5FE IS DESIGNED T0 MEST ALL ETATED ENVIROMMENTAL SPECIFICATIONS. TOLERANGES: Frrr— Py Py Frry P
NOTE 2: THIE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVESION inm ﬁﬁfﬁ FPU 1048547 A 05X0Q0 ‘ 27031900 B1i
PMI CONFIDENTIAL AND PROPRIETARY ['== s | | ToF1
S — scur NS et
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TEST.
TEST QA
I'LI%M PARAMETERS SPECIFIED VALUE RESULTS Qc
1 Frequency Range: 100 MHz to 26.0 GHz 100 MHz to 26 GHz
2 Insertion Loss: 10 dB Max. 9dB
See Graphs
3 Isolation: 60 dB Min. 84 dB
See Graph
4 VSWR: 2.0:1 Max. (up to 18 GHz) 2.0:1 (up to 18 GHz)
. 2.5:1 Max. (from 18 to 26 GHz) 2.0:1 (from 18 to 26 GHz)
See Graphs
5 Impedance: 50 Q 50 Q
b . 500 ns Max.
6 Switching Speed: (From 50% TTL to 90%/10% RF) 31.5 ns
See Plots
. Pass
7 Power Handling: +20 dBm Max. See Graph
TTL Compatible, 5 Bits Decoded
8 Logic Input: TTL High = 2 V Min. Pass
TTL Low = 0.8 V Max.
9 Power Supply: +5VDC @ 150 mA Max. +5VDC @ 147 mA

-15VDC @ 100 mA Max.

-15VDC @ 75 mA
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