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PMI MODEL HP2G-1780-CD-SS is a Suspended Highpass filter with SMA female
connectors in and out.
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OUTLINE DRAWING

ENVIRONMENTAL RATINGS:

¢ TEMPERATURE: -55°C TO +85°C (OPERATING)

REVISIONS

DESCRIPTION: Boue]| nev. oescaeno e | wesom

PMI model number HP2G-1780-CD-SS is a Suspended Highpass filter with SMA female Al ORIGINAL RELEASE /10

connectors in and out. B1| Mouting holes changed to 2-56 |sz/ta/0

Cc2 ECN # 13-0049 /24718
SPECIFICATIONS: D1 ECN # 19-0018 a1/19
—_— D2 ECN # 20-0033 02/07/20|
® PASSBAND: 2000 MHz TO 18000 MHz D3 ECN # 22-0115 09/14/22]
® YSWR IN THE PASS BAND: ———————— 2.0:1 MAX.
» INSERTION LOSS (PASSBAND):i—— 0.8 dB MAX. |._ 0.75 __| |_._,_|_ 0.50
— 0375
® REJECTION AT 870 MHzz—— 80 dB MIN.
® CONNECTORS: SMA FEMALE CONNECTORS (V)
o SIZE: 0.750" (L) x 0.750" (W) x 0.50" (H) Plnr Mncimic hasties @
® WEIGHT: 10Z. TYP. Pl CT®
o FINISH: PAINTED BLUE
— |‘-— 0.250

(KN 2-56 TAP, 0,140 DEEP

) o S 4 PLACES
JV 0.070
—0 o
0.070 —==| |=—

PMI CONFIDENTIAL AND PROPRIETARY

PLANAR MONOLITHICS INDUS TRIES fNC

7311-F GROVE ROAD
-65°C TO +125°C (STORAGE) FREDERICK, MARYLAND 21704 USA

® HUMIDITY: MIL-STD-202F, METHOD 1038 COND. B WEJSEII?EJOLGGZ -5019 FAX: 301-662-1731

* SHOCK: MIL-STD-202F, METHOD 2138 COND, B EAMAIL:

© VIBRATION; ————————— MIL-STD-202F, METHOD 204D COND. B 1SO 9001 CERTIFIED

o TEMPERATURE CYCLE: —— MIL-STD-202F, METHOD 107 AL DIEMSIONS ARE BIHCHES e

m?zz%ﬁ; R st PRODUCT FEATURE
DR — — —
Y PALdEI0 | vave HP2G-1780-CD-SS
O€CKID REV.
== l 05XQO 27012561 D3
NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION sour N:S [ser 1 OF 1
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Test Data
[ TEST
- P ARAMETERS SPECIFIED MEASL:RED MEAStJRED MEASL;IRED
NO: VALUE +25°C -55°C +85°C
1 Passband 2 to 18 GHz 2 to 18 GHz 2 to 18 GHz 2 to 18 GHz
P Inserti
2 aSSba"L:ssser " | 0.8dBMAX | 0.62dBMax | 0.63dBMax | 0.61dB Max
" 80 dB Min. @
3 Rejections 870 MHz 99 dB 92 dB 94 dB
4 passband VSWR 2.0:1 MAX 1.63:1IN 1.62:1IN 1.74:1IN
e 1.62:1 OUT 1.61:1 OUT 1.73:1 OUT
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HP2G-1780-CD-SS
VSWR IN/OUT
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