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PMI MODEL PS-360-2832-5-292FF IS A HIGH SPEED 28 TO 32 GHz 
FREQUENCY RANGE PHASE SHIFTER WITH THE CAPABILITY FOR 
PHASE SHIFTING FROM 0 TO 349 DEGREES. 10 LOGIC INPUT LINES 

ALLOW VARIOUS PHASE SHIFT WITH AN LSB OF 0.35 DEGREES.
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*0 State Phase Normalized at Each Temperature

Frequency Range

Power Supply

3

4

5

+6.5⁰ MAX,

‐2.2⁰ MIN,

1.2⁰ AVE

Phase Accuracy Over 

All Frequencies

(0‐350°)

Phase Flatness Over All 

Frequencies +‐

(0‐350°)

NOT SPECIFIED

NOT SPECIFIED

NOT SPECIFIED

Insertion Loss Flatness 

Over All Frequencies +‐ 

(0‐350°)

8.1⁰ MAX,

0.5⁰ MIN,

3.8⁰ AVE

1.2 dB MAX,

0.2 dB MIN,

0.6 dB AVE

Insertion loss

VSWR In/Out

Switching Speed

1.99:1 IN, 

2.3:1 OUT

144 ns

28.0 to 32.0 GHz

12.5 dB MAX

2.5:1 MAX

28.0 to 32.0 GHz

PARAMETERS

 (0‐350 Degrees)

SPECIFIED

VALUE

MEASURED 

+25°C
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Test Data

MEASURED 

‐40°C

MEASURED 

+85°C

TEST

ITEM 

NO:

11.7 dB 12.1 dB

1.9:1 IN, 

2.2:1 OUT

2.06:1 IN, 

2.2:1 OUT

144 ns

+15 V @ 20 mA

‐15 V @ 10 mA

+15 V @ 20 mA

‐15 V @ 10 mA

12.1 dB

500 ns MAX

+15 V @ 20 mA

‐15 V @ 10 mA

28.0 to 32.0 GHz 28.0 to 32.0 GHz
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+15V@90mA MAX

‐15V@60mA MAX

1

2

1.1 dB MAX,

0.1 dB MIN,

0.5 dB AVE

1.2 dB MAX,

0.2 dB MIN,

0.5 dB AVE

+1.6⁰ MAX,

‐11⁰ MIN,

‐5.5⁰ AVE

+10.6⁰ MAX,

‐2.8⁰ MIN,

4.3⁰ AVE

8.1⁰ MAX,

0.5⁰ MIN,

3.5⁰ AVE

8.1⁰ MAX,

0.7⁰ MIN,

4.3⁰ AVE

144 ns
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252 (‐108)

266 (‐94)

280 (‐80)

294 (‐66)

308 (‐52)

322 (‐38)

336 (‐24)

350 (‐10)
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Green ‐ TTL (0‐512)
Blue ‐ Phase Measured with Mixer

7311‐F Grove Road Frederick, MD 21704 USA Phone: (301)662‐5019 FAX: (301)662‐1731

Email: sales@pmi‐rf.com

Switching Speed

TYPICAL CHARACTERISTICS

FOR

PS‐360‐2832‐5‐292FF

41 ns

Switching Speed 

Off
Switching Speed Off = 

50% TTL to 10% RF

144 ns

Switching Speed 

On
Switching Speed On = 

50% TTL to 90% RF
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