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PMI MODEL BR65-10-B/B IS A BAND REJECT FILTER CENTERED AT 65
MHZ. THIS FILTER REJECTS FREQUENCIES FROM 61 TO 69 MHZ. ITS SIZE
IS 2.5" x 1.25" x 1.25"

TYPICAL CHARACTERISTICS
ON
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ON
BR65-10-B/B

TYPICAL CHARACTERISTICS

DESCRIPTION

SPECIFICATIONS:

® BANDREJECT FILTER

* CENTER
& PASSBEAND:

® 3dB BANDWIDTH: -

® REJECTION: -
® REJECTION: -

INFUT VSWR:

INFUT/OUTPUT: .
IMPEDANCE

INFUT POWER: -
CONNECTORS

SIZE.

OF NOTCH: -

INSERTION LOSS:.

PMI MODEL BR65-10-B/B IS A BAND REJECT FILTER CENTERED AT 65
MHZ. THIS FILTER REJECTS FREQUENCIES FROM 61 TO 69 MHZ. ITS
SIZE IS 2.5" % 1.25" x 1.25" AND ITS WEIGHT 1S 3.7 OUNCES.

- 8BS MHz

- 30 TO 500 MHz

9 MHz

- @ B1 MHz <-30dB
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69 MHz <-30dB
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- 2X BNC FEMALE

1.250(W) x
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BLUE EFDXY PAINT

ENVIRONMENTAL RATINGS
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ZOWE nev. LESTRPTION oare APPEOVED
Al ORIGINAL RELEASE 1528,/ 80810
A2 ECM # 21-0092 5/00/2081
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4x 2-58

CONNECTORS

0.125 DEERP

2,00
MOUNT

2,000
NG SURFACE

7311-F GROVE ROAD

PLANAR MONOLITHICS INDUSTRIES, .WC

« TEMPERATURE: _55C TO +85 *C (OPERATING) FREDERICK, MARYLAND 21704 USA
-B5°C TO +125 °C (STORAGE) TEL: (301}-662-5019, FAX: (301)-662-1731
« HUMIDITY: MIL-STD-202. METHOD 1038 COND. B WEB: www.pmi-rf.com, EMAIL: sales@pmi-rf.com
' ) J Q E |
* SHOCK: MIL-STD-202, METHOD 2138 COND. B IS0 9001 CERTIFIED
e
| . .
e oo ¢ == ouTLINE DRAWIG
* i S ' P BRG5-10-B/B
« TEMPERATURE CYCLE: MIL-STD-202, METHOD 107D COMD. A ‘-Fn_rcl}i-l_i;i:-a [mm] EWE VEUE
NOTE: FECIFICATIONS WILL VARY DVER OFERATING TEMPERATURE iﬁ; ,: :‘: DA 5; 'Shafgxoﬂ | s N —— ';;.:2
/E = 3 ECT =01
NOTE: THE ABOVE SPECFICATIONS ARE SUBJECT TO CHANGE OR REVISION PMI CDNFIDENT'AL AND PROPRI El'ARY -
s NS [ser  10OF1
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TYPICAL CHARACTERISTICS

PMIH ON
\%Q fA ! E,,i # 17 BR65-10-B/B
TEST. TEST QA
ITEM NO PARAMETERS SPECIFIED VALUE RESULTS Qc
1 Center 65 MHz 65 MHz
Frequency:
2 Passband 30 MHz to 500MHz Pass — See Plots
3 3 dB Bandwidth: 9 MHz Pass - See plots
61 MHz < -30 dB -46.8 MHz
4 Rejection
69 MHz < -30 dB -38.7 MHz
5 Passband Ripple 0.25dB >0.1dB
6 Input VSWR 2.1:1 Max 1.95:1
7 Input/Output Impedance 50 Ohms 50 Ohms
8 Insertion Loss: <15dB 0.53 dB
(Passband) ' '

7311-F Grove Road Frederick, MD 21704 USA Phone: (301)662-5019 Fax: (301)662-1731
Email: sales@pmi-rf.com
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TYPICAL CHARACTERISTICS
ON
BR65-10-B/B
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Insertion Loss and Return Loss

Uﬁ‘_w[_.‘
1 2?;!‘ 5
-6.6667
1
-13.333
-20
m-26.667
=)
o
2
&
21-33.333
-40 4
3
-46.667
2
-53.333
.SURS
10 132.5 255 377.5
Fregquency [MHz]
Marker 1 2 3 4 5 &
FreqlMHz] 30 61 65 69 85 500
n511[dB](1] -10 -0.208 -0.286 -0.509 -18.3 -15.9
ws21[dB](1] -0.528 -46.8 -41.7 -38.7 -0.582 -0.443
m512[dB](1] -0.535 -46.8 419 -387  -0.56  -0.437
mS522[dB](1) -10.1  -0.289 -0.417 -0.729 -18 -16.5

7311-F Grove Road Frederick, MD 21704 USA Phone: (301)662-5019 Fax: (301)662-1731
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TYPICAL CHARACTERISTICS
ON
BR65-10-B/B

Broad-Band Insertion Loss and Return Loss

=-26.667
h=)
‘&
o
2
T
o
—-33.333
-40
-46.667
2
-53.333
g0 |f5
10 257.5 505 752.5 1000
Frequency [MHz]
Marker 1 2 3 4 5 6
FregiMHz] 30 61 65 [ a5 500
m511[dB](1) -10 -0.208 -0.286 -0.509 -183 -159

ws21[dB](1) -0.528 -46.8 -41.7  -38.7 -0.582 -0.443
ws12[dB](1) -0.535 -46.8
o

m522[dB](1) -10.1

419 -387
0417 -0.729

289

-0.56  -0.437 -4.59
18 4165 -2.52
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