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TYPICAL CHARACTERISTICS
ON
DTA-1G18G-60-7-CD-1-HERM

PMI MODEL NUMBER DTA-1G18G-60-7-CD-1-HERM IS A NON-REFLECTIVE, 7 BIT
PROGRAMMABLE, 60 dB PIN DIODE ATTENUATOR, WITH A STEP RESOLUTION
OF 0.5 dB, OVER THE FREQUENCY RANGE OF 1 TO 18 GHz. THIS MODEL IS A

HERMETICALLY SEALED PACKAGE.

July 1, 2019

Designed By: PMI Engineering

Tested By: E. Kretz
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TYPICAL CHARACTERISTICS

DTA-1G18G-60-7-CD-1-HERM

REVISIONS
DESCRIPTION: Zone| Rev. DESCRPTION DATE APPROVED
PMI MODEL NUMBER DTA-1G18G-60-7-CD-1-HERM IS A NON-REFLECTIVE 7 BIT PROGRAMMABLE Al ORIGINAL RELEASE 10/4/78
60 dB PIN DIODE ATTENUATOR WITH A STEP RESOLUTION OF 0.5 dB OVER THE FREQUENCY
RANGE OF 1 TO 18 GHz. THIS MODEL IS IN A HERMETICALLY SEALED PACKAGE.
SPECIFICATIONS:
® FREQUENCY: 1 GHz TO 18.0 GHz PIN NO: | J3 ';J'EN FUNCTIONS
® MEAN ATTENUATION RANGE: 60dB TdB
® INSERTION LOSS: 5 dB MAX, 4.8 dB TYP 2B 5B e
® VSWR: 2.0 :1 MAX gD [ OO
® FLATNESS UP TO: 7 c oss
® 20dB +1.0dB MAX 8 GND 4|
® 40dB £1.25 dB MAX 9 C | om
® 60dB £3.0dB MAX — f
® MONOTONICITY: GUARANTEED 3208 (M5B} 200
® TEMPERATURE COEFFICIENT (MAX): — £0.02dBFC 1648 MOM-15
® ACCURACY OF ATTENUATION: L FEU—LD‘|
® 0dBTO20dB 1.0 dB MAX 73
® 20dB TO 40 dB +1.5 dB MAX
® 40 dB TO 60 dB: 2.0 dB MAX e (63,
© MINIMUM ATTENUATION STEP: 05dB e _T . “I e
® OPERATING POWER: +17 dBm CW ) 1GHz TO 18 GHz @)
® SURVIVAL POWER: ol £ (— j T
® SWITCHING TIME: BHCI0+29°C P e
® ON TIME 1.0 us MAX
® OFF TIME 0.5 us MAX 4 i R
B o
® DC POWER SUPPLY: +15V @ 150 mA MAX |\\\\\\\\\V = = EV/W)I
® CONNECTORS: 2 SMA & 15 PIN Micro-D-Female l f 90.12 THRU
Shipped with Mating Micro-D Male — /_ (4 PLACES)
® SEALING: HERMETIC —LO d
® WEIGHT: 3.0 oz (85 gm) Approximate r
® FINISH: BLUE EPOXY POLIMIDE COATING IAW MIL-C-22750,

LOGIC INPUT @ 10 uA MAX:
LOGIC "0" (BIT OFF)
LOGIC "1" (BIT ON)

TYPE | OVER EPOXY POLIMIDE PRIMER
IAW MIL-P-23377, TYPE |, CLASS 1 OR 3.

-0.3 to +0.8V
+2.0to +5.0V

ENVIRONMENTAL RATINGS:

® TEMPERATURE:

® HUMIDITY:
® SHOCK:
e VIBRATION:

® ALTITUDE:
® TEMPERATURE CYCLE:

NOTE: THE ABOVE SPECIFICATIONS ARE SUBJECT TO CHANGE OR REVISION

-40°C TO +85°C (OPERATING)
-65°C TO +125°C (STORAGE)

MIL-STD-202F, METHOD 103B COND. B (96 HOURS @ 95%)
MIL-STD-202F, METHOD 213B COND. B (75 g, 6 ms)

MIL-STD-202F, METHOD 204D COND. B

(LESSER OF 0.06" DOUBLE AMPLITUDE OR 15g)
MIL-STD-202F, METHOD 105C COND. B (50,000 FT.)

MIL-STD-202F, METHOD 107D, COND. A (5 CYCLES)

ALL DIMENSIONS ARE IN INCHES
TOLERANCES:

XXX 0020

K004 20,010

FREDERICK MARYLAND 21704 USA
TEL: 301-662-5019 FAX: 301-662-1731
BSITE: www.pmi-rf.com

E-MAIL:

PMI CONFIDENTIAL AND PROPRIETARY

PLANAR MONOLITHICS INDUS TRIES INC.

311-F GROVE R

sales@pmi-rf.com
1SO 9001 CERTIFIED

TmE

DATE

10/4/18

PRODUCT FEATURE
DTA—1G186—60—7—-CD—1—HERM

szz FSCM NO.

05XQ0

® 27036061

REV,
Al

scm:NSl

| SHEET
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DTA-1G18G-60-7-CD-1-HERM

Test QA
Parameter: ified Val T R |
ltem No. arameters Specified Value est Results Qc
1 Frequency Range: 1 GHz - 18 GHz 1 GHz - 18 GHz
2 Insertion Loss: 5.0 dB Max. 4.6 dB
' 4.8 dB Typ. See Plot
1.7:1
3 VSWR: 2.0:1 Max. See Plot
+
4 Flatness to 20 dB: + 1.0 dB Max. *0.53dB
See Plot
+
5 Flatness to 40 dB: + 1.25 dB Max. *0.65dB
See Plot
+
6 Flatness to 60 dB: + 3.0 dB Max. £1.7dB
See Plot
7 Monotinicity: Gaurenteed Pass
8 Temperature Coefficient: + 0.02 dB/°C Max. < +0.02 dB/°C
Accuracy of Attenuation +0.12dB
o 0 to 20 dB: +1.0 dB Max. See Plot
Accuracy of Attenuation +0.1dB
10 20 to 40 dB: +1.5dB Max. See Plot
Accuracy of Attenuation % 0.47 dB
1 40 to 60 dB: *2.0 dB Max See Plot
12 Operating Power: + 17 dBm CW >+ 17 dBm CW
. . 1 Watt Average
13 Survival Power: -65°C to +25°C 1 Watt Average
o ) 1.0 us Max. On <1.0 us On
14 Switching Speed: 0.5 us Max. Off < 0.5 ps Off
15 DC Supply: +15VDC @ 150 mA Max. 121 mA
Programed Attenuation Accuracy of | Flatness Programed Attenuation Accuracy of Flatness
Attenuation Attenuation dB Attenuation Attenuation dB
dB dB dB +dB dB dB dB +dB
0.50 0.50 0.00 0.09 7.50 7.38 0.12 0.23
1.00 1.00 0.00 0.11 15.00 14.91 0.09 0.42
2.00 2.00 0.00 0.16 22.50 22.42 0.08 0.57
4.00 3.99 0.01 0.19 30.00 29.95 0.05 0.64
8.00 7.97 0.03 0.25 37.50 37.46 0.04 0.61
16.00 15.95 0.05 0.45 45.00 44.92 0.08 0.51
32.00 31.97 0.03 0.63 52.50 52.51 -0.01 0.64
63.50 63.40 0.10 2.63 60.00 60.17 -0.17 1.70
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DTA-1G18G-60-7-CD-1-HERM

Insertion Loss
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