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PMI model number HP0R5G‐18G‐CD‐SFF is a Highpass filter with SMA female connectors in 

and out.

TYPICAL CHARACTERISTICS
ON

HP0R5G‐18G‐CD‐SFF

June 5, 2020

Designed and Reported By : Sebastian Palacio



7331‐F Grove Road Frederick, MD 21704 USA Phone: (301)662‐5019 FAX: (301)662‐1731

Email: sales@pmi‐rf.com

PRODUCT FEATURE

PAGE 2 OF 9

TYPICAL CHARACTERISTICS
ON

HP0R5G‐18G‐CD‐SFF



1 Pass‐band: 0.5 to 18 GHz PASS

3
Pass‐band

Insertion Loss:
1 to 16 GHz ‐ 2.0 dB Max. 1.77 dB MAX

5 Rejections: ‐40dB Min @ 0.3 GHz

TYPICAL CHARACTERISTICS

HP0R5G‐18G‐CD‐SFF
ON

2

44.5 dB

Pass‐band

Insertion Loss:
0.5 GHz ‐ 5.0 dB Max. 4.26 dB MAX

4
Pass‐band

Insertion Loss:
16 to 18 GHz ‐ 3.0 dB Max.

TEST

ITEM NO:
PARAMETERS

SPECIFIED

VALUE

MEASURED

VALUE @ ‐55 

Degrees C
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6 Pass‐band VSWR: 2.0:1 MAX.

MEASURED

VALUE @ +25 

Degrees C

PASS

1.70 dB MAX

44.1 dB

1.68:1

MEASURED

VALUE @ +85 

Degrees C

PASS

1.79 dB MAX

46.5dB

1.71:1

3.74 dB MAX 3.69 dB MAX

2.15 dB MAX 2.34 dB MAX 2.39 dB MAX
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1.62:1



                   TYPICAL CHARACTERISTICS
ON

HP0R5G‐18G‐CD‐SFF

INSERTION LOSS & RETURN LOSS (IN/OUT)

+25 Degrees C
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TYPICAL CHARACTERISTICS
ON

HP0R5G‐18G‐CD‐SFF

Group Delay (Band‐Edge)

‐55, +25 and +85 Degrees C

7331‐F Grove Road Frederick, MD 21704 USA Phone: (301)662‐5019 FAX: (301)662‐1731

Email: sales@pmi‐rf.com



‐55, +25 and +85 Degrees C

TYPICAL CHARACTERISTICS
ON

HP0R5G‐18G‐CD‐SFF

INSERTION LOSS (Band‐Edge) (IN/OUT)
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TYPICAL CHARACTERISTICS
ON

HP0R5G‐18G‐CD‐SFF

Return Loss (Band‐Edge) (INPUT)

‐55, +25 and +85 Degrees C
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TYPICAL CHARACTERISTICS
ON

HP0R5G‐18G‐CD‐SFF

Insertion Loss (Broa‐Brad)

‐55, +25 and +85 Degrees C
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TYPICAL CHARACTERISTICS
ON

HP0R5G‐18G‐CD‐SFF

Return Loss (Broa‐Brad) (INPUT)

‐55, +25 and +85 Degrees C
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