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PMI MODEL: LM-10M18G-16-20W-AL IS A COAXIAL LIMITER WITH AN
OPERATING RANGE OF 10 MHz TO 18.0 GHz. THIS MODEL HAS A
MAXIMUM INSERTION LOSS OF 2.0 dB AT -10 dBm INPUT POWER WITH A
VSWR OF 2.0:1 MAXIMUM. THIS COMPACT UNIT MEASURES 0.90" x 0.38"
SQUARE AND IS OUTFITTED WITH SMA CONNECTORS.
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LM-10M18G-16-20W-AL

Outline Drawing

TYPICAL CHARACTERISTICS
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TYPICAL CHARACTERISTICS
ON
LM-10M18G-16-20W-AL

Technical Specifications

TEST TEST QA
ITEM PARAMETERS SPECIFIED VALUE RESULTS Qc
1 Frequency Range 10 MHz to 18.0 GHz 10MI:Sz:: ;IS(;?)GHZ
20W CW Max Pass
(See Graphs)
2 RF Power Handling
1KW Peak (1 ys PW, 1% DC) 1 KW
100W Peak (10us PW, 10%) (By Design)
3 Insertion Loss 2.0 dB Max @ -10 dBm Input Power (géiopdlgt)
4 Recovery Time 250 ns Max @ 1000 W Peak Power (git‘:or:‘.:)
5 Leakage Power +17 dB Max (SLse-‘gsr:Eh)
6 Impedance: 50Q Pass
. 1.96 :1
7 VSWR 2.0:1 Max @ -10 dBm Input Power (See Plot)
N . . Pass
8 Limiting Threshold +5 dBm Min (1 dB Compression) (See Graph)

Notes:

1. NO DC BLOCKS ARE INSIDE THIS LIMITER.

7311-F Grove Road Frederick, MD 21704 USA Phone: (301)662-5019 Fax: (301)662-1731
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TYPICAL CHARACTERISTICS
ON
LM-10M18G-16-20W-AL
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(J1-J2) Insertion Loss and Return Loss

File Trace/Chan Response MarkerfAnalysis  Stimulus  Utility  Help

Tr 1 S11LogM 5.000dB/ 0.00dB Tr 2 S21LogM 10.00dB/ 0.00dB
B s22 Logv 5.000dB/ 0.00dB

25.00 -] 10808GHz |-10.62dB
1: | 10.000 MHz 0.13 dB
20.00 5- 2 008-GHz—|—~0-22-dB
3: 8.000GHz | -0.54 dB
500 4| 12000GHz | -1.09dB
: 5 | 18.000GHz | -1.60dB
>1: | 11250 GHz | -9.78 dB
10.00
5.00
b
0.00)- - ~ —— S
2 3 4
5,00
| 1
-10.00 — /i
\ /\ P
15.00
Ve \ IRV
-20.00 v,
25.00 / \ / \ /

1 >Ch1: Start 10.0000 MHz — — — Stop 18.0000 GHz
Cont.  CH 1: [S22 |C 2-Port LCL

7311-F Grove Road Frederick, MD 21704 USA Phone: (301)662-5019 Fax: (301)662-1731
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LM-10M18G-16-20W-AL

TYPICAL CHARACTERISTICS

Response Curve High Power Test.
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TYPICAL CHARACTERISTICS
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T ON
\\Q ZREN # 1/ LM-10M18G-16-20W-AL
Data High Power Test
+25°C
500 MHz 1GHz 8 GHz 18 GHz
POWER | POWER POWER | POWER POWER | POWER POWER | POWER
INPUT | OUTPUT |LOSS| INPUT | OUTPUT | LOSS | INPUT | OUTPUT | LDSS | INPUT | DUTPUT |LOSS
[dBm] [dBm] [dBm] [(dBm) [dBm] [dBm] [dBm] [dBm]
0 -0.17 017 0 -0.22 0.2z 0 -076 | -0.76 0 169 169
1 0.82 013 1 0.74 0.26 1 0.23 0.23 1 -0.79 1749
2 173 0.27 2 168 0.3z z 117 117 z 0.0 1.90
3 2 B0 0,40 3 256 0.44 3 2.09 2.09 3 0.9 2.02
4 .44 0.56 4 3,39 0.1 4 297 297 4 1.66 214
5 4,25 0.75 5 4.2 0.8 5 382 3.82 5 2,75 275 | PidB
B 508 0.92 B 4,99 1.0 B 467 4,57 B 364 2,36
7 585 115 7 577 123 7 552 552 7 4.52 2,48
& £.63 1.31 & B.56 1.dd & B.37 6,37 & 539 2 61
9 7.53 1.47 9 7.35 1.65 g 7.21 7.21 9 £.22 278
10 &.534 166 10 8.13 167 10 £.03 8.03 10 £.95 3.05
15 .15 385 15 1148 352 15 10,33 10,33 15 £.92 £.05
20 1286 71z 20 12,96 7.02 20 12.20 12,20 20 1.07 £.93
25 13.83 1117 25 1381 1119 75 13,44 1544 75 12,48 12.52
30 14.40 | 15.60 30 1441 15,549 30 14,52 .62 30 14,25 15.75
35 14.89 201 35 14.51 2049 35 13.03 13.03 35 13,45 2155
36 14.99 2101 36 14,41 #1560 36 13.03 13.03 36 12,96 2302 | 4w
37 504 | 2196 37 1435 | 2265 37 13,06 13.06 37 13.03 2397 | 5%
38 1505 | 2295 38 WE2E | 2372 35 13.10 13.10 38 12,96 2504 | BW
39 1504 | 2396 39 1415 24,64 39 13,12 13,12 39 12,49 2651 | B
40 50 | 24,99 40 06 | 2594 40 13,49 13,49 40 12,33 2TET | 10w
41 14.95 | 2602 41 14.10 26,90 41 13.50 13.50 41 12,26 2872 | 13w
4z 14.95 | 27.05 4z 14.13 2767 4z 13.50 13.50 4z 12,26 2972 | 16w
13 14.90 | 28.10 13 .15 | 28.85 13 13.40 | 13.40 13 12.30 |[30.70| Z0wW

7311-F Grove Road Frederick, MD 21704 USA Phone: (301)662-5019 Fax: (301)662-1731
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LM-10M18G-16-20W-AL

Response Curve High Power Test.

Power Output (dBm)
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TYPICAL CHARACTERISTICS

T ON
\\Q ZREN # 1/ LM-10M18G-16-20W-AL
Data High Power Test
-55°C
500 MHz 1GHz 8 GHz 18 GHz
POWER | POWER POWER | POWER POWER | POWER POWER | POWER
INPUT | OUTPUT |LOSS| INPUT | OUTPUT | LOSS | INPUT | DUTPUT | LOSS | INPUT | OUTPUT |LOSS
[(dBm] [dBm] [dBm] [(dBm] [dBm] [(dBm] [dBm] [dBm]
0 -0.03 0.03 0 -0.10 0.10 0 -0.72 0.72 0 152 152
1 0.95 0.0z 1 085 0.1z 1 0.27 0.73 1 -0.59 153
z 193 0.07 z 187 0.13 z 1.28 0.72 z 0.3z 168
5 2 G2 015 3 2 &1 013 3 2 24 0.76 5 119 1.61
4 3,73 0.27 4 5.68 0.32 4 316 0.54 4 207 193
5 4.50 0.50 5 4.51 0.49 5 4.0 0.96 5 2 95 205 | P1dB
B 532 0.65 B 529 0.7 B 489 11 B 585 Z15
7 E.13 0.87 7 . 0F; 0.94 7 573 127 7 4.75 275
5 B.95 1.04 g B.83 117 g B.57 143 5 5BS 2 35
9 7.79 1.21 3 7.59 1.41 3 7.400 1.60 9 B.52 7 48
10 5.60 1.40 10 5.5 164 10 5.2 176 10 7.35 7 BS
15 1150 5.50 15 11.63 317 15 10,96 4.0 15 917 583
20 13.29 E.71 20 13,33 E.B7 20 12.51 7.49 20 996 10,04
75 1413 0.8 25 1410 10,90 75 13,35 .62 75 1085 14.15
30 4.72 | 15.28 30 14 76 15.24 30 14.29 1571 30 1118 18.82
35 1517 19.83 35 15.02 19.95 35 13.25 172 35 12.21 22 79
36 1526 | 20.74 36 15.01 20.99 36 1328 | 2272 36 12.61 2359 | 4w
37 1535 | 7165 37 1495 | 2205 37 1332 | 2368 37 13.20 7380 | SwW
35 1542 | 2258 35 1487 2313 35 13.39 74 51 33 10,000 2500 | 6w
39 1545 | 2355 39 .70 | 24.30 39 13.21 75749 39 10.02 7595 | 8w
40 15.45 | 2455 40 1454 | 2545 40 1347 | 2653 40 110 2590 | 10%W
41 5.4 | 25.54 41 1439 76.61 41 15.dd | 27.56 41 11.04 7995 | 13w
4z 15.45 | 2655 4z Wed | 2176 4z 1542 | 2853 4z .01 3099 | 16%W
13 15.36 | 27.64 43 14.01 |28.99 13 13.40 | 29.60 13 .03 |3197| zow
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) ON
\QQ ZREN # 74 LM-10M18G-16-20W-AL
Response Curve High Power Test.
+85 °C
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TYPICAL CHARACTERISTICS

T ON
\\Q ZREN # 1/ LM-10M18G-16-20W-AL
Data High Power Test
+557°C
500 MHz 1GHz 8 GHz 18 GHz
POWER [ POWER POWER | POWER POWER | POWER POWER | POWER
INPUT | ODUTPUT |LOSS| INPUT | OUTPUT |LOSS | INPUT | OUTPUT |LOSS | INPUT | OUTPUT |LOSS
[dBm]) [dBm]) [dBm]) [dBm]) [dBm]) [dBm]) [dBm]) [dBm])
0 -0.31 0.31 0 -0.30 0,30 0 -0.71 .71 0 -1.50 1.50
1 0.564 0,36 1 0,60 0.40 1 0.28 0.7z 1 -0.60 1.60
z 152 0,48 z 151 0.44 z 1.29 0.71 z 0.31 1.69
3 239 0.61 3 735 0.65 3 220 0.80 3 1.20 1.80
g 3,22 0.73 4 17 0.83 4 3,15 0.8z g 2,10 1.90
5 4.06 0,94 5 3,97 1.03 5 4.02 0.98 5 297 203 | P1dB
B 4.89 111 B 4.76 1.24 B 4.90 1.10 B 3.88 2.1z
T 573 127 7 5.GE 1.44 7 575 1.25 T 4.78 2,27
& B.58 142 g B.57 163 g E.58 142 & 5E7 253
9 7.42 158 3 T.16 1.84 3 7.42 1.5 9 £.55 7,45
0 8.15 162 10 7.95 z.05 10 8.25 175 0 7.40 Z.E0
5 10,54 4.16 15 .11 3,89 15 0,31 4.6 5 848 B.52
20 12.51 7.44 20 12,56 T.dd 20 1212 7.68 20 10,77 373
75 13,46 11.54 75 13,43 171.51 75 13.39 1161 75 12.43 12,51
30 14,03 15.97 30 13,93 16.02 30 .91 15.09 30 1444 15.56
35 14.51 20,49 35 13.98 1.0z 35 12.02 77 95 35 118 7387
36 1454 2146 36 13.95 22.05 36 1.70 2430 36 11.21 2473 | 4w
37 W56 | 2744 37 13.91 73.09 37 11.41 7553 37 10,14 ZE.86 | G
38 .55 | 23.45 36 13.66 7414 36 1.35 7E.E5 38 .00 27.00 | B
39 .53 | 24.47 39 13,78 75.22 39 13,96 7554 39 1.10 27.90 | 8w
40 14,51 75.43 40 13.549 76.41 40 13.64 7636 40 nzz2 7878 | 10w
41 Wda | 2652 41 13.55 27.45 41 14.05 76.95 41 .20 7980 | 13w
4z .46 | Z7.54 4z 13.50 28.50 4z 14,03 27.97 4z 118 30.82 | 16W
43 14.42 |28.58 43 13.48 | 29.52 43 14.18 | 28.82 43 n.15 3.85 | zow

7311-F Grove Road Frederick, MD 21704 USA Phone: (301)662-5019 Fax: (301)662-1731
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LM-10M18G-16-20W-AL

Graph Peak Power Test

Power Output (dBm)
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TYPICAL CHARACTERISTICS

ON

LM-10M18G-16-20W-AL

Data Peak Power Test

lus - 10KHz - DC 1%

1 GHz 1 GHz 18 GHZ

POWER | POWER POWER POWER POWER POWER
WPUT | OUTPUT | LOSS | mWPUT | OUTPUT | LOSS | INPUT | OUTPUT | LOSS

(dBEm) [dBm) [dEm) [dEm) (dBm] (dBEm)
1= a.00 T.00 1= 10.00 S.00 1= a.50 B.50
20 a.40 .60 20 10.50 3.50 20 10.70 3.30
25 3.20 1=.80 25 .20 13.80 25 12.20 12.80
a0 10,10 13.30 a0 12.30 1710 a0 14.00 16.00
3o .00 2d.00 3o 13.20 21.80 K 1Z2.00 23.00
40 .60 28.40 40 13.25 26.75 40 1.00 23.00
41 12.00 23.00 41 13.30 2770 41 11.00 30,00
42 12.25 23.75 42 13.30 28.70 4z 10,95 3105
43 12,30 3070 43 13.35 2365 43 10,70 32.30
44 12.60 31.40 44 13.40 30,60 dd 1065 33,32
45 12 62 32,38 45 13.45 3152 45 10.60 34.40
46 12.64 33,36 46 13.40 32.60 46 10.55 35.45
47 12.66 34354 47 13.42 33.58 47 10.50 36,50
45 12 66 35,34 45 13.40 3d.60 48 10.50 37.50
43 12,68 36,32 43 13.50 35.50 43 10.50 38.50
oD 12.8 37.2 o0 14 36 o0 10.55 33.45

7311-F Grove Road Frederick, MD 21704 USA Phone: (301)662-5019 Fax: (301)662-1731
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Graph Peak Power Test

Power Output [dBm)
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TYPICAL CHARACTERISTICS

ON

LM-10M18G-16-20W-AL

Data Peak Power Test

10 us - 10KHz - DC 10%

1 GHz 8 GHz 18 GHZ

FPOWER | POWER FPOWER FOWER POWER POWER
mWPUT | OuTPUT | LOSS | mWPUT | OUTPUT | LOSS | WPUT | OUTPUT | LOSS

(dBm) [dBm) (dBEm) [dBm) (dBm) (dBm)
1= 1210 8,30 12 .50 0.00 1= a.60 G.40
20 12.30 .50 20 .70 4,30 20 10.50 .50
25 13.60 11.40 25 13.40 .60 25 12.50 12.50
a0 13.80 16.20 a0 14.40 15,60 a0 12.70 16350
a9 14.70 20,30 K 14.50 20.50 a9 12.50 22.50
40 1=.00 25.00 40 14.50 25.50 40 .40 2a.60
41 1=.10 25,30 41 14.40 26,60 41 .20 23.80
4z 1210 Z26.30 4z 14.20 Z27.a0 4z 10.30 2110
43 1210 Z27.30 43 14.10 28,30 43 10,80 32.20
44 12.20 Z2a.a0 44 14.00 30,00 44 10.70 33.30
45 12.20 23.a0 45 14.00 31.00 45 10.65 3432
46 15,22 a0.78 46 14.00 32.00 46 10.60 2540
47 12.25 3175 47 14.00 32.00 47 10.62 ab.38
48 15.28 3272 48 13.30 3410 48 10.64 3736
43 12,30 aa3.70 43 13.88 K 43 10.50 aa.50
a0 15.3 347 S0 13.88 36.12 a0 10.5 33.5
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%\ TYPICAL CHARACTERISTICS

\@ Fﬁ/\ ! ME hi ;7! /']/’I LM-10M182[\!16-20W-AL

Pulsed 1us - 10KHz - DC 1% / Power PIN 100 Watts (10MHz)
100 ns Per Div.

Pulsed 1 us - 10KHz / DC 1% / PIN 100 Watts (10MHz)
500 ns Per Div

-1.51 ps -1.01 ps

[500 ns/ |[989.0100 Z

Rise Time:
52.78ns

Recovery
Time:
224 .44ns

7311-F Grove Road Frederick, MD 21704 USA Phone: (301)662-5019 Fax: (301)662-1731
Email: sales@pmi-rf.com Page 15
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TYPICAL CHARACTERISTICS
PMID ON

\@ f/\! !hi # I’]/ LM-10M18G-16-20W-AL

Pulsed 1us - 10KHz - DC 1% / Power PIN 100 Watts (10MHz)
500 ns Per Div.

~L_

Agilent Full Pulse:
1us

NEEERR vVl

148 ps 198 ps

Current ( h | X -32.951100 ns
3.2656 V 29398V 33125V 51.065 mV | 967.777800 ns
9090123 ns 809.22558 ns 100.46655 ns 11.24097 ns 788.5459 ps 100072890 ps
Frequency(2) 10.009886 MHz 9.9535614 MHz 11.207547 MHz 2539862 MHz 88.004416 kHz JAX 99927163 kHz
Rise time(2) 3396 ns 3.59759 ns 7 B - 943.2325ps
Fall time(2) 262017 ns 2.00462 ns 4 = 114283 ns

7311-F Grove Road Frederick, MD 21704 USA Phone: (301)662-5019 Fax: (301)662-1731
Email: sales@pmi-rf.com Page 16




FMI

%\ TYPICAL CHARACTERISTICS
ON

1]
m# 74 LM-10M18G-16-20W-AL

eS| |ED[LIDA | SESl SUIL

Pulsed 10us - 10KHz - DC 10% / Power PIN 100 Watts (10MHz)
- 100 ns Per Div.

Pulsed 10us - 10KHz / DC 10% / PIN 100 Watts (10MHz)

200 ns Per Div

911 ps 931 ps

(> ‘0 |

Rise Time:
47.01ns

Recovery
Time:
180.00ns

7311-F Grove Road Frederick, MD 21704 USA Phone: (301)662-5019 Fax: (301)662-1731
Email: sales@pmi-rf.com Page 17




%\% TYPICAL CHARACTERISTICS
FMI ON

\@ f/\! !hi # I’]/ LM-10M18G-16-20W-AL

Pulsed 10us - 10KHz - DC 10% / Power PIN 100 Watts (10MHz)
5 us Per Div.

~L_

Full Pulse:
10us

- Agilent

seol [2o01oA [SERI

-59.232800 ns

31380V 32008V 2 821 mV ) 10.01654
100.00279 ns 25 ns 209.96946 ns 200.05821 ns 11412752 ns 3| A 100757775 s
9.9997210 MHz 3 727 MHz 10.008883 MHz 6.6752103 MHz 38046624 kHz | 1/A¥ 99247924 kHz
11.60365 ns 10.57895 ns 1.256078 ns {54 ~151280
23.7873 2. 57 ns 45.14109 2 1.287:

7311-F Grove Road Frederick, MD 21704 USA Phone: (301)662-5019 Fax: (301)662-1731
Email: sales@pmi-rf.com Page 18




%\ TYPICAL CHARACTERISTICS

\@ Fﬁ/\ ! ME hi ;7! /']/’I LM-10M182[\!16-20W-AL

Pulsed 1us - 10KHz - DC 1% / Power PIN 100 Watts (10MHz)
100 ns Per Div.

Pulsed 1 us - 10KHz / DC 1% / PIN 100 Watts (10MHz)
500 ns Per Div

-1.51 ps -1.01 ps

[500 ns/ |[989.0100 Z

Rise Time:
52.78ns

Recovery
Time:
224 .44ns

7311-F Grove Road Frederick, MD 21704 USA Phone: (301)662-5019 Fax: (301)662-1731
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LI

TYPICAL CHARACTERISTICS
PMID ON

\@ f/\! !hi # I’]/ LM-10M18G-16-20W-AL

Pulsed 1us - 10KHz - DC 1% / Power PIN 100 Watts (10MHz)
500 ns Per Div.

~L_

Agilent Full Pulse:
1us

NEEERR vVl

148 ps 198 ps

Current ( h | X -32.951100 ns
3.2656 V 29398V 33125V 51.065 mV | 967.777800 ns
9090123 ns 809.22558 ns 100.46655 ns 11.24097 ns 788.5459 ps 100072890 ps
Frequency(2) 10.009886 MHz 9.9535614 MHz 11.207547 MHz 2539862 MHz 88.004416 kHz JAX 99927163 kHz
Rise time(2) 3396 ns 3.59759 ns 7 B - 943.2325ps
Fall time(2) 262017 ns 2.00462 ns 4 = 114283 ns
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%\ TYPICAL CHARACTERISTICS

FMI ON

\@ fA! !hi # /’]/’| LM-10M18G-16-20W-AL

Pulsed 1us - 10 KHz - DC 1% / Power PIN 100 Watts (0.5 GHz)

10 ns Per Div.

Rise Time:
4.03ns
Pulsed 1us - 10 KHz / DC 1% / PIN 100 Watts (0.5 GHz)
20 ns Per Div
Recovery
L~~~ 2010 _ _ Time:
20.22ns

1.01 ps 5 s 107 ps

7311-F Grove Road Frederick, MD 21704 USA Phone: (301)662-5019 Fax: (301)662-1731
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PANNEAINN
PMI

N4

Pulsed 1us - 10 KHz - DC 10% / Power PIN 100 Watts (0.5 GHz)
500 ns Per Div.

TYPICAL CHARACTERISTICS
ON
LM-10M18G-16-20W-AL

£

1
\\_

Agilent

2.10 GHz| @)1

978 ns 148 ps 198 ps

-8.767800 ns
2 3.2656 V 60.6 mV/ 8582 mV | X2 1.00456550 s
8 Period(? 199433 ns 2.29645 ns 30212 ps 17.5174 ps |A 101323330 ps
© Frequency 499.86678 MHz 5 50142216 MHz 65.067042 MHz 3 /AX 98684213 kHz

F| O Risetime(2) 25131 ps 4 181.06 ps ‘ -1.60052 V
A © Fall time(2) 26542 : 11201 ps s FITOW . -

Full Pulse:
1us

7311-F Grove Road Frederick, MD 21704 USA Phone: (301)662-5019 Fax: (301)662-1731
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%\ TYPICAL CHARACTERISTICS
ON
b

|
/ LM-10M18G-16-20W-AL
Pulsed 10us - 10 KHz - DC 10% / Power PIN 100 Watts (0.5 GHz)
10 ns Per Div.

" Agilent

Pulsed 10us - 10 KHz / DC 10% / PIN 100 Watts (0.5 GHz)
20 ns Per Div

et Agilent

| seBl [EDMIAA 'sé?w'{a |

¥y

(ARARRR AR RN R AR R AR ARRR AR ARARRARARARAREARRARAN

Rise Time:
5.77ns

Recovery
Time:
18.00ns
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| seoW [EDIISA 5

< ;[ we N TYPICAL CHARACTERISTICS

PMI: on
17 LM-10M18G-16-20W-AL

¥ p-p(2) 9408

Period(2) 199872 ns 1.99680 ns 222169 ns 10.0133331 ps

500.31897 MHz 450.10707 MHz 500.80088 MHz 11.649374 MHz (AX 00866846 kHz
240.36 ps 27891 ps 38.55 7.191 ps -1.49526 Y
289.00 385.85 3

ATA

Pulsed 10us - 10 KHz - DC 10% / Power PIN 100 Watts (0.5 GHz)
_5 us _If’_er Div.

Agilent

198 ps

20193V 20525V 9.93654220 ps

Full Pulse:
10us

7311-F Grove Road Frederick, MD 21704 USA Phone: (301)662-5019 Fax: (301)662-1731
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%\ TYPICAL CHARACTERISTICS

FM’ ) ON

I/

Eseaw |ESIIBA s'eéw'__a' i

m# 17 LM-10M18G-16-20W-AL

Pulsed 1us - 10 KHz - DC 1% / Power PIN 100 Watts (2 GHz)
5 ns Per Div.

o

Ao Pin n Ao f |
v v-\.‘f o IUF‘ WA '\/\,i i s by J\,.IJ,,I'\WW.‘\‘M/\N. \"'PI'.."‘-J"'J Ii

Pulsed 1 us -10 KHz / DC 1% / PIN 100 Watts (2 GHz)
10 ns Per Div

A Agilent

i

| sea jeomiep __szl:‘_'azw'al'u

okl " i A
|.1||l"'i :‘r'r‘l“'ll ||"IIW"M"'L/‘"'-‘.'J.'l""ul v"lf"il “Lmillln'"'w. ,Jr‘lﬂ"" \."'u"'I,.‘f\1n,l'\-.,a."';,_a.f'\l"w.'\v""‘.-.

1.01 ps 1.02 ps

Rise Time:
3.77ns

Recovery
Time:
11.00ns
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< ;[ we N TYPICAL CHARACTERISTICS

PMI: on
17 LM-10M18G-16-20W-AL

N4

Pulsed 1us -10 KHz - DC 10% / Power PIN 100 Watts (2 GHz)
5 us Per Div.

248 ps

] 30637V 38. A& X2 993866700 ns

Period(2) 49907 ps 4 940,34465 ne 948,858 ns 3 100555550 s

Fretuenon) 19989662 GHz i 20557794 GHz 20547260 GHz 24040167 MHz | 1AX 99447519 kHz

13150 ps 274 309.59416 ns 309.56668 ns 69148498 ns |y 144263V
T & . Dle aseav

V p-p(2)

Full Pulse:
1us
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LI

AN TYPICAL CHARACTERISTICS

FMI

~L_

N4

ol
=
i
=
=
o
0l
=
@
2
)
i
w

Sealy [EDILIBA Se'a'yi'a'l_.ul_i_

] ON
17 LM-10M18G-16-20W-AL

Pulsed 10us - 10 KHz - DC 10% / Power PIN 100 Watts (2 GHz)
10 ns Per Div.

A
"-.ﬂ""l"u'l-lllj'i’"'\‘r"-"

Pulsed 10 us - 10 KHz / DC 10% / PIN 100 Watts (2 GHz)
10 ns Per Div

e
(AL

U .J\.

Rise Time:
5.11ns

Recovery
Time:
9.88ns
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3 |

LI

N\ TYPICAL CHARACTERISTICS
PMIR ON
74 LM-10M18G-16-20W-AL

N4

Pulsed 10us - 10 KHz - DC 10% / Power PIN 100 Watts (2 GHz)
2 us Per Div.

29047 v

1.00281 ns 519.34 ps

2.0683551 GHz 1.0711611 GHz
Rise time(. g 11948 ps

Fall time(2)

Full Pulse:
10us
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