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LM-18G40G-18-1W-292FF

PLANAR MONOLITHICS INDUSTRIES MODEL NUMBER
LM-18G40G-18-1W-292FF IS A HIGH POWER LIMITER THAT OPERATES
FROM 18.0 GHz TO 40 GHz AND HANDLES
1 WATT CW POWER. THE LEAKAGE POWER IS +18dBm MAXIMUM.
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Typical Characteristics
on
LM-18G40G-18-1W-292FF

OUTLINE

I—
REVISIONS
~ Rl 3T|UN . IOKE| REV. DESCRIFTION DATE APPROVED
PLANAR MOMOLITHICS INDUSTRIES MODEL NUMBER - "Eﬂg'r‘fL]i‘fE'@%g,‘E pureats
LM—18G40G—18—1W—=252FF IS A HIGH POWER LIMITER THAT ;‘9 E':N I I:-'—l""IF‘”- ro
OPERATES FROM 18.0 GHz TO 40 GHz AND HANDLES 20 WATTS - — — —
FEAK POWER. THE LEAKAGE POWER IS +18dBm MAXIMUM.
SPECIFICATIONS: 025 |=— -
* FREQUENCY: 18.0 GHz TO 40 CHz N
* INSERTION LOSS: 4.0dB MAX. (See Note 1) ) &_ﬁ“ ‘
* INPUT POWER: 1 WATT CW Max. oELN!
L!,\-IEC:‘O)C-‘I;-“?M-\ZBZFF I/ ‘\. 0.50
* VSWR: 2.1:1 (See Mote 1) e B
o LEAKAGE POWER: +18d8m Max. (See Note 2) ) EE‘[ | J
* LIMITING THRESHOLD: +9dBm  Max. N
* RECOVERY TIME: 10nsec Max. \\_ #0.10 THRU 0ll— |=—
(7 PLACES) o on |-
* CONNECTORS 2.92rmm FEMALE REMOWABLE (K—Type Equivalent) "

* SIZE:

* WEIGHT:

* FINISH:

NOTE 1:

1.5 0Z. TYPICAL
GOLD PLATED

Insertion Loss and VSWR tested at

ENVIRONMENTAL RATINGS

* TEMPERATURE:

—54'C TO +85°C
—55°C TO +125°C (STORAGE)

0.50 X 0.50 X .22

—10dEm.
NCOTE 2: Power Rating derated to 20% at +125 Degrees C.

KOTEr THE ABOWE SFECIFICATIONS ARE SUEJECT TO CHANGE OF REWVISIOM

12mil X 2%9mil (TYP)

F.

edthru

(WxL) —I

=

2.92mm FEMALE

CONNECTORS
(2 PLACES
FIELD REMOVABLE

FMI CONFIDENTIAL AND PROPRIETARY
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Typical Characteristics

on

LM-18G40G-18-1W-292FF

TEST DATA SHEET

TEST. TEST oA
ITEM NO PARAMETERS SPECIFIED VALUE RESULTS ac
1 FREQUENCY RANGE: 18.0 GHz TO 40 GHz 18.0 GHz TO 40 GHz
See Plots
2 *INSERTION LOSS: 4.0dB Max. 3.51dB
See Plots
3 INPUT POWER: 1 WATT CW Max. Pass
. . . 1.87:1
) VSWR 211 See Plots
5 **LEAKAGE POWER: +18dBm Max. +12dBm Typ.
See Graph
6 LIMITING THRESHOLD: +9dBm Max. +5dBm Typ.
See Graph
7 RECOVERY TIME: 10ns Max. <10ns
See Plots

*NOTE 1: Insertion Loss and VSWR tested at -10dBm.
**NOTE 2: Power Rating derated to 20% at +125 Degrees C.
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Insertion Loss & Return Loss (In/Out)
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Power Input vs. Power Output

LIMITER RESPONSE WITH FREQUENCY
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