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PMI MODEL: P16T-100M52G-100-T-DEC IS A SINGLE POLE 16 THROW 
SOLID STATE ABSORPTIVE SWITCH OPERATING OVER THE 100 MHz TO 

52 GHz FREQUENCY RANGE. THIS MODEL OFFERS A TYPICAL 
INSERTION LOSS OF 16 dB WHILE MAINTAINING A TYPICAL ISOLATION 

OF 70 dB. 
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Technical Specifications  
 

TEST. 
ITEM 
NO 

PARAMETERS SPECIFIED VALUE 
TEST RESULTS 

QC 
QA  

+25°C 
 

-40°C 
 

+85°C 

1 
Frequency 

Range 
0.1 to 52 GHz 0.1 to 54 GHz 0.1 to 54 GHz 0.1 to 54 GHz  

2 Insertion Loss 
8dB @ 0.1-18.0 GHz Typ.     
12.5dB @ 18-40 GHz Typ.    
18dB @ 40-52 GHz Typ.      

7.40 dB @  0.1-18GHz 
13.62 dB @ 18-40GHz 
 17.22dB @ 40-52GHz 
22.09dB @ 52-54GHz 

(See Plots) 

7.40 dB @  0.1-18GHz 
14.51 dB @ 18-40GHz 
 17.39dB @ 40-52GHz 
22.02dB @ 52-54GHz 

(See Plots) 

7.40 dB @  0.1-18GHz 
14.42 dB @ 18-40GHz 
 17.69dB @ 40-52GHz 
23.33dB @ 52-54GHz 

(See Plots) 

 

3 Isolation: 

70dB. @ 0.1-1 GHz Typ      
90dB. @ 1-18 GHz Typ 

80dB. @ 18-40 GHz Typ 
70dB. @ 40-52 GHz Typ 

 104.64dB.@0.1-18.0 GHz    
104.64dB. @ 1-18 GHz 
75.03 dB. @ 18-40 GHz  
83.07 dB. @ 40-52 GHz 
85.00 dB. @ 52-54 GHz 

 (See Plots) 

 102.00dB.@0.1-18.0 GHz   
102.00dB. @ 1-18 GHz 
82.50 dB. @ 18-40 GHz  
80.00 dB. @ 40-52 GHz 
82.00 dB. @ 52-54 GHz 

 (See Plots) 

 102.50dB.@0.1-18.0 GHz     
102.50dB. @ 1-18 GHz 
75.03 dB. @ 18-40 GHz  
80.00 dB. @ 40-52 GHz 
81.00 dB. @ 52-54 GHz 

 (See Plots) 

 

4 
VSWR IN 
(IN/OUT): 

2.5:1 @ 0.1-18 GHz Typ.      
3.0:1 @ 18-40 GHz Typ. 
3.5:1 @ 40-52 GHz Typ. 

2.70:1 @ 0.1-18 GHz 
3.20:1 @ 18-40 GHz 
3.62:1 @ 40-52 GHz  
3.90:1 @ 52-54 GHz  

 (See Plots)  

2.70:1 @ 0.1-18 GHz 
3.35:1 @ 18-40 GHz 
3.62:1 @ 40-52 GHz  
3.00:1 @ 52-54 GHz  

 (See Plots)  

2.70:1 @ 0.1-18 GHz 
3.30:1 @ 18-40 GHz 
3.64:1 @ 40-52 GHz  
3.00:1 @ 52-54 GHz  

 (See Plots)  

 

5 
VSWR OFF 

(OUT) 

2.5:1 @ 0.1-18 GHz Typ.      
3.0:1 @ 18-40 GHz Typ. 
3.5:1 @ 40-52 GHz Typ. 

2.60:1 @ 0.1-18 GHz 
3.30:1 @ 18-40 GHz 
3.68:1 @ 40-52 GHz  
3.10:1 @ 52-54 GHz 

 (See Plots)  

2.65:1 @ 0.1-18 GHz 
3.35:1 @ 18-40 GHz 
3.70:1 @ 40-52 GHz  
3.15:1 @ 52-54 GHz 

 (See Plots)  

2.60:1 @ 0.1-18 GHz 
3.36:1 @ 18-40 GHz 
3.70:1 @ 40-52 GHz  
3.17:1 @ 52-54 GHz 

 (See Plots)  

 

6 Input Power 20 dBm CW Max 
Pass 

(See Graph) 
Pass 

(See Graph) 
Pass 

(See Graph) 
 

7 Switching Speed: 100 ns Max                

On: 46.40ns 
Off: 65.00ns 

Rise Time: 7.5ns 
Fall Time: 5.9ns 

(See Plots) 

 

8 Power Supply: 
5V @ 1100mA Max 
-12V @ 720mA Max 

5V @ 1005mA  
-12V @ 324mA 

5V @ 1006mA  
-12V @ 340mA 

5V @ 1009mA  
-12V @ 334mA 

 

9 Control Logic: 

 

PASS 
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+25°C 
(J17-J1) Insertion Loss and VSWR 

 
 

(J17-J2) Insertion Loss and VSWR 
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+25°C 
(J17-J3) Insertion Loss and VSWR 

 
 

(J17-J4) Insertion Loss and VSWR 
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+25°C  
(J17-J5) Insertion Loss and VSWR 

 
 

(J17-J6) Insertion Loss and VSWR 
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+25°C 
(J17-J7) Insertion Loss and VSWR 

 
 

(J17-J8) Insertion Loss and VSWR 
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+25°C 
(J17-J9) Insertion Loss and VSWR 

 
 

(J17-J10) Insertion Loss and VSWR 
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+25°C 
(J17-J11) Insertion Loss and VSWR 

 
 

(J17-J12) Insertion Loss and VSWR 
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+25°C 
(J17-J13) Insertion Loss and VSWR 

 
 

(J17-J14) Insertion Loss and VSWR 
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+25°C 
(J17-J15) Insertion Loss and VSWR 

 
 

(J17-J16) Insertion Loss and VSWR 
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-40°C 
(J17-J1) Insertion Loss and VSWR 

 
 

(J17-J2) Insertion Loss and VSWR 
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-40°C 
(J17-J3) Insertion Loss and VSWR 

 
 

(J17-J4) Insertion Loss and VSWR 
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-40°C 
(J17-J5) Insertion Loss and VSWR 

 
 

(J17-J6) Insertion Loss and VSWR 
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-40°C 
(J17-J7) Insertion Loss and VSWR 

 
 

(J17-J8) Insertion Loss and VSWR 
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-40°C 
(J17-J9) Insertion Loss and VSWR 

 
 

(J17-J10) Insertion Loss and VSWR 
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-40°C 
(J17-J11) Insertion Loss and VSWR 

 
 

(J17-J12) Insertion Loss and VSWR 
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-40°C 
(J17-J13) Insertion Loss and VSWR 

 
 

(J17-J14) Insertion Loss and VSWR 
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-40°C 
(J17-J15) Insertion Loss and VSWR 

 
 

(J17-J16) Insertion Loss and VSWR 
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+85°C 
(J17-J1) Insertion Loss and VSWR 

 
 

(J17-J2) Insertion Loss and VSWR 

 



 

TYPICAL CHARACTERISTICS 
ON 

P16T-100M52G-100-T-DEC 

 

 
Page 21 of 43 

 
7311-F Grove Road Frederick, MD 21704 USA Phone: (301)662-5019 Fax: (301)662-1731 

Email: sales@pmi-rf.com 

+85°C 
(J17-J3) Insertion Loss and VSWR 

 
 

(J17-J4) Insertion Loss and VSWR 

 



 

TYPICAL CHARACTERISTICS 
ON 

P16T-100M52G-100-T-DEC 

 

 
Page 22 of 43 

 
7311-F Grove Road Frederick, MD 21704 USA Phone: (301)662-5019 Fax: (301)662-1731 

Email: sales@pmi-rf.com 

+85°C 
(J17-J5) Insertion Loss and VSWR 

 
 

(J17-J6) Insertion Loss and VSWR 
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+85°C 
(J17-J7) Insertion Loss and VSWR 

 
 

(J17-J8) Insertion Loss and VSWR 
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+85°C 
(J17-J9) Insertion Loss and VSWR 

 
 

(J17-J10) Insertion Loss and VSWR 
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+85°C 
(J17-J11) Insertion Loss and VSWR 

 
 

(J17-J12) Insertion Loss and VSWR 
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+85°C 
(J17-J13) Insertion Loss and VSWR 

 
 

(J17-J14) Insertion Loss and VSWR 
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+85°C 
(J17-J15) Insertion Loss and VSWR 

 
 

(J17-J16) Insertion Loss and VSWR 
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+25°C 
(J17-J1) Isolation and Termination 

 
 

(J17-J2) Isolation and Termination 
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+25°C 
(J17-J3) Isolation and Termination 

 
 

(J17-J4) Isolation and Termination 
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+25°C 
(J17-J5) Isolation and Termination 

 
 

(J17-J6) Isolation and Termination 
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+25°C 
(J17-J7) Isolation and Termination 

 
 

(J17-J8) Isolation and Termination 
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+25°C 
(J17-J9) Isolation and Termination 

 
 

(J17-J10) Isolation and Termination 
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+25°C 
(J17-J11) Isolation and Termination 

 
 

(J17-J12) Isolation and Termination 
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+25°C 
(J17-J13) Isolation and Termination 

 
 

(J17-J14) Isolation and Termination 
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+25°C 
(J17-J15) Isolation and Termination 

 
 

(J17-J16) Isolation and Termination 
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-40°C 
Isolation  
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+85°C 
Isolation 
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+25°C 
High Power Test. 
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+85°C 
High Power Test. 
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-40°C 
High Power Test. 
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Switching Speed ON (46.40 ns) 
20ns per Div. 

 
 

Switching Speed OFF (65.00 ns) 
20ns per Div. 

 

Green Trace = TTL Signal 
Yellow Trace = RF Signal 
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Rise Time  (7.5ns) 
20ns per Div. 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Fall Time  (5.9ns) 
20ns per Div. 

 
 

Green Trace = TTL Signal 
Yellow Trace = RF Signal 
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Full Pulse – 100us per Div. 

 
Green Trace = TTL Signal 
Yellow Trace = RF Signal 

 
 
 

 


